NOTE: BORROW MATERIAL REMOVED FROM UNDISTURBED AREAS SHALL HAVE 18" OF TOPSOIL SALVAGED PRIOR TO ANY DEEPER DISTURBANCE. THE SALVAGED TOPSOIL SHALL BE MOVED TO THE SOUTHWEST CORNER OF THE TOPSOIL FILE AND RECEIVE INTERMEDIATE SEEDING AS SOON AS PRACTICAL. ANY NEW CUT AREAS WITHIN POND #1 SHALL HAVE A FINISHED SLOPE OF 2 VERTICAL UNITS TO 1 HORIZONTAL UNIT OR LESS.

BORROW AREA FOR NEW CULVERT INSTALLATION - ERGATION FOR THE BORROW MATERIAL SHALL NOT EXTEND CLOSER THAN 5.0 FEET FROM THE EXISTING CULVERT UC-1a

KEYED MINE FACILITIES:
- Trench Pile (N9) Parking
- Temporary Concrete Equipment Pad
- Electrical Grounding Pad
- Sediment Pond Spillway Structure
- Existing Rock Coal Stockpile (SWD)
- Spillway Portal Canopy Structure
- Concrete Conveyer Bay
- Spillway
- Concrete Building / Electrical Tower
- Back Up Ventilation Fans
- Main Water Intake / Intake Tower
- Concrete Building
- Powder and Dry Materials
- Concrete Electrical Junction Box
- Temporary Concrete Spillway
- Temporary Loadout Light Board
- Temporary Concrete Countersigns
- Air Curtain Barrier screen
- Concrete Trash Chute
- Sanitary Lift Assembly
- Temporary Static Structure
- Temporary Power Center
- 3" Above Steel Access Stairs
- Concrete Traffic Barrier