EQUIPMENT DESCRIPTION:
SINGLE SHIELD, RAMS AND HOSES REMOVED. NO REMAINING FLUIDS. ABANDONED 6/96.

EQUIPMENT DESCRIPTION:
CONVEYOR BELT TAIL, STEEL AND RUBBER ONLY. NO REMAINING FLUIDS. ABANDONED 12/98.

EQUIPMENT DESCRIPTION:
LONGWALL EMULSION TANK, 3000 GALL. CAPACITY. NO REMAINING FLUIDS. ABANDONED 12/98.

EQUIPMENT DESCRIPTION:
FOUR LONGWALL SHIELDS, USEABLE PARTS REMOVED. EMULSION REMOVED. NO REMAINING FLUIDS. ABANDONED 12/98.

EQUIPMENT DESCRIPTION:
LONGWALL FACE CONVEYOR, 180 PAN SECTIONS. NO FLUIDS OF HOSES REMAIN. STEEL ONLY. ABANDONED 4/01.

EQUIPMENT DESCRIPTION:
127 EACH DOWTY AND K-B ROOF SUPPORTS (SHEilds). LONGWALL FACE CONVEYOR COMPLETE WITH LINE PANS, SPECIAL PANS, TAILGATE DRIVE, AND STAGE LOADER.

EQUIPMENT DESCRIPTION:
APPROXIMATELY 82 K-B ROOF SUPPORTS. SHELVES BETWEEN X-CUTS 23 AND 27, 6L B PANEL. NO FLUIDS REMAIN. STEEL ONLY. ABANDONED 3/04.

EQUIPMENT DESCRIPTION:
148 EACH GULLICK DOBSON SUPPORTS - SHELVES ONLY (EMULSION WAS DILUTED TO 97-100% WATER, ELECTRONICS, LIGHTS, AND BATTERIES WERE REMOVED). ABANDONED 05/08

EQUIPMENT DESCRIPTION:
167 PIECES ARMORED FACE CONVEYOR, STEEL ONLY. Abandoned 8/12

12B ★
EQUIPMENT DESCRIPTION:
12B ★
PICKUP TRUCK - ALL FLUIDS DRAINED, BATTERY REMOVED. Abandoned 9/12

12C ★
EQUIPMENT DESCRIPTION:
POWER CENTER, SUMP TANK, AND DUST POD - STEEL ONLY. Abandoned 9/12

18A ★
EQUIPMENT DESCRIPTION:
LONGWALL FACE CONVEYOR, 137 PAN SECTIONS, STORED IN CROSS CUTS 8-12. NO FLUIDS OR HOSES REMAIN. STEEL ONLY. ABANDONED 3/18

No other equipment abandoned in 8 Left - 15 Left