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REGION V ON-SITE INSPECTION

0003 VALLEY CAMP OF UTAH, BELINA #1

INITIAL INSPECTION

DATE:
TIME:
WEATHER:
COUNTY & STATE:
STATE PERMIT NO.
COMPANY OFFICIAL:
STATE OFFICIAL:
OSM OFFICIAL:

29 August, 1978
12:30 P.M.
Clear
Carbon County, utah
ACT/007/001
Trever Whiteside
Mike Thompson
Larry Damrau

GENERAL CO~ThffiNTS

This is an underground mining operation approximately five miles south
of Sc.ofield, utah. This mine is the most recent operation opened by
Valley Camp of utah. A haul road of approximately one mile connects
the 5-10 acre mine site with a public road for truck transportation of
the coal. Sec. 9 & 30 - T13S-R7E, Carbon County, utah •.

COMPLIANCE WITH INTERIM REGULATIONS

717.11 Copies of Applicable Permits

Copies of the mining application and appropriate maps were not
available at or near the mine site. Mr. Whiteside, the Senior
Engineer, was informed that Federal law requi~es such.

717.12 Signs & Markers
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Backfilling & Grading

No surface acreage has been backfilled or graded at this opera
tion. Spoil meaterial from road cuts (cut and fill operations)
have been placed on down-slopes which exceed 20 degrees (36% slope).
Regrading, stabilizing and/or revegetation operations have not
appeared to have taken place on the spoil material from the road
cuts. Areas of excessive erosion/stippage were Observed.

Permit signs were observed and found acceptable. no new sur
face disturbance has taken place after 3 May, 1978, and no '-'.
topsoil was removed and/or stockpiled prior to that date.

717.14

717.17 Water Quality Standards & Effluent Limitations

A series of two self-dewatering and one impondment settling
pond is utilized to meet effluent limitations. Mr. Whiteside
stated that discharged water is being monitored. Not all of
the surface drainage from the mining site and none of the drain
age from the haul road passes through the settling pond complex.
No ground water monitoring program is present. .
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Valley Camp of utah, Belina #1 (Cont'd.)

Culverts utilized in conjunction with the haulroad, were found
to be blocked, at certain points by rocks and debris at the
inlets. Energy disipators should be constructed on certain
culvert outlets which exhibit erosion due to the surface water
drainage from them.

717.20 Topsoil Handling & Revegetation

No topsoil was removed on stockpiles prior to surface disturb
ance. No disturbed areas have had regrading or revegetation
operations on them.

Submitted By:

/~/.Q_.•.
Larry Damrau
Reclamation Specialist
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