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THE VALLEY CAMP COAL COMPANY J1.S l~
f. ' • ' ,Scofield Route

Helper, Utah 84526

W. H. HAYNES, .JR.

PRESIDENT, WESTERN DIViSiON

October 3, 1980

GENERAL OF'F'ICES

'700 WESTGATE TOWER

CLEVELAND, OHIO 44116

Mr. Tom Suchoski ,
Coordinator of MiJ1ed Land Deveiopment
Division of Oil, ~as &Mining
1588 West North Temple
Sal t Lake Ci ty, Utah 84116

Dear Mr. Suchoski,

DIViSiON o;~:

OIL, GAS & MINiNG
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Pursuant to our discussion at our mine site on October 3, I enclose the grading and
drainage plan for our Belina No. 1 Mine setting out grading, drainage and sediment
control for our existing-approved Be1ina No.1 area and also the area for a future
coal storage silo, not covered under our presently approved permit and mine plan.

As we discussed, in order to facili.tate repairs to our main Belina sediment pond -we
request approval to proceed with the excavation, fill construction, and grading of
the silo site area at this time. As indicated on the p1a~ the silo fill pad will
extend into the present pond area, a110wi ng construction of the compacted fi 11 to
seal the area over our valley fill subdrain, which has inadvertantly drained the
pond in the past when the sediment pond is filled with drainage water. It is imperative
that we effect this repair this fall, prior to next year's spring run-off to achieve
compliance with regulatory performance standards.

This work will be accomplished as follows:

1. Topsoil Removal and Disposition

After removal of the vege,tive cover from the Silo-pad area, topsoil will be
collected and removed, pri'or to commencement of excavation and other surface
disturbances within the affected area.

The depth of the topsoil removed shall depend upon the amount of A and B
horizon material present and as defined in SMCRA Regulations Section 817 .22
(b) &(c). Approximately 12 inches of material is anticipated to be removed
from the affected area .

Removal of topsoi 1 shall be accompli shed through use of bull dozers and
backhoes to collect the material and rubber tired equipment shall be used,;
to load and transport the material. Topsoil removed from this area shall
be' redistributed upon regradecl"scarified and prepared land, in the permit
area, in a manner consistent with the requirements of Section 817.24 of the
Permanent Regulations, as is being done in our presently approved area.
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Any excess topsoil or topsoil which cannot be promptly redistributed
upon prepared lands, will be stockpiled in short term storage areas.
Placement and protection shall be in accordance with Section 817.23.
As indicated on the plan, cuts· and compacted fills shall be constructed
at Zh:1Y slopes except where well consolidated bedrock is encountered
where a static safety factor of 1.5 to 1 can be achieved with 1h:4v
slopes.

2. Hydrologic Balance - Sediment Control Measures

Utilization of sediment control measures such as diversion ditches, check
dams, riprap, straw dikes, culverting and retention ponds shall be relied
upon to prevent additional contributions of sediment to stream flow or to
runoff outside the permit area.

Overland flow and shallow ground water flow from undisturbed areas will
be diverted away from the area of disturbance by means of temporary and
or permanent diversion ditches constructed in accordance with 817.43.

Surface drainage from the disturbed areas will be controlled through use of
acceptable practices and control measures as provided by Section 817.45 (f).
All drainage from disturbed areas will either be placed in sedimentation
ponds or retention basins. Final discharge from such devices shall be in
accordance with Section 817.42 (A) (7).

3. Reclamation Plans

Activities relating to reclamation of this and all other structures and
areas within the permit area will be addressed in detail in our "Underground
Mining Permit App1ication" presently being prepared by Golder Associates.
Plans at present however include provisions to blast down the silo. Place
rubble inside reclaim tunnel and main sediment pond, cover with dirt, regrade,
cover with topsoil and revegetate. It is anticipated that leveled areas,
and 1v::4h slopes will be utilized by the land owner, whose principle use
of the area is livestock grazing for livestock corrals and holding areas.

4. RevegatatiJon

The area of disturbance surrounding the silo will be covered with topsoil,
revegetated with suitable and diverse vegetative cover selected on the
basis of compatabi1ity with the geologic and climatologic setting of the
mi ne si te.

Planting and seeding of this area will be conducted during the first
normal period for favorable planting conditions after final preparation.

Particular species and amounts per acre will depend upon theste~ness and
exposure of the slopes to be revegetated.

Revegation will occur as directed in Section 817.111.
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Your prompt consideration and approval of this request would be appreciated.

Yours very truly,

.fH#~~
W. H. Haynes, Jr.
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