
June 6, 1983

Inspection Memo
to Coal File:

RE: Valley Camp of utah, Inc.
Belina Mine
Acr/007/00l
Folder No. 7
Carbon County, Utah

DATE:
TIME:
WEATHER:
COMPANY OFFICIAIS:
STATE OFFICIALS:

March 3, 1983
2:00 P.M. - 4:00 P.M
Cold and snowing
Trevor Whiteside and Steve Tanner
David lof

Compliance with Permanent Performance standards

771 et al Permits

The following approval letters were available at the mine office:

1. A letter dated October 8, 1976 from the Division granting approval under
the utah Mined land Reclamation Act of 1975.

2. A letter dated February 10, 1977 from the U.S.G.S. granting approval for
the operator's 211 Mine Plan.

3. A January 30, 1980 letter from the Division granting approval of Valley
Camp's hydrologic and subsidence monitoring plans for the Belina Mine.
Attached to the Division's letter was a January 24, 1980 letter from OSM
to the Division granting approval to the operator's plan with 6
stipulations. The Division approval requires the operator to comply with
the stipulations from OSM.

4. A June 10, 1981 letter from the Division approving the developnent of the
Belina #2 Mine, 10 stipulations were attached to this approval. A letter
from the Division to OSM dated December 24, 1981 states that the 10
stipulations have been addressed by Valley Camp.

5. An April 1, 1982 letter from the Division approving the mining in the
Lower O'Connor Seam.

6. A letter from the utah Department of Health granting approval for the
construction and upgrading of the mine water discharge treatment pond.

817.11 Signs and Markers

Mine identification signs were properly posted at all public access points.
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817.41 - .52 Hydrologic Balance

At the time of the inspection there were several feet of snow on the
ground at the minesi te. Snow cleared from the coal stockpile pad area was
being pushed onto the southwest downslope to the sediment pond creating a
snowfill above the pond.

The operator was still discharging mine water into the sediment pond. A
sample was taken of the Belina Mine water discharge at the inlet of the
cross-culvert to the sediment pond in order to get an indication of the mine
water quality. Water analysis by the utah State Department of Health
indicated a TSS of 192 mg/l, a TDS of 324, total iron .59 mg/l and total
mainganese 50 ug/l.

The sediment pond's stand pipe could not be seen because it was covered
over by snow.

817.52 Surface and Groundwater Monitoring

Surface water monitoring data was available through December 1982. The
data appeared to be all right. The operator is currently operating under
NPDES discharge permit #UT-0022985. A copy of the operator's January 1983
discharge monitoring report was available in the mine office. Included with
this report was a cover letter dated February 21, 1983 to EPA. According to
the operator he was only able to take a sample during the month of January.
Analysis of this sample indicated that the TSS level was 56 mg/l, this exceeds
the average limitation but does not exceed the daily maximum. In the cover
letter the operator asked that they be allowed an alternative sampling
location for the remainder of the winter due to the difficulty of reaching the
discharge sampling point through as much as 6 feet of snow.

817.121 - .126 Subsidence Control

Because of poor weather conditions the annual aerial photography fly-over,
for subsidence observation, by the U. S. Forest Service was not performed in
1982.

DAVID LOF
FIELD SPECIALIST

DL/lm

cc: Tom Ehmett, OSM
Joe Helfrich, DOGM
Ken Wyatt, DOGM

Statistics:

See Deer Creek Mine memo dated March 15, 1983.




