
Inspection Memo
to Coal File:

• •
Hay 10, 1984

Re: Valley Camp of Utah Inc.
Belina Complex
ACT/007/00l, Folder #7
Carbon County, Utah

A partial inspection of the Valley Camp facilities was conducted on April
26, 1984 by Ken Wyatt and Tom Wright, Field Specialists of the Division. Mr.
Steve Tanner was contacted in the field, and Keith Fenstermaker accompanied
these inspectors on the field tour. The purpose of this inspection was to
examine the recent slide area below the Belina Mine access road and to
familiarize the new inspector with this mining operation. The weather was
cold and snowing.

At the loadout the undisturbed drainage adjacent to the crusher building
was flowing. The disturbed area drainage system was functioning adequately.
Water was observed in all three ponds at the loadout. No discharges were
observed, however pond #2 appeared close to a discharge status. Strawbales
had been installed below the outlet for this pond.

The recent sli~e area below the Belina Mine access road was examined.
Larry Dalton and Walt Donaldson of the Division of Wildlife resources were
contacted on site. A discussion was held as to Valley Camp's plans for
realignment of this creek. The channel was still being constructed and riprap
was being placed along the banks. Mr. Tanner indicated that approximately 2
more weeks would be needed for completion.

A problem with the source of the riprap was encountered. The contractor
was observed collecting rocks from ditches along the the Eccles Canyon road.
Some rock has been pulled down off of the road's upslopes. Mr. Tanner was
advised to stop this practice immediately and to discontinue any further
collection of rock from these slopes.

At the Belina Mine the mine water pond was sampled at 11: 00 a. m'O and the
quality appeared to be in compliance. The sediment pond # 4 discharge was
sampled at 11:22 a.m. The appearance of this sample looked questionable,
enforcement action is pending the results of the laboratory analysis. This
sample was also split with the operator to allow for two analyses.

The disturbed area drainages on the mine site were flowing into the
appropriate places. The undisturbed diversion on the north end of the
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material storage pad was flowing into the culvert downspout as designed. No
compliance problems were encountered at this time. However, enforcement
action for the pond discharge is awaiting the laboratory results.

Ken Wyatt~
Mining Field Specialist

KW:re

cc: Trevor Vbiteside, Valley Camp of Utah, Inc.
Jodie Merriman, OSM
Joe Helfrich, IXX;M
Sue Linner, J)(X;M

Statistics:
1984
87960

See Co-op Mining Company's Trail Canyon Mine memo dated May 3,




