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April 12, 1985

TO: Coal File, Enforcement and Inspection Folder

FROM: Sandy Pruitt, Mining Field specialist~~

RE: Valley Camp of Utah, Selina Complex, ACT/007/001, H7, Carbon
County, Utah

A partial inspection of the above-mentioned operation was
conducted by Sandy Pruitt, accompanied by Steve Tanner, on March 26
1985. Since the last inspection, Valley Camp had repaired the
drainage control measures cited in Notice of Violation (NOV)
HN85-2-3-2, as an interim abatement measure.

NOV HI of 2 was addressed by reconstruction of the diversion
ditch around the base of the stacker pad and truck dump to divert
runoff into sediment ponds HI and 2 as appropriate. Sizing
calculations addressing UMC 817.43 still need to be submitted for
termination of NOV HI. Valley Camp had also dug into the asphalt
above the culvert inlet to direct drainage from the road to the
truck dump.

To address NOV H2 of 2, drainage from the base of the truck
dumps was diverted to sediment pond H2, as required and the rock
gabion filters were maintained. Valley Camp had difficulty
reestablishing the drainage control designs approved for the truck
scale area because of surface grade restrictions required for the
county road right of way. To address the drainage control problem
at the truck scales, Valley Camp placed a berm in the drainage ditch
across from the scales to contain runoff from the scales. Due to
the level grade of the diversion ditch the runoff ponds at the berm
and does not drain into sediment pond H2 as required. Steve Tanner
thought that he could dig the ditch down a little more but the
elevation of the culvert inlet to sediment pond H2 restricts the
degree of slope that can be obtained in the ditch. This
modification to the approved drainage control plans was submitted
for Division of Oil, Gas and Mining review on March 22, 1985.

Coastal States Energy's (CSE) rail line construction
activities within the Utah loadout yard has impacted the diversion
ditch toward the north fan housing. Steve Tanner mentioned that
personnel from CS~ had inspected the rail line and would arrange for
maintenance of the areas impacted by their construction activities
under an agreement between Valley Camp and CSE. Since the last
inspection, CSE had placed a line of straw bales along a low section
of the railroad foundation above sediment pond HI.



Page 2
Memorandum - Coal File, Inspection and Enforcement File
ACT/007/001
April 12, 1985

The Selina Mine sediment pond was briefly inspected. It
appeared about the same since the February inspection. The ice in
the pond is melting a little; runoff was occurring. Steve mentioned
that pond discharge samples had been obtained that month; most
likely through the leak in the stand pipe discovered last month.
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