{ "‘%"’ % “’g’” z” ‘,-‘"'\3% é‘:@ ?é“ &
k'-‘ State of Utah
v) DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

Norman H. Bangerter
Governor

355 West North Temple
Executive Director 3 Triad Center, Suite 350
Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203
Division Director 801-538-5340

Dee C. Hansen

April 7, 1989

TO: Susan Linner, Permit Supervisor

FROM: James Leatherwood, Reclamation Soils Specialis

RE: Mid-Permit Term Review, Soldier Creek Company, Soldier
Canyon Mine, ACT/007/018, Folder #2, Carbon County,
Utah

SUMMARY :

The initial Mid-Permit Term Review has been completed
for the Soldier Creek Mine for soil and soil-related
information, alluvial valley floor, and underground development
waste disposal information. Several minor revisions are
required in the mining reclamation plan. Specific revisions
include: discussion of topsoil removal from the Lagoon site;
topsoil storage protection at the waste rock disposal site; and
cross-section clarification for the waste rock disposal site.

ANALYSTS:

UMC 783.25 Crogs-Sections, Maps and Plans -~ JSL

Cross section C-C, found in D-178 does not define the
rip-rap ditches depicted on E019. Drawing number D-178, cross
section C-C must be resubmitted with the appropriately located
rip-rap ditch.

UMC 817.22 Topsoil: Removal - JSL

No discussion was found within the mining reclamation
plan pertaining to the salvaging and protection of the topsoil
materials at the Lagoon site. Discussion pertaining to topsoil
from the Lagoon site must be include within the permit.
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UMC 817.23 Topsoil: Storage — JSL

Plate E020 delineates the topsoil storage pile
location within a drainage. The topsoil storage pile location
depicted on Plate E020 is unacceptable. All topsoil storage
piles must be located on a stable surface and protected from
wind and water erosion. The location of the topsoil stockpile
within a drainage is not considered stable nor satisfactory for
protection from wind and water erosion. The location of the
topsoil stockpile must be relocated to a flat stable surface,
and stabilized through revegetation and earthen berms. Refer
to the Divisions Guidelines for Management of Topsoil and
Overburden, section B, Topsoil Storage and Protection, page 3,
for further guidance.

RECOMMENDATION:

The concerns outlined in this memo must be revised by
the operator such that updated revisions and clarifications can
be directly inserted into the exisiting approved permit package.

BT51/54-55



