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May 23, 1985
TO: Coal File, Inspection and Enforcement Folder
FROM: Tom Wright, Mining Field Specialist / W
RE: Tower Resources, Centennial Project, ACT/007/019, Folder
#7, Carbon County, Utah
DATE: May 10, 1985
TIME: 8:45 a.m. - 11:00 a.m.
WEATHER: Cloudy, warm
COMPANY OFFICIALS: Alan Emmel
STATE OFFICIALS: Tom Wright
ENFORCEMENT ACTION: None

Compliance With Permanent Performance Standards

UMC 771 et al Permits

Approval of the mining and reclamation plan from the Division of
0il, Gas and Mining in a letter dated January 4, 1982.

Certification of sediment ponds dated January 3, 1985 in a letter
from Dan Guy, consultant for the mine.

Inspection reports for all sediment ponds done by Alan Emmel with
the most recent report dated March 21, 1985. Ponds A and C were
reported holding a small volume of water. No problems were reported
with any pond.

UMC 817.11 Signs and Markers

A mine identification sign was in place with the information
required. Topsoil and perimeter markers were located where needed.

UMC 817.21-.25 Topsoil

Topsoil stockpiles for the mine appear to be adequately protected
from contamination or material loss. Berms for the protection of
the stockpiles are in place and maintained.

Vegetation appears to be well established on all stockpiles with the
exception of the lowest pile in the canyon. Little vegetation has
established on this stockpile so that further examination and
monitoring is needed to determine if additional seeding should be
done.

UMC 817.41-.52 Hydrologic Balance

No runcff was occurring on the site during this inspection so no
flow from disturbed areas was entering the sediment ponds.

All sediment pond appeared stable with no signs of erosion or
tension cracks on embankments.
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No evidence of any recent discharge from the ponds was noted.
Discharge structure appeared to be clear and functional.

A berm for protection of the undisturbed bypass from contamination
at the Pinnacle portal area has become worn and in need of
maintenance. Although the berm is worn, no signs of breeching was
noted and no evidence of disturbed drainage flowing into the bypass
was seen. 1 advised Mr. Emmel that the height of this berm should
be increased and he indicated that this would be done.

Runoff from snowmelt in the Book Cliffs above the mine was flowing
down the intermittent stream channel and through the main bypass
culvert for the site. Both the inlet and outlet for the bypass were
free of debris and sediment so that flow was not impeded in any way.

UMC 817.52 Surface and Groundwater Monitoring

Tower's NPDES UT-0023507 was issued effective February 3, 1982 and,
it will expire on December 31, 1986. Quarterly water monitoring
reports were available at the mine office. The most recent reports
dated January 23, 1985 reports no flow of surface water.

UMC 817.150-.176 Roads

The access road for the mine appears to be adequately maintained.
No evidence of significant erosion on slopes or ditches was noted.
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cc: Donna Griffin, OSM
Alan Emmel, Tower Resources
Joe Helfrich, DOGM

Statistics: See Blazon Mine memo dated May 20, 1985
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