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) ¢ DEPARTMENT OF NATURAL RESOURCES
o omer | DIVISION OF OIL, GAS AND MINING

Governor ’.‘:
i 355 West North Temple

Executive Director M 3 Triad Center, Suite 350
Dianne R. Nielson, Ph.D. 2 Salt Lake City, Utah 84180-1203
Division Director % 801-538-5340

Dee C. Hansen

April 21, 1989

TO: Sue Linner, Permit Supervisor ?
FROM: Rick Summers, Reclamation Hydrolog;:'ts{zg;/s
RE: New 18 inch Culvert, Submitted April 10, 1989,

#ACT/007/019-89A, Centennial Project, Andalex Resources
ACT/007/019, Folder #2, Carbon County, Utah

SUMMARY :

This submittal consist of a one paragraph letter and
Plate 7 with a sketch of the location of the 18 inch culvert. No
details of culvert capacity and expected flow were submitted. The
submittal was is not in an appropriate form for inclusion into the
MRP.

REVIEW:

The submittal is not complete. The following items are
needed for approval:

1. Calculations (or reference to existing MRP) for expected
runoff peakflow for the 10 yr. - 24 hr. event reporting to the
culvert.

2. Capacity demonstration that the culvert will pass the above
flow.

3. Depiction of the culvert location om all applicable maps in
the MRP with a specific culvert identification label (i.e. C5).

4, Inclusion of the culvert in appropriate Tables and narrative
in the MRP.

5. Location of the rerouted diversion DD-1 and revised velocity
and riprap calculations if the slope of the diversion is altered.

6. Two 18 inch culverts were sketched on Plate 7. The letter
states that a single culvert was placed onsite. It appears as
if the 18 inch culvert from Pond B needs to be drawn on all
applicable plates also.

an equal opportunity employer



Page 2 ‘
New 18 inch Culwvert

Andalex Resources
ACT/007/019

RECOMMENDATTONS :

Request submittal of information relative to the above
items. The submittal should be in a format for direct insertion
into the exist MRP or recent (4/17/89) Mid-term permit review
package.

cc: Mike DeWeese
Jim Leatherwood
Daron Haddock
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