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Dear Mr. Spencer: 7%4 w0 ﬁ

Enclosed is a copy of the report concerning slope stability of fill material
at the Blazon Mine near Clear Creek, Utah.

We do not forsee a problem with the stability of the fill, provided a minimum
compactive effort is applied to the fill surface, together with removal of
boulders and re-vegetation. Calculations and soil test data in the report
should verify this conclusion.

If you have any questions concerning this matter, please contact me at your
convenience.

Sincerely,

cc: Joe Harvey L&ﬂi ;
Lee Rowley 0}”705

ANCHORAGE FAIRBANKS JUNEAU IRVINE SALT LAKE CITY
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October 22, 1980

Lee Rowley

Boyle Engineering Corp.
268 W. 400 S., Suite 301
Salt Lake City, UT 84101

Dear Lee:

calculations.

Sincerely,

L liaccio, P.E.

Cw

attch.

ANCHORAGE FAIRBANKS

5280 SOUTH 3220 WEST, SUITE E-160

MURRAY, UTAH 84107 PHONE 1801:263-3419

R&M No. 060106
Blazon Mine Slope Stability

As requested on October 3, 1980 we have investigated slope stability of
the fi1l material placed directly below the mine portal area under construc-
tion at the Blazon Mine near (Clear Creek, Utah.

The attached report details our findings based on a visit to the site on
October 7, 1980 coupled with lab tests on fill material and subsequent

Should you have questions, please contact me at your convenience.

JUNEAU

SALY LAKE CITY

IRVINE




