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&5 :‘za STATE OF UTAH Norman H Bangerter, Governor

NATURAL RESOURCES Dee C. Hansen. Executive Director
Oil, Gas & Mining Dianne R. Nielson. Ph.D., Division Direcior

355 W. North Tempile - 3 Triad Center - Suite 350 - Sait Lake City, UT 84180-12C3 - 801-538-5340
July &, 1986

Mr. Michael J. Vvan Wagenen
Savage Coal Company

P. 0. Box 1070

Price, Utah 84501

Dear Mr. van Wagenen:

Re: Ccurtesy Inspection, Banning Siding Loadout

Pursuant to the July 10, 1985 Federal Register in which the
interim final rule (effective September 9, 1$85) for coal

Attached are citations of permanent program standards that
apply tc coal preparation plant facilities in Utah. They have been
accumulated to provide guidance to operators who have coal
preparation facilities that require permitting, but are not meant to
represent a complete list of regulations that will be addressed in
the permitting process or on-the-ground compliance.

The Division will continue to work with you, through the
technical staff, to secure a mine reclamation permit for your
facility, and regular inspections will be conducted in the future.

If you have any questions, please contact me, Joseph Helfrich
or Lowell Braxton. ’

Sincerely,

.zzwn27§<§i2%?/'

Kenneth E.

Associate Director, Mining
jb
Enclosure
cc: D. R. Nielson

L. P. Braxton

J. C. Helfrich
0359Q-113
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PERFORMANCE STANDARDS FOR COAL LOADOUT FACILITIES

UMC 785.21(a)(b)(c)

UMC 817.11
UMC 817.13

UMC 817.14(b)

UMC 817.15

UMC 817.21

UMC 817.22(a)(b)(c)(f)(g)
UMC 817.23

UMC 817.24

UMC 817.25

UMC 817.41

UMC 817.42

UMC 817.43

UMC &17.44
UMC 817.45
UMC 817.46(a)(o0)(s)(t)

UMC 817.47
UMC 817.48

UMC 817.49(a)(1)(2)(3)(4)
(6)(c)(d)(f)(g)(h) (i)

UMC 817.50

UMC 817.52(3)(b)(1)(ii)
(1ii)(a)(2)(3)

UMC 817.53
UMC 817.54

UMC 817.55
UMC 817.57

UMC 817.59
UMC 817.61

July 8, 1986

Coal Processing Plants that are Support
Facilities Located Outside of the Permit
Area of a Specified Mine

Signs and Markers

Casing and Sealing of Exposed
Underground Openings: General

Casing and Sealing of Underground
Openings: Temporary

Casing and Sealing Of Underground
Openings: Permanent

Topsoil: General Reguirements

Topsoil: Removal

Topsoil: Storage

Topsoil: Redistribution

Topsoil: Nutrients and Soil Amendments
Hydrologic Balance: General Requirements
Hydrologic Balance: Water Quality
Standards & Effluent Limitations
Hydrologic Balance: Diversions and
Conveyance of Overland Flow, Shallow
Groundwater Flow and Ephemeral Streams
Hydrologic Balance: Stream Channel
Diversions

Hydrologic Balance: Sediment Control
Measures

Hydrologic Balance: Sediment Control
Measures

Hydrologic Balance: Discharge Structures
Hydrologic Balance: Acid-Forming and
Toxic~Forming Materials

Hydrologic Balance: Permanent and
Temporary Impoundments

Hydrologic Balance: Underground Mine
Entry and Excess Discharges

Hydrologic Balance: Surface and
Groundwater Monitoring

Hydrologic Balance: Transfer of Wells
Hydrologic Balance: Water Rights and
Replacement

Hydrologic Balance: Discharge of Water
into an Underground Mine

Hydrology Balance: Stream Buffer Zones
Coal Recovery

Use of Explosives: General Requirements
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UMC
umMC
UMC
UMC

UMC

817.62
817.65
8l17.67
817.68

817.71 (a)(1)(2)(3)

(c)(d)(1)(J)

UMC

uMC
uMC

UMC
UmC

uMC

UMC
uMC

umC
UMC
umc

UMC
UMC
UMC

817.82

817.86
817.88

817.89
817.51

817.92(a)

817.95(a)(B)
817.97(a)(b) (d)

817.99
817.100
817.103(1)(2)(4)

817.131
817.132
817.150(a)(b)(c)

(1)(2)(3)

umeC

817.151

UMC 817.152(c)(2)(3)(d)(1)
(5)(7)(10)(12)(14)(15)(e)

UMC 817.153(2)(3)(b)(Cl)
(11)(ii1)(iv)(v)(21)(iv)

(v)(d)(e)

umC
UMC
umcC
UMC
UMC
UMC
umMC
UMC

817.154(b)
817.155
817.156
817.160
817.161
817.162
817.163
817.164

4 o 9

Use of Explosives: Preblasting Survey
Use of Explosives: Surface Blasting
Use of Explosives: Seismographic
Measurements

Use of Explosives: Records of Blasting
Operations.

Disposal of Excess Spcil and Underground
Development Waste: General Requirements
Coal Processing Waste Banks: Site
Inspection

Coal Processing Waste Banks: Burning
Coal Processing Waste Banks: Return to
Underground Workings

Disposal of Noncoal Wastes

Coal Processing Waste: Dams and
Embankments '

Coal Processing Waste: Dams and
Embankments: Site Preparation

Air Resources Protection

Protection of Fish, Wildlife, and
Related Environmental Values

Slides and Other Damage

Contemporaneous Reclamation

Backfilling and Grading: Covering Coal
& Acid/Toxic-Forming Materials
Cessation of Operations: Temporary
Cessation of Operations: Permanent

Roads: Class I: General
Roads: Class I: Location

Roads: Class I: Design and Construction

Roads: Class I: Drainage

Roads: Class I: Surfacing

Roads: Class I: Maintenance

Roads: Class I: Restoration

Roads: Class II: General

Roads: Class II: Location

Roads: Class II1: Design and Construction
Roads: (Class II: Drainage

Roads: Class I11: Surfacing
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UMC
uMmC
UMC
UMC
UMC
umC
umcC
UMC
UMC

UmcC
UMC
UMC

UMC
UMC

UMC
umc

UMC
UMC

re

817.165
817.166
817.170
817.171
817.174
817.175
817.176
817.180
817.181

822.
822.13
822.14

823.15(b)(c)
827

840

842
843
845

0250Q-59-61

Roads: Class II: Maintenance

Roads: Class II: Restoration

Roads: Class III: General

Roads: Class II1I: Location

Roads: Class III: Surfacing

Roads: Class III: Maintenance

Roads: Class IIl1: Restoration

Other Transportation Facilities
Support Facilities and Utility
Installations

Special Permanent Program Performance
Standards

Alluvial Valley Floors: Protection of
Agricultural Uses

Alluvial Valley Floors: Monitoring
Prime Farmland: Vegetation

Special Permanent Performance
Standards-Coal Processing Plants and
Support Facilities not Located at or
Near the Mine Site, or Outside the Mine
Permit Area

State Division Inspection and
Enforcement

State Inspections

State Enforcement

State Civil Penalties




