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Observations / Activities  
  
 
Inclinometers I-2, I-3, and I-4 were read on Monday August 31 and again two weeks later on Sunday September 13, 2015. 
Inclinometer I-1 was not read as it is currently buried beneath new fill material placed on the crest of the dam. This 
instrument will need to be uncovered. In the past, I-1 had shown a total of less than 0.25 inch of movement through 
June 2012. 
 
Inclinometer I-2 has shown the most movement since MIS monitoring began in 2005, with a total of about 3.75 
inches of displacement. From June of 2012 to September 13, 2015, this inclinometer shows about 0.25 inch of 
movement. Inclinometers I-3 and I-4 currently show that no significant movement has occurred since June 2012. 
Plots of the inclinometer readings are attached. 
 
The accelerometer located on the crest of the dam was reactivated on August 13, 2015. The Accelerometer which 
had been located on the hillside about 0.9 mile north of the dam was repaired, calibrated, and put in use on the 
dam. This accelerometer which was on the dam was sent in to be calibrated and should be back and ready for 
installation by the end of September. Two events were recorded on the dam on the morning of 9/3/15. Neither of 
these events appears to be mining induced. 
 
 Within the past couple of months the largest seismic event reported by the UUSS within the area was a magnitude 
1.2 on August 11, 2015. Since the last report on August 14 no seismic events have been reported.    
   
Reservoir elevation and piezometer readings are being taken by East Carbon City every 2 weeks and available 
online at the Dam Safety Website. At the time of these site visits the water level in the reservoir was 2.5 feet below 
the top of the spillway on August 31. The reservoir level fell to 3.55 feet below the spillway crest by September 13, 
2015. 
 
During the site visit, no surficial indications of significant landslide movement were noted on the hillsides or at the 
dam.  
 


























