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Sunnyside Cogeneration Associates

P.O. Box 10, East Carbon, Utah 84520 « (435) 888-4476 » Fax (435) 888-2538

November 15, 2004

'!'Vgx:”"_\
RECEINT
Pam Grubaugh-Littig
Division of 0il, Gas & Mining NOV 18 ﬁxﬁ
1594 W. North Temple, Suite 1210 o
P. O. Box 145801 DIV, GF OiL, Gia gy
Salt Lake City, Utah 84114-5801
o0 /06

RE: DOGM Permit Amendment Application (Revision) . 74;L

Sunnyside Cogeneration Associates e'/“"-Jer
Star Point Waste Fuel C/007/042

Ms. Grubaug-Littig:

Please find enclosed four copies of SCA's revised permit amendment
application, which was originally submitted on October 11, 2004. The
amendment was regarding details pertaining to Ponds Five and Six located at
the Star Point Properties.

This revised amendment addresses some differences between permit
drawings and what is actually in the field for Ponds five (drawing
733.120a) and six (drawing 733.120b). This new set of drawings will
replace the drawings previously submitted with the October 11, 2004,
amendment application.

Should you have any questions, please contact Rusty Netz or me at
(435) 888-4476.

Sincerely,

Agent For
Sunnyside Cogeneration Associates

“raid ) A

Randy J. Scott
Plant Manager

Cc: Rusty Netz, SCA
Plant File
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24" CMP riser with
Anti—vortex Device
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Riser Detail
N. T. S.

Elev. 7401.3 | 150"
2.1 . ‘ Elev: 7402.8
1 48" CMP Manhole with
. . . Armco Model 101C Slide Gate
Dewatering device >
12" CMP riser with 1.35
2" Dia. Orifice 1 Natural Slope
Elev: 7394.9 ] \|
Elev: 7387.3 _ 4% slope 27" Downspout

IM._\\\\_L g
Concrete riser Base / \
Anti—seep collars

\\ Riprap Splash Basin

/r 27" CMP

25 23
Note: 2" @ automatic dewatering orifice is for gradual release of stored water
Section
N. T. S

DRAIN PIPE

16 Ga. CMP Riser

16 Ga. CMP Conduit
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Concrete Riser Base

Spillway
2 inch spacing

1/8" Steel Plate
Welded to Dewatering
Device Riser

Welded

Trash Rack for -

SPILLWAY DIMENSIONS
*.| Dewatering Device Emergency
/' Dy Dy 24" 42"
12" 30"
12" 27"
D. 3'x 3 x 1.5 4 x 4 x 2
ELEV *  7394.9 7401.3
H 15.5' 15.5'

* Elev. of 2" Dewatering device

NOTES:

1. Cylinder should be welded to top of the riser.
2. Support bars and trash rack are #6 rebar.

3. Trash rack for spillway should be welded to

cylinder.

Note:

Psomas did not
that the pond embankments were
the original
UMC Plateau Mine Runoff control plan prepared
Hansen and associates, December, 1979,

inspect existing pond

installation. It
installed in accordance with
design standards and specifications contained in

by Vaughn

is assumed
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12" CMP riser with
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Emergency Spillway
24" CMP riser with
Anti—vortex Device

Anti—vortex and
Trash Rack
(16 Ga. CMP)

Trash Rack for
Spillway
2 inch spacing

1/8" Steel Plate
Welded to Dewatering
Device Riser

Elev M M Welded
Y 16 Ga. CMP Conduit
SPILLWAY DIMENSIONS
|# Dewatering Device Emergency
* D Dy 24" 36"
g’ D2 12" 24”
m: M w;;‘\r Ou AN: MA.:
w w Ds 3°% 3 x 1.5 4 x4 x 2
* ELEV *  7140.7 7147.2
1'-0" = - i H 10.0° 14.5'

T

#4 Rebor each ways

48” CMP Manhole with

|*| * Elev. of 1" Dewatering device
Concrete Riser Base
Dimension Dy

\..
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NOTES:

Riser Detall 2. Support bars and trash rack are #6 rebar.
N. T. S 3. Trash rack for spillway should be welded to
cylinder.
Note:

Psomas did not inspect existing pond installation. It
is assumed that the pond embankments were
installed in accordance with the original design
standards and specifications contained in UMC
Plateau Mine Runoff control plan prepared by Vaughn
Hansen and associates, December, 1979.

Riprap Splash Basin

1" Dia. Orifice i s Armco Model 101C Slide Gate
14.5' |
g P
Elev: 7132.7 B —t—
B =]
— 3% slope
Concrete riser Base . »
Anti—seep collars 247 CMP
. . DRAIN PIPE
I 38 38
157’ |
Note: 1”7 @ automatic dewatering orifice is for gradual release of stored water

Section
N. T. S.

1. Cylinder should be welded to top of the riser.
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