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Wednesday, April 20, 2016

Met Dennis Oakley at the main mine site where he was with a contractor digging test pits for the purpose of conducting 
a slope stability analysis. The slope stability analysis was requested to support the use of of deep gouging as BTCA for 
final reclamation sediment control.  The site is in the same condition as it has been for the last several months. Due to 
snow runoff and spring storms, sedimentation flow is obvious on the roads and the north pond is holding water.  Mr. 
Oakley stated that annual maintenance of ditches and sediment control would be conducted over the next few weeks. 
Also- a plan for spring weed control is in place and chemical is being ordered.
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REVIEW OF PERMIT, PERFORMANCE STANDARDS  PERMIT CONDITION REQUIREMENTS

1.  Substantiate the elements on this inspection by checking the appropriate performance standard.
     a. For COMPLETE inspections provide narrative justification for any elements not fully inspected unless element is not
         appropriate to the site, in which case check Not Applicable.
    b.  For PARTIAL inspections check only the elements evaluated.
2.   Document any noncompliance situation by reference the NOV issued at the appropriate performance standard listed below.
3.   Reference any narratives written in conjunction with this inspection at the appropriate performace standard listed below.
4.   Provide a brief status report for all pending enforcement actions, permit conditions, Divison Orders, and amendments.

CommentEvaluated Not Applicable Enforcement

1.     Permits, Change, Transfer, Renewal, Sale

2.     Signs and Markers

3.     Topsoil

4.a   Hydrologic Balance: Diversions

4.b   Hydrologic Balance: Sediment Ponds and Impoundments

4.c   Hydrologic Balance: Other Sediment Control Measures

4.d   Hydrologic Balance: Water Monitoring

4.e   Hydrologic Balance: Effluent Limitations

5.     Explosives

6.     Disposal of Excess Spoil, Fills, Benches

7.     Coal Mine Waste, Refuse Piles, Impoundments

8.     Noncoal Waste

9.     Protection of Fish, Wildlife and Related Environmental Issues

10.   Slides and Other Damage

11.   Contemporaneous Reclamation

12.   Backfilling And Grading

13.   Revegetation

14.   Subsidence Control

15.   Cessation of Operations

16.a Roads: Construction, Maintenance, Surfacing

16.b Roads: Drainage Controls

17.   Other Transportation Facilities

18.   Support Facilities, Utility Installations

19.   AVS Check

20.   Air Quality Permit

21.   Bonding and Insurance

22.   Other
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The operator has been working diligently with OSM and OGM to redesign the final 
reclamation plan.  A reclamation plan was submitted to the Division for review and on 
April 4th, a conference call between the Division, OSM, DWQ, and the Operator 
discussed issues that still needed to be addressed prior to the Division accepting the 
reclamation plan for a technical review. At this time, the Operator is working to 
address additional concerns of OSM and the Division. Final reclamation of the site is 
pending approval of a redesigned reclamation plan which is still undergoing revision.

1.     Permits, Change, Transfer, Renewal, Sale

Storage areas, perimeter, and, reference areas are all posted and clearly identified. 
Signs are located at each point of access. Signs have been updated with new MSHA 
numbers.

2.     Signs and Markers

There are not any topsoil piles at this mine since there was not an adequate quantity 
of Horizon A to warrant stockpiling when the mine was developed. Existing materials 
will be used for plant growth medium. Previous topsoil piles evaluated with this mine 
were associated with the waste rock site which was transferred to Trail Mountain 
Mine permit C0150009.

3.     Topsoil

Ditches, diversions and culverts are constructed and functioning as designed. Due to 
the removal of all structures and road base, temporary gravel berms have been 
installed to divert water in lieu of curbing. At final reclamation, these berms will no 
longer be necessary. No abnormal erosion was observed in the diversions, outlets or 
downstream.

4.a   Hydrologic Balance: Diversions



Page 4 of 6

Inspection Continuation SheetC0150019Permit Number:

COMPLETE

Tuesday, April 19, 2016

Inspection Type:

Inspection Date:

The mine was idled in 2001 so the only water that reports to the ponds are run-off 
during a storm event. 

The 1st quarter 2016 Impoundment Inspection and Certified Report was provided to 
the Division 4/20/16. Inspections were conducted March 8, 2016. Reports are 
inspected and certified by Mark Reynolds, LPE No. 5049079-2202, Utah. The 
inspector noted that everything is constructed to plan, surfaces are at their final 
configuration and drainage established, the site is complete and at capacity, and 
vegetation has been established. He did not observe instability, structural weakness, 
or other hazardous conditions. 

North sediment pond: Standing water was measured at elevation 7351.55. According 
to the inspection report, remaining sediment capacity is 0.24 AF.  60% Sediment 
storage capacity is at 7351.0 ft. Current sediment volume is 7348.0 ft. Water 
impounded is 0.18 AF.

South sediment pond: The southern sediment pond was dry. 60% sediment storage 
capacity is .19 AF at 7322.3 ft. Current sediment volume is 0.00 with remaining 
storage capacity at 0.19 AF. Water impounded is 0.00 AF.

4.b   Hydrologic Balance: Sediment Ponds and Impoundments

Monthly reports to the Water Quality Monitoring Database was verified as submitted 
as required. The site is currently in the Reclamation Sampling monitoring phase. 
There are no springs monitored at this site. The mine was sealed May 10, 2001, so 
there are no in-mine monitoring sites.

4.d   Hydrologic Balance: Water Monitoring

The UPDES UT0022896 discharge reports for the month of March, 2016 shows all 
parameters of OO1-A are within permit limits and there has been no discharge from 
003-A.

4.e   Hydrologic Balance: Effluent Limitations

N/A. The site is undergoing reclamation and blasting is not taking place.

5.     Explosives

N/A. The Cottonwood/Wilberg mine is undergoing reclamation and there is no 
disposal of excess spoil/fills/benches.

6.     Disposal of Excess Spoil, Fills, Benches

Noncoal waste was not observed.

8.     Noncoal Waste
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No activity is taking place and therefore disturbance to wildlife and the biological 
environment is minimal.

9.     Protection of Fish, Wildlife and Related Environmental Issues

No slides or damange was noted.

10.   Slides and Other Damage

The Cottonwood/Wilberg Mine facility is undergoing reclamation. Surface facilities 
have been dismantled and removed from the permit area.

11.   Contemporaneous Reclamation

The final reclamation plan is currently being revised based on recent coordination 
with DOGM and OSM. Additional evaluation and documentation for using deep 
gouging as “best technology currently available” was recently submitted to the 
Division for further consideration.  Some slopes are partially backfilled and awaiting 
final reclamation.

12.   Backfilling And Grading

The proposed seed mix for final reclamation is appropriate for site conditions and the 
post mining land use. 

The Cottonwood Canyon portal was backfilled, regraded and reseeded Spring 2015. 
The backfill is settling and a noticeable depression is evident at the portal face. This 
location needs continued observation and will be addressed if the settling is severe 
enough to warrant additional earthwork. At this time, the appropriate action is 
observation as it was recently backfilled and reseeded.

13.   Revegetation

NA. The mine is in the reclamation phase and there is no subsidence from mining.

14.   Subsidence Control

NA. The mine is in the reclamation phase and could potentially go into temporary 
cessation while the final reclamation plan is redesigned.

15.   Cessation of Operations

Roads are within the disturbed area and are built as depicted on the surface facilities 
map. Asphalt and road base above and beyond the upper parking lot have been 
removed and prepped for earthwork. Roads below will be used for heavy machinery 
access during reclamation and will be removed as earth work flows downslope.

16.a Roads: Construction, Maintenance, Surfacing

Drainage along the roads are clear of debris and functioning as designed.

16.b Roads: Drainage Controls
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The mine is in the reclamation phase and all support facilities have been dismantled 
and removed with the exception of 3 sheds at the loadout. 2 sheds contain straw 
used for maintenance of sediment control and one shed remains to be an office 
during earthwork activities.

18.   Support Facilities, Utility Installations

An AVS check was performed on April 21, 2016. There were no violations retrieved 
by the system.

19.   AVS Check

Air quality permit issued 1991 and subsequent approval for additional of Trail 
Mountain Mine and Overland Belt to Existing Cottonwood Mine dated 8/9/1995.

20.   Air Quality Permit

Certificate of Liability Insurance Policy No. X15194003P Insured by Associated 
Electric and Gas for period from 10/1/15 to 10/1/16 with Excess liability for 
$35,000,000. A surety Bond is filed with the Division in the amount of $2,779,000.

21.   Bonding and Insurance

On the day of inspection the Operator was having the contractor dig test pits to 
conduct the soil stability analysis as requested by the Division.

22.   Other



Cottonwood/Wilberg Mine 
Complete Inspection 04/19/2016  Rock Storage Site 



Cottonwood/Wilberg Mine 
Complete Inspection 04/19/2016  Mine Site Drainage 



Cottonwood/Wilberg Mine 
Complete Inspection 04/19/2016  Mine Site Sed Control 



Cottonwood/Wilberg Mine 
Complete Inspection 04/19/2016  Mine Site Sed Ponds 



Cottonwood/Wilberg Mine 
Complete Inspection 04/19/2016  Test Pits/Soil Stability Analysis 

 



Cottonwood/Wilberg Mine 
Complete Inspection 04/19/2016 

Rhino Run- Portals backfilled and buildings removed 

Houndstongue- Treatment planned for Spring 
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