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P.O. Box 1245
Huntington, Utah 84528

June 3, 1985
DIVISION OF OiL

GAS & MINING
John Whitehead

Utah Division of 0il, Gas & Mining
355 West North Temple

#3 Triad Center Suite 350

Salt Lake City, Utah 84180-1203

RE: Bond Information, Co-Op
Truck Loadout

Dear John:

Please find attached the Bond Calculation relative to recltamation of

Co-Op Mining Company's Bear Canyon Mine Truck loadout.

This information is to supplement the balanace of the Bond information

submitted 5/17/85, TA response.

Needless to say, Co-Op will appreciate a prompt review.

Meltvin A. Coonrod
Permitting & Compliance
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The truck Loadout "isolated Reclamation Costs" will necessitate the
removal of approximately 50 tons of steel. This steel is made up
of:

1. 3 cylindrical stacking tubes and supports, 8 X 65 X 8
2. Metal "I" beams supporting structures
3. 130' of conveyor assemble

4, Associated scrap metal (cutting, etc.)

The stacking tubes are cut free from their supporting foundatiion
by means of an acetylene torch (2 men, 4 hours). The stacking
tubles‘will then be toppled, utilizing a D-7 Crawler tractor (10 min.)
Then the three tubes are lifted and strapped in place on a lowboy
deisel truck tractor and are transported 32 miles to salvage yard
in Price, Utah (allowing for traffic, an estimate of two hours, truck
and trailor time). The tubes will be loaded utilizing an RT 580 Crane

(Estimate .5 hours loading time).

The tunnel! tubes are excavated utilizing a Cat 235 Backhoe. Average

ground cover over the tunnel is 1.5 feet. (Estimate of yardage to
be removed - 10' X 5' X 100' = 5,000 cu. ft. - 186 cu. yds./3.36
cu. vyds./per minute. Allow a 50% overage due to the proximity of

the tube for a total time of 55 min.).

Steal "I" supports are excavated and pulled free utilizing a 235
backhoe (6 supports at 15 minutes per beam - 1.5 hours allowing
1 hour loading of "I" beams on a lowboy truck; 1 hour Groves RT

580 Crane; 2 hours transportation to Price and return.)
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Cycle time estimates Cat D-7G
Average Haul - 500 linear feet

Slope - 10% to 20%

- * Based on Caterpiller Production index graph - LCY/hr. - 200 cu. yds/hour

Rocky soils - 6" to 36" diameter material at a 40% frequency with sand-

gravel loam comparable to Co-Op Mine properties.
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Caterpiller Performance Manual - D-7G




