Table 7-25 Culvert Characteristics

Culvert Diameter Type Contributing Slope Outlet Condition
(in.) Watersheds (ft/ft)
C21U 36 CMP Right Fork Drainage 0.06 Bedrock
C-22U 20 CMP AU-19, AU-25 0.06 Soil
C-23U 36 CMP AU-36, AU-35, AU-34, 0.06 117 rip-rap
AU-20, AU-26, C-24U
C-24U 32 CMP AU-40, C-25U 0.06 10” rip-rap
C-25U 30 CMP AD-17, C-26U 0.06 8” rip-rap
C-26U 30 CMP AU-39, AU-32, AU-33, 0.06 8” rip-rap
C-30U, C-34U
C-27U 15 CMP AU-22, AU-28, AU29A, 0.06 4” rip-rap
AU-31
C-28U 15 CMP AU-43, C-29U 0.06 4” rip-rap
C-29U 15 CMP AU-20, AU-25, AU-26 0.06 3” rip-rap
C-30U 15 CMP AU-21, AU-27, AU-30 0.06 Soil
C-31U 12 CMP AU-29 0.06 Soil
C-32U 15 CMP AU-22, AU-28, AU-29A 0.06 3” rip-rap
C-33U 24 CMP AU-24, AU-28A, AU-37 0.06 8” rip-rap
C-34U 24 CMP AD-19, AU-31, AU-37, 0.06 8” rip-rap
AU-38, C-31U, C-32U
C-35U 84 CMP Bear Creek 0.06 48” rip-rap
C-36U 15 CMP AU-27, AU-21 0.11 3” rip-rap
C-37U 15 CMP Abandoned In Place
C-38U 15 CMP AU-28 0.08 Soil
C-39U 15 CMP AU-22, AU-32A, C-40U 0.18 6” rip-rap
C-40U 12 CMP AU-23 0.001 Soil
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