REV.| DATE REMARKS APPR. N 392,250 E 2,114,000 N 392,500 N 392,750 N 393,000
C @ — OP \/ }[ \ }[ \ G C O . 1 |4/30/92|DIST. BOUND. MOD. (DO—92C,NOV 91-35—8—1) [7/22/92 )
2 SCALE 1"= 50’
HUNTINGTON, UTAH 7/29/92|LOADOUT TUNNEL ADDED 7/06/92 1 D—D s0 es o 50° 100" 150"
3 7/12/93|Discharge Line Dist. Area/Pre—Law Structure Added (93E) 9/16/93 3 M NE - Iy —
POST_MINING TOPOGRAPHY 4 [10/22/93| Tank Seam Access Road Dist. Area Added (93B) [7/22/94|3 00(97 CONTOUR INTERVAL 2’
5 [12/02/95|Fuel Line Disturbed Boundary Added (95N) 12/18/95| = PHOTOGRAPHY DATE NOV. 11, 1990
6 |[2/23/96| P i —Buj 7/05/96
S SRR N /23/96| Plate Updated With Tank Seam As—Builts /05/ ) \
” , 5/22 /91 7 |6/25/01|Post—Mining Access Road Added (SR98-1) 7/03/01
1 = 50 C. ReynOIdS / / 8 10/13/01 Qg:qi%eﬁ—s::;iﬂn%og:;zr;o Remain. Corrected contours and dst bndry (01A) 11/13/01 \
BEAR CANYON PLATE 5—6C 9 |[8/01/02 |Changed name from 3—2C to 5—6C 12/8/05
10 |3/22/06 |Moved disturbed boundry by load out AN
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