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Daron R. Haddock
Coal Program Manager
Oil, Gas & Mining
1594 West North Temple, Suite 72IO
Salt Lake City, UT 84114-5801

RECEIVED

JUN 2 0 20lf

DIV. OF OIL, GAS & MINING

Subject: Mine and Reclamation Plan-Deficiencies Submittal Coal Hollow Project, Kane

County, Utah, C/025/0005

Dear Mr. Haddock,

Alton Coal Development, LLC is pleased to provide this submittal addressing the

deficiencies requested in Task List 3799, Task that resulted from the UDOGM meeting May 5,

}OIt identified as request per Task 3799 deficiency list and Task 3812 deficiency list.

The following is an overview of the contents and a brief description of how each
deficiency is addressed :

o Diversion Ditch 4 (DD4) - The "current" major temporary ditches including the
temporary location of DD4 are shown on Drawing 5-3 also text has been added to the
MRP - Section 732.300 addressing design and use of temporary ditches.

o Diversion Ditch 2 (DDz) - ACD has chosen to divide the constructed DDz, the up
gradient portion, DD2B, will route undisturbed surface water to Lower Robinson Creek,
while DD2A will continue to route surface runoff from disturbed areas to Pond 2.

Revisions have been made to MRP - 742.331 text as well as revision to Drawings 5-3, 5-
27, and 5-34 to reflect this change.

File in:
Q Conlidential



Drainage Controls Southwest of Pond 2 - A temporary diversion ditch has been added
to route water from this area (location indicated on Drawing 5-3). An evaluation of the
sediment pond network has been conducted by Petersen Hydrologic (included in this
submittal as Appendix 7-tLl indicating that additional ponds are not needed at this
time.

lower Robinson Creek Temporary Diversion Outfall -As discussed in the May 5

meeting, drawing 5-20 has been included in this submittal showing the design of the
perforated pipe collection to address the seepage of Lower Robinson Creek (this
eliminates the seepage running across disturbed surface before being released to
downstream). The original earthen berm will be substantially increased to become an

equipment travel path within the active surface mining area (this will give access to the
haulage equipment necessary to mine the pits northwest of Lower Robinson Creek).
This travel path will remain until reclamation of these pits which includes the
reconstruction of Lower Robinson Creek.

Spif lways - For each sediment impoundment, the requirements of 742.223.t or
742.223.2 have been met. This, by regulation allows for use of a single spillway.
However, Alton Coal Development has opted at this time to redesign the spillways of
Ponds 3 and 4 to include rip-rap min. 5", changes have been made to the affected
language of the MRP and to drawing 5-32. A commitment adopting a decant protocol
has been included in the MRP - Section742.221.32

Drainage from Entry Road to the Mine Facilities - Straw bales, list under R645-3OL-742
as sediment control measures, at the entry road meet the requirements of R645-301-
752.200 including 752.220. The location of the straw bales has been added to drawing
5-3 and will be maintained per the regulations.

Additional Road Construction - A temporary travelway has been established to access

Pond 3. lt will be maintain as such because the only access to Pond 3 will be over the
ever changing spoils pile. This, as well as, other temporary travelways due to their short
term use, and are not individually designed or engineered. They will be built and
maintained to facilitate safe and efficient mine and reclamation operations. The current
location of the Pond 3 travelway has been added to drawing 5-3.

Siltation Structures: Sediment Ponds - Petersen Hydrologic has reevaluated the design
criteria for all sediment ponds, this report will be included in this submittal as Appendix
7-LL. The Petersen Hydrologic report also revisits the groundwater in-flow-rates and
the updates to Table 7-9 are also included in this submittal.

Also, item 7 was added to the May 5th version of Task 3799 deficiency list concerning
culvert and locations; these identifications have been added to drawing 5-3.



r Task 3812 ltem I - The missing IML reports have been included in this submittal.

I Task 3812 ltem 2 - The MRP - Section 528.350 has been amended to provide a

commitment for sampling coal remaining in each pit.

I Task 3812 ltem 3 - Water extractable selenium data and data concerning acid potential

of coal samples were later submittals to the permit and text concerning that
information are contained in section 728.332, however text has been added to section

778.320to help the reader find this information without misleading them about the

information contained in section 728.332.

r Task 3812 ltem 4 - Additional text has been added to Chapt er 7 - Section 748.333 with

further clarification of the water management plan, also Table 7-9 has been amended

and included in this submittal. UPEDS Permit No. UTG040027 has been added as

AppendixT-L2, Section l.A provides for off-site discharge of mine water.

. Task 3812 ltem 5 - New text regarding the need for an additional groundwater

monitoring well along the east-west permit boundary in section 30 T395 R4W has been

added to Section 731of the MRP.

Each of the 5 (six) clean copies is organized by chapter, appendix, etc. and is separated

by a yellow sheet that will aid in locating where the content belongs in the Mine and

Reclamation Plan. Please do not hesitate to contact me if you have any questions.

Sincerely

B. Kirk Nicholes
Environ mental Specialist

K



APPLICATION FOR COAL PERMIT PROCESSING

Permit Change [J New Permit ! Renewal ! Exploration n Bond Release ! Tranbfer !
Permittee: Alton Coal Development, LLC

Mine:
Title:

Coal Hollow Permit Number:
Ilodifications to Chapter 2,5 and 7 requested lrer Task 3799 and 3812 deficiency list

c/025/000s

Descriptiol, Include reason for application and timing required to implement:

Application is in response to requested Task 3799 and 3812 deficiency list
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Cornrnission Number:

LUCAS C. ROWLEY
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STATE OF UTAI{
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B. Kirk Nicholes Resident Asent 061r6t20r1
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APPLICATIOI\ FOR COAL PERMIT PROCESSING
Detailed Schedule Of Changes to the Mining And Reclamation Plan

Alton Coal Development, LLCPermittee:
Mine:
Title:

Coal Hollow Permit Number: c/025/0005

Provide a detailed listing of all changes to the Mining and Reclamation Plan, which is required as a result of this proposed Permit
application. Individually list all maps and drawings that arc added, replaced, or removed from the plan. Includc changes to the table

of contents, section ofthe plan, or other information as needed to specifically locate, identiry and revise the existing Mining and

Reclarnation Plan. Include page, section and drawing number as part of the description.

DESCRIPTION OF MAP, TEXT, OR MATERIAL TO BE CHANGED

Drawings 5-3

Drawins 5-20

Drawins,5-27

Drawins.5-32

Drawing 5-34

Pages 5-45 and 46 Chapter 5

PaseT-32 Chapter 7

Pases 7-34 and 35 Chapter 7

Pases 7-59 and 60 Chapter 7

Pages 7-63 throughT2 Chapter 7

PaseT-14 Chapter 7

Pases 7-78 through 91 Chapter 7

Paee 7-93 Chapter 7

Table 7-9 Chapter 7

I naa

! eoa

! naa

! naa

n Add

I aaa

! aao

! naa

! aaa

! noa

! nao

! eao

! aaa

! aaa

ffi aaa

ffi noa

! naa

! naa

! aaa

! eoo

! noa

f, naa

flnaa
! naa

! naa

! naa

I aaa

! nao

ffi Replace

ffi Replace

ffi Replace

ffi Replace

ffi Replace

ffi Replace

ffi Reptace

ffi Replace

ffi Replace

ffi Replace

ffi Replace

ffi Replace

ffi Replace

ffi Replace

! Replace

! Replace

ffi Replace

ffi Replace

! Replace

I Reptace

! Replace

f Replace

! Replace

! Replace

f Replace

I Replace

f, Replace

! Replace

! Remove

! Remove

! Remove

! Remove

! Remove

I Remove

! Remove

! Remove

! Remove

! Remove

! Remove

flRemove
! Remove

I Remove

! Remove

f, Remove

! Remove

! Remove

! Remove

! Remove

! Remove

! Remove

I Remove

! Remove

flRemove
! Remove

I Remove

! Remove

Appendix 7-11

Appendix 7-12

lnter-Mountain Laboratories Data (only) Appendix C of Appendix 2-1

Chapter 7 TOC

Any other specific or special instruction required for insertion of this proposal into the

Nlining and Reclamation Plan.
Received by Oil, Gas & Nlining
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JUN z 0 20ll

DIV. OF OIL, GAS & MINING

Form DOGN4 - Cl iRevised Decernber 10,2007)
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and removed from the permit area and will be properly disposed of according to applicable State

and Federal regulations.

528.332.

Final disposal of noncoal mine wastes will be in a State-approved solid waste disposal site not

located within the permit area.

528.333.

At no time will any noncoal mine waste be deposited in a refuse pile or impounding structure, nor

will any excavation for a noncoal mine waste disposal site be located within eight feet of any coal

outcrop or coal storage area.

528.334.

Notwithstanding any other provision to the R645 Rules, any noncoal mine waste defined as

"hazardous" under 3001 of the Resource Conservation and Recovery Act (RCRA) (Pub. L.94'
580, as amended) and 40 CFR Pafi26I will be handled in accordance with the requirements of
Subtitle C of RCRA and any implementing regulations.

528.350. Acid-Forming and Toxic Materials

If coal, having qualities that make it unmarketable, are to be left in the pit backfill in quantities

greater than 5,000 tons: a minimum of 1 composite sample per 5,000 Tons of coal will be

analyzed for the parameters list in Table 3 and 7 of the "Soil and Overburden Guidelines"- A
record of the volume of coal remaining and laboratory analytical results will be kept onsite.

Debris, acid-forming, toxic-forming materials and materials constituting a fire hazard will be

identified and disposed of in accordance with R645-301-528.330, R645-30I-537.200, R645-301-

542.740,R645-301-553.100 through R645-301-553.600, R645-301-553.900, and R645-301-747.

Appropriate measures will be implemented to preclude sustained combustion of such materials;

and

528.400. Dams. embankments and other impqundments.

plans do not include using dams, embankments or other impoundments for disposal of coal,

overburden, excess spoil or coal mine waste

529. MATIAGEMENT OF MINE OPENINGS.

All wells will be managed to comply with R645-301-748 and R645-301 -165. Water monitoring

wells will be managed on a temporary basis according to R645-301-738.

Wells constructed for monitoring groundwater conditions in the proposed Coal Hollow Mine

permit and adjacent area, including exploration holes and boreholes used for water wells or

monitoring wells, will be designed to prevent contamination of groundwater and surface-water

resources and to protect the hydrologic balance. A diagram depicting typical monitoring well

construction methods is shown in Drawing 7-11. Monitoring wells will include a protective

hydraulic seal immediately above the screened interval, an annular seal plugging the borehole

10/12109
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above the hydraulic seal to near the ground surface, ffid a concrete surface seal extending from

the top of the hydraulic seal to the ground surface which is sloped away from the well casing to

pr.urtrt the entiance of surface flows into the borehole area. Well casings will protrude above the

ground surface a sufficient height so as to minimize the potential for the entrance of surface water or

ottto material into the well. A steel surface protector with a locking cover will be installed at

monitoring wells to prevent access by unauthorized personnel. Where there is potential for

damage to monitoring wells, the wells will be protected through the use of barricades, fences, or

other protective devices. These protective devices will be periodically inspected and maintained

in good operating conditions. Monitoring wells will be locked in a closed position between uses-

When no longer needed for monitoring or other use approved by the Division upon a finding

of no adverse environmental or health and safety effects, or unless approved for transfer as a

water well under R645-3 0 1-731 .100 through R645-30 I-731 .522 and R645-301 -731.800,

each well will be capped, sealed, backfilled, or otherwise properly managed, as required by

the Division in accordance with R645-30I-529.4A0, R645-301-631.100, and R645-301-748.
permanent closure measures will be designed to prevent access to the mine workings by

people, livestock, fish and wildlife, machinery and to keep acid or other toxic drainage from

entering ground or surface waters.

If a water well is exposed by coal mining and reclamation operations, it will be permanently

closed unless otherwise managed in a manner approved by the Division.

permanent closure and abandonment of water wells greater than 30 feet in depth will be in

accordance with the requirements of "Administrative Rules for Water Well Drillers", State

of Utah, Division of Water Rights or other applicable state regulations. Abandonment of
wells will be performed by a licensed water well driller. The wells to be abandoned will be

completely filled using neat cement gtout, sand cement grout, unhydrated bentonite, or

bentinite grout, or other materials approved by the Utah State Engineer's office.

Alternati-ritg the well may be abandoned using a different procedure upon approval from

the Utah State Engineer's office.

Abandonment materials will be introduced at the bottom of the well or required sealing

interval and placed progressively upward to the top of the well. The casing will be severed a

minimum of 2 feet below the ground surface. A minimurn of 2 feet of compacted native

material will be placed above the abandoned well upon completion.

Within 30 days of the completion of well abandonment procedures, a report will be

submitted to the State Engineer by the responsible licensed driller grving data related to the

abandonment of the well. This shall include the name of the licensed driller or other

person(s) performing abandonment procedures, name of well owner at the time of
abandonment, the address or location of the well by section, township, and range'

abandonment materials and equipment used, water right or file number covering the well,

the final disposition of the well, and the date of completion.

Exploration holes and boreholes will be backfilled, plugged, cased, capped, sealed, or

otherwise managed to prevent acid or toxic contamination of water resources and to

10l1alos
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Darcy's Law may be expressed as.

Q: KIA

Where groundwater discharge rate
hydraulic conductivity
hydraulic gradient
cross-sectional area

The values listed in Table 7-9 arc reported as inflow rates per 100 lineal feet of mine
openings oriented perpendicular to the groundwater flow direction. Calculations at
individual locations are adjusted for the thickness of the saturated alluvium at that
location. For all calculations in Table 7-9, a gradient of 0.10 has been used, which is
considered a conservative estimate for the alluvial groundwater system in the vicinity of
the planned Coal Hollow Mine workings. It is important to note that while values for
saturated aquifer thickness and local hydraulic gradient in the alluvial groundwater
system can be determined relatively precisely, hydraulic conductivity values determined
from slug testing methods are generally considered as order-of-magnitude estimates.
Consequentlg the information from Table 7-9 should be used for general purposes only.
The estimated groundwater inflow rates presented in Table 7-9 suggest that copious,
unmanageable amounts of alluvial groundwater will likely not be encountered. It should
be noted, however, that alluvial sediments located east of the C2 well cluster may contain
coarser grained sediments similar to those intercepted in well Y-102. Special mining
protocols will be anployed (See Appendix 7-9) when mining in this area (pit15; see

Section 728.333) to minimize the potential for interception of large groundwater inflows.

As described in AppendixT-11, Table 7-9 has been updated to reflect the current pit
mine-inflow conditions in the Pit#2 and adjacent areas.

As surface mining operations advance toward the alluvial groundwater discharge area in
the northwest % of Section?9, T39S, RsW (See Drawing 7-4; groundwater discharge
area A), the information in Table 7-9 suggests that groundwater inflow rates in this area
will be modest, generally on the order of a few tens of gallons per minute or less per 100
lineal feet of mine opening. However, it should be noted that, as discussed above, if mine
openings in this area were to intersect a substantial thickness of coarse-grained alluvial
material that was in good hydraulic communication with the coarse-grained alluvial
systan located along the eastern margins of Sink Valley, substantially greater rates of
groundwater inflow could occur. Based on the information in Tables 7-8 and 7-9, this is
not considered likely.

As mining operations advance toward the alluvial groundwater discharge area in the
northwest % of Section 29, T39S, R5W (See Drawing 7-4; groundwaterdischarge area
A) and groundwater discharge from up-gradient alluvial groundwater systems occurs,
there is the potential that discharge rates from alluvial springs in this area could be
diminished. The magnitude of this potential impact will be largely dependent on the

1011212A09
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will be emplaced adjacent to the undisturbed alluvial sediments along the eastern edge of
the pit 15 disturbance area. Information and design details for this low-permeability
barrier are provided in Appendix 7-10. An evaluation of the permanent barrier for pit 15
has been performed by Mr. Alan O. Taylor of Taylor Geo-Engineering, LLC.
Information in the Taylor Geo-Engineering report indicates that the 50-foot wide balrier
will prevent any appreciable drainage of alluvial groundwater from the coarse-grained
alluvial groundwater system centered east of the permit area into the backfilled pit areas.
Laboratory analysis of the Tropic Shale material from which the barrier will be
constructed indicates that the compacted shale material will perform adequately to
successfully contain the alluvial groundwater. Using this technique, the pit areas will be
reclaimed to restore the approximate pre-existing groundwater levels in Sink Valley.

Accordingly, the potential for impacts to subirrigation and soil moisture in the lands up-
gradient of mining areas will be minimized by both the placrnent of the low-permability
backfill, and the emplacement of the low-permeability engineered barrier adjacent to Pit
15.

The potential for short-term impacts to subirrigation and soil moisture in the lands up-
gradienet of proposed mining areas will be minimized through the implementation of the
hydrology rssource contingency plan described in Appendix 7-9.

If any Utah State appropriated water rights are impacted by mining and reclamation
operations in the proposed Coal Hollow Mine, these will be replaced according to all
applicable Utah State laws and regulations using the designated water replacanent source
described in Section 727 above.

728.320 Presence of acid-formine or toxic-formiqg materials

Chemical information on the acid- and toxic-forming potential of earth materials
naturally present in the proposed permit area are presented in Appendix 6-2. Chernical
information on the low-sulfur Smirl coal seam proposed for mining is presented in
Appendix 6-l (confidential binder). Based on laboratory analytical data, it is apparent
that acid-forming and toxic-forming materials that could result in the contamination of
surface-water or groundwater supplies in the proposed Coal Hollow Mine permit and
adjacent area are generally not present.

Total selenium (with a 5 mg/kg laboratory lower detection limit) was not detected in any
of the samples from the proposed Coal Hollow Mine permit area. Water-extractable
selenium concentrations were also generally low (see Section 728.332 below).
Likewise, concentrations of water-extractable boron were also low, being less than 3
mdkg in all samples analyzed. The pH of groundwaters in and around the proposed
Coal Hollow Mine permit area are moderately alkaline (UDOGM, 2007). Data in
Appendix 6-2likewise indicate moderately alkaline conditions in sediments in the
proposed permit atea. The solubility of dissolved trace metals is usually limited in waters
with alkaline pH conditions. Consequently, high concentrations of these metal

10t12t2009
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constituents in groundwaters and surface waters with elevated pH levels are not
anticipated. Additionally, most of the materials that will be handled as part of mining
and reclamation activities in the proposed Coal Hollow Mine area are of low hydraulic
conductivity (i.e. clays, silts, shales, siltstones, claystones, etc.). Consequently, it is
anticipated that groundwater seepage volumes through low-permeability backfill and

reclaimed land surfaces in reclaimed mine pit areas and excess spoils storage areas will
not be large. Additionally, reclaimed areas will be regraded, sloped, and otherwise
managed to minimize the potential for land erosion, to restore approximate surface-water
drainage pattems, and also to minimize the potential for ponding of surface waters on
reclaimed areas (other than "roughening" or o'gouging" of some areas to enhance

reclamation). Thus, the potential for interactions between large amounts of disturbed
earth materials and groundwaters and surface waters, which could result in leaching of
chemical constituents into groundwater and surface-water resources, will be minimized.

Additionally, the mining plan calls for the emplacement of 40 inches of suitable cover
material over backfilled areas made up of material tlpes which could appreciably impact
vegetation (materials with elevated SAR ratios or other physical or chernical
characteristics that could adversely impact vegetation).

The neutralization potential greatly exceeded the acid potential in all overburden and

underburden s€rmples analyzed, with the neutralization potential commonly exceeding the
acid potential by many times, suggesting that acid-mine-drainage will not be a concern at

the proposed Coal Hollow Mine (see Section728.332 below for a fuither discussion)
Acid-forming materials in western coal mine environments often consist of sulfide
minerals, cofitmonly including pyrite and marcasite, which, when exposed to air and

water, are oxidized causing the liberation of H'ions (acid) into thewater. Oxidation of
sulfide minerals may occur in limited amounts in the mine pits where oxygenated water

encounters sulfide minerals. However, the acid produced by pynte oxidation is quickly
consumed by dissolution of abundant, naturally occurring carbonate minerals (Appendix
6-2). Dissolved iron is readily precipitated as iron-hydroxide in well aerated waters, and

consequently excess iron is not anticipated in mine discharge water.

Other acid-forming materials or toxic-forming materials have not been identified in
significant concentrations nor are such suspected to exist in materials to be disturbed by
mining.

Because of the overall low-permeability of the rock strata and sediments surrounding the
mine workings (prirnarily the shales and claystones of the lower Tropic Shale), the
potential for seepage of mine water outward into adjacent stratigraphic horizons is low.
Additionally, because the floors of the mine pits need to be accessible in order to extract

the coal, the mining operations will be carried out in such a manner that the accumulation
of large amounts of water in the mine pits will be avoided.

10/12/2009
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for water level, Additionally, wells LS-85 and SS-30 will be monitored for groundwater

operational laboratory water quality measurements.

Additionally two wells in the Lower Robinson Creek alluvium will be monitored for
water level and groundwater operational laboratory chemistry. These include UR-70
located above proposed mining locations in the Lower Robinson Creek drainage, and LR-
45, located below proposed mining areas adjacent to Lower Robinson Creek. It should

be noted that LR-45 is located near a proposed sediment pond impoundment.

Consequently, if this well becomes unsuitable for monitoring, an altemate location will
be used to monitor the Lower Robinson alluvial groundwater system in this area.

Wells C0-18 and C0-54 are located nearthe initial proposed mining areas inthe Lower
Robinson Creek drainage. These will be monitored for water level quarterly.

It should be noted that many of the wells specified for monitoring in this monitoring plan
will at some point be destroyed or rendered inoperable as the mine workings precede

through the area. These wells will be monitored until such a time as they are destroyed or
become inoperable.

The possible need for an additional monitoring well located along the east-west permit
boundary in Section 30, T39S, R4W has been evaluated. As described in Section
728.332, based on the laboratory analyses of acid and toxic forming materials in the

overburden, coal setrm, and underburden, it has been determined that discharges from the

mine areas will likely be alkaline in character and acid mine drainage will likely not
occur. Similarly, the potential for toxic drainage is not anticipated (see Section 728.332).

Additionally, given the general east to northeasterly direction of the bedrock dip in the
mine area, groundwater migrating through the pit backfill areas after mining will likely
migrate down slope in those same directions (to the east). Because the lower portions of
the highwalls surrounding the mine pit areas consist of relatively impermeable Tropic
Shale bedrock, the potential for migration of appreciable quantities of groundwater from
the mine pit filI af,eas into surrounding unmined areas is low (see Section 728.320).
Shallow alluvial groundwater that could potentially migrate to the west is monitored for
laboratory water quality parameters at well LR-45. Surface runoff from these areas is

monitored for laboratory water quality parameters at site SW-5, which is located in
Lower Robinson Creek below the proposed mining areas. For these reasons, the

installation and monitoring of an additional monitoring well is not deemed necessary at

this time.

Groundwater and surface-water monitoring will continue through the post-mining periods

until bond release. The monitoring requiremsnts, including monitoring sites, analytical
parameters and the sampling frequency may be modified in the future in consultation
with the Division if the data demonstrate that such a modification is warranted.

73 1 .530 State-appropriated water supply
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The proposed water replacement well will be used both as a water supply source for the

mine and for water replacement if needed. Alton Coal Development, LLC commits to

having the water-replacement well (or other appropriate water replacement source as

approved hy the Division) drilled and developed before beginning overburden removal

for Pits 13, 14, and 15.
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732 Sediment Control Measures

Sediment control measures have been designed, constructed and maintained to prevent

additional contributions of sediment to streamflow or to runoff outside the permit area.

732.t00 Siltation Structures

Siltation structures within the permit area are described in Section732.200

732.200 Ssdimentation Ponds

Four diversion ditches along with four sediment impoundments are proposed for the
permit area. In addition, miscellaneous controls such as silt fence and berms are also
proposed for specific areas. The proposed locations for these structures are shown on
Drawing 5-3. Details associated with these structures can be viewed on Drawings 5-25

through 5-34 and Appendix 5-2.

Sedimentation ponds have been designed in compliance with the requirements of R645-
3 0 1 -3 56.3 00, R645-3 0 I -3 56,400, R645-3 0 1 -5 I 3.200, R645-30 1 -7 42.200 through R645-
301,-742.240, and R645-30t -763.

No sedimentation ponds or earthen structures that will rernain open are planned.

The sedimentation plan has been designed to comply with the MSHA requirements given
under R645-301-51 3. I 00 and R645-301-5 I 3.200.

732.300 Diversions

The runoff control plan is designed to isolate, to the maximum degree possible, runoff
from disturbed areas from that of undisturbed areas. Where possible, this has been

accomplished by allowing up-stream runoff to bypass the disturbed area, and routing any
runoff from undisturbed areas that enter the disturbed area into a sediment control
system.

Four diversion ditches along with four sediment impoundments are proposed for the
permit area. In addition, miscellaneous controls such as silt fence, berms and ternporary
diversion ditches are also proposed for specific areas. The proposed locations for these

structures are shown on Drawing 5-3. Details associated with these structures can be
viewed on Drawings 5-25 through 5-34 and Appendix 5-2. All temporary ditches will
meet the design requirements of Diversion Ditch 4 (designed for the I O0-year, 24 hour
storm) and will be adjusted within the permitted active mining area in relation to the

active pit, currant spoils pile configuration and reclamation.
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732.400 Road Drainaee

All roads will be constructed, maintained and reconstructed to complywith R645-301-
742.400. Road drainage facilities include diversion ditches, culverts, containment berms,
and/or water bars. Specific plans for road drainage, road construction, and road
maintenance are presented in Chapter 5, Section 534 of this MRP.

A description of measures to be taken to obtain division approval for alteration or
relocation of a natural drainage way will be presented to the Division when necessary.

A description of measures to be taken to protect the inlet end of a ditch relief culvert will
be submitted to the Division when necessary.

All road drainage diversions will be maintained and repaired to operational condition
following the occurrence of a large storm event. Culvert inlets and outlets will be kept
clear of sediment and other debris.

733 IMPOUNDMENTS

733.100 General Plans

A professional engineer experienced in the design and construction of impoundments
with assistance from a geotechnical expert has used current, prudent, engineering
practices to design the proposed impoundments.

The plans have been certified and a detailed geotechnical analysis has been provided in
Appendix 5-1. The certifications, drawings and cross sections canbe viewed in
Drawings 5-25 through 5-31 and Appendices 5-1 and 5-2.

As requested by the Division, the design criteria of the mine site sediment ponds have
been reevaluated in light of groundwater that is being encountered at the site (see
Appendix 7-11). It was the determination of this reevaluation that the sediment ponds
currently in place meet or exceed the minimum requirements of the Utah Coal Mining
Rules and that the construction of additional ponds or the redesigning of existing ponds is
not required at this time. Accordingly, the small ephemeral channel tributary to Lower
Robinson Creek near the toe of the spoils pile mentioned in the Division Deficiency List
(Task No. 3799) has been evaluated as a potential sediment pond site, but the
construction of a sediment pond in that location is not required at the current time.

As indicated in Section72B.332, where appreciable alluvial groundwater inflows into the
mine pit areas occur and where deemed necessary and possible, alluvial groundwater
inflows into the mine pit areas will be diverted away from the mine pit areas through
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pipes, ditches, or other conveyance methods, minimizing the need for the pumping of
mine discharge waters to the sediment ponds. Groundwater that interacts with the Tropic
Shale and the Smirl coal seam in the mine pits is considered as mine water and
accordinglyit will be eitherrouted to Pond #3 or Pond #4 and subsequently discharged
under the approved Coal Hollow Mine UPDES discharge permit, or it will be contained
and managed within the pit areas and not discharged.

Depending on prevailing climatic conditions and on the nature and quantity of
encountered mine waters, at times it may periodically be necessary to discharge water
from the Coal Hollow Mine sediment ponds. The discharges from the ponds will occur
in compliance with the approved Coal Hollow Mine UPDES permit (see Appendix 7-I2).

Five impoundments are proposed to control storm water runoff and sediment from
disturbed areas. Each impoundment is designed to contain the run off from a 100 year,
24 hour duration storm event. The locations of the impoundments and the associated
watersheds can be viewed on Drawing 5-26. The following table summarizes the final
capacity results for each impoundment:

Strucflre I is a rectangular impoundment approximately 136 feet long by 81 feet wide
and 9 feet in depth. This impoundment will control storm water run off from the
facilities area. The impoundment will be constructed with a 24" drop pipe spillway in
order to prevent any oil sheens that may occur from discharging. This impoundment will
be incised into the existing ground. Part of the excavated material will beutilized to
construct an embankment on the down grade side to provide a minimum of 3 feet
freeboard. This pond will control storm water from a watershed of approximately 27
acres. The cleanout and spillway elevation are 6911' and 692A' , respectively. The top of
the embankment is at elevation6924'. Details for the design can be viewed on Drawing
5-28.

Structure 1B is a small rectangular impoundment that is approximately 40 feet long by 20
feet wide. This impoundment will control storm water run off from the facilities access

road system. The impoundment will be constructed with a 24" drop pipe spillway in
order to prevent any oil sheens that may occur from discharging. This impoundment will
be incised into the existing ground. Part of the excavated material will be utilized to
construct an embankment on the down grade side to provide a minimum of 2 feet
freeboard. This pond will control storm water from a watershed of approximately 5

acres. The cleanout and spillway elevation are 6894' and 6906', respectively. The top of
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Sedimentation Impoundment Capacities
Structure Storage Required

(aclft)
Design Storage*

(aclft)
Percent of

requirement
Additional

Storase (aclft)
I 2.6 3.1 119 0.5

2 1.7 2.3 135 0.6
J 6.3 7.7 r22 1.4

4 5.7 7.5 132 1.8

IB 0.5 0.8 160 0.3
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the embankment is at elevation 6908'. Details for the design can be viewed on Drawing
5-288.

Structure 2 is a rectangular impoundment approximately 188 feet long by 36 feet wide
and 9 feet in depth. This impoundment will control storm water runoff from the

disturbed areas immediately south of Lower Robinson Creek. The impoundment will be

constructed with a 24" drop pipe spillway. Part of the excavated material will be utilized
to construct an embankment on the down grade side to provide a minimum 3 feet

freeboard. This pond will control storm water runoff from a watershed of approximately
74 acres. The cleanout and spillway elevation are 6891' and 6900', respectively. Top of
the ernbankment is at elevation 6903'. Details for the design can be viewed on Drawing
5-29.

Structure 3 is a valley fiIl impoundment that will impound an area approximately 484 feet
long by 229 feet wide and 9 feet deep. The fill for the impoundment will be constructed
from an excavation 198 feet wide by 229 feet long and 8 feet deep. The embankment
will be constructed in 2 foot lifts utilizing a dozer, The top of the embankment will be a

minimum 12 feet wide. The spillway will be an open channel that will have vegetated

slopes. This pond will control storm water runoff from a watershed of approximately 300

acres. The cleanout and spillway elevation are 6802' and 6811', respectively. Top of the
embankment is at 6813'. Details for the design can be viewed on Drawing 5-30.

Structure 4 is a rectangular pond located at the south end of the permit area that is
approximately 92 feet wide by 628 feet long and I I feet deep. This impoundment will be

incised into the existing gror.rrd. Part of the excavationwill beused to construct a 12 foot
wide ernbankment. The spillway will be an open channel that will have vegetated slopes.

This pond will control storm water runoff from a watershed of approximately 256 acres.

The cleanout and spillway elevation are 6823' and 6834', respectively. Top of the

embankment is at elevation 6838'. Details forthe design canbe viewed on Drawing
5-31.

Open channel spillway details for impoundments 3 and 4 are provided in Drawing 5-32.
These spillways are designed for emergencies and are not expected to be used during
normal operations.

The outer slopes of the impoundments will be sloped to a maximum grade of 3h:1v.
Inside slopes will be graded to a maximum 2h:1v. The slopes will be graded and

revegetated for erosion control.

No underground mine workings exist near or under the impoundment structures;
therefore subsidence surveys are not provided.

Geologic data for the area where impoundments will be located consists of mainly fine
grained alluvium with high clay content. Seepage from the impoundments is expected to
be minimal based on the high clay content of the existing materials. Characterization of
the soils is contained in Chapter 2. Acid and Toxic analysis of the soils indicates that
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water seeping through the alluvium layer will not result in reducing water quality. The

acid and toxic analysis for the alluvium can be viewed in Appendix 6-2.

Hydrologic data forthepermit areais provided in Appendix 7-1. This data indicates that

there will be some seepage through the subsurface that may travel to adjacent drainages.

The quantities for this seepage are expected to be minimal and will have minimal impact
to the overall hydrologic balance. Even though seepage may occur, analysis of the soils

indicates that water quality will not be diminished.

The above information provides a suilrmary of all the impoundment structures that are

proposed for the Coal Hollow Project. Detailed designs and calculations are provided in
this section, Drawings 5-26 through 5-32 and Appendix 5-2. No other impoundments are

anticipated.

At some times it may be necessary to discharge water from the sediment ponds. The

approved Coal Hollow UPDES permit (AppendixT-12) allows for discharges.

733.200 Permanent and Ternporarv Impoundments

All impoundments have been designed and constructed using current, prudent

engineering practices and have been designed to comply with the requirements of R645-

30 1 -5 12.240, R645-3 0 1 -5 I 4.300, R645-30 l -5 1 5.200, R645-3 0 1 -533. I 00 through R645-

301-533.600, R645-301-733.220 through R645-301-733.226, R645-301-743.240, and

R645-3 0 r-7 43 .

No impoundments or sedimentation ponds meeting the size or other qualifoing criteria of
MSHA, 30 CFR 77 .216(a) exist or are planned within the proposed Mine Perrnit Area.

Should impoundments and sedimentation ponds meeting the size or other qualifying
criteria of MSHA, 30 CFR 77.216(a) become necessary, compliance with the

requirements of MSHA, 30 CFR 77.216 will be met.

All five planned impoundments have been evaluated by a professional engineer to ensure

stability of each structure. The stability analysis performed resulted in a static safety

factor of at least 2.2 for each structure. The details for this analysis can be viewed in
Appendix 5-1.

No permanent impoundments are planned in the project area.

If any examination or inspection discloses that a potentialhazard exists, the person who

examined the impoundment will promptly inform the Division according R645-301-

515.200.

10/12/2009
06/16/201 1

Chapter 7

Discharge Structures

7-67



Discharge structures will be constructed and maintained to comply with R645-301-744.

The proposed impoundments are designed to temporarily store water from storm events

and snow melt. Long term standing water in the impoundments is anticipated to be
seasonal and sediment will be removed as necessary to provide the required storage

capacities. Emergency spillways have been included in the designs to provide a non-
destructive discharge route should the capacities ever be exceeded. Surveys of these
impoundments will be regularly conducted to ensure that the required design capacities
are available.

Impoundments 3 and 4 will be constructed with open channel spillways. These spillways
are designed to discharge a 6 hour duration, 100 year storm event even though they are

not expected to be used. They will have rip-rap min 6" to minimize erosion and spillway
slopes will not exceed 3h:lv. Drawing 5-32 provides the details for the open channel

spillways.

Impoundments l, 1B and 2 will be constructed with a drop pipe spillway system. Storm
water and snow melt that occurs within the associated watersheds will be routed to these

impoundments to contain sediment. These impoundments will have the drop-pipe
spillways installed which will allow removal of any oil sheens that may result from
parking lots, primary roads or maintenance activities by using absorbent materials to
remove the sheen. The drop-pipe spillways are 24" dia:rreter pipes that are vertical in the
impoundment. These pipes have a metal cover over the end. This cover is recessed over
the pipe by at least an inch, with a gap between the cover and the pipe. This leaves a

route for water to discharge once the impoundment is full but prevents debris or
pollutants located on the water surface from discharging. This system was chosen for
these three impoundments based on their locations in relation to the facilities and primary
roads. This discharge system will be constructed for precautionary measures only since
pollutants are not expected in the impoundments during normal operations.

Disposal of Excess Spoil

Areas designated for the disposal of excess spoil and excess spoil structures will be

constructed and maintained to comply with R645-301-745.

Details of proposed excess spoil disposal plans are presented in Chapter 5, Section 535 of
this MRP and are summarized below.

A geotechnical analysis has been completed for the proposed excess spoil structure. This
analysis estimates the long-term safety factor to be 1.6 to 1.7 based on the proposed
design. Following proper construction practices of building the structure in maximum
four foot lifts and meeting 85% compaction based on the standard Procter will ensure that
the structure will be stable under all conditions of construction. This construction will
occur onlyin the designated excess spoil area as shown on Drawing 5-3 and 5-35. The
filI will be placed with end dump haul trucks and lifts will be constructed using dozers.

High precision GPS systems will be regularly utilized to check grades and appropriate lift
thickness. The geotechnical analysis for this structure can be viewed in Appendix 5-1.
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The excess spoil is planned to be placed in an area where natural grades range from 0 to
5%. This is one of the most moderately sloping locations in the Permit Area. Stability of
this structure is estimated to be 1.6 to 1.7 based on the Appendix 5-1.

Geotechnical borings were completed in the foundation of the proposed disposal area.
Laboratory analysis of these borings has also been completed. Details of this analysis
can be viewed in Appendix 5-1.

Permanent slopes for the proposed excess spoil will not exceed 3h:1v (33 percent),
therefore no keyway cuts have been proposed in the design. Appendix 5-l details the
stability analysis for the proposed structure.

Excess spoil will not be disposed of in underground mine workings.

Horizontal lifts will not exceed four feet in thickness unless otherwise approved by the
Division. The lifts will be concurrently compacted to meet 85% of the standard Procter.
The geotechnical analysis (Appendix 5-1), provides information showing that these
construction standards will provide mass stability and will prevent mass movement
during and after construction. The excess spoil will be graded to provide drainage similar
to original flow patterns. Topsoil and subsoil as designated in Chapter 2 will be
removed and separated from other materials prior to placement of spoil.

A description of the character of the bedrock and any adverse geologic conditions in
presented in Appendix 5- 1 .

Spring and seep survey information is provided on Drawing 7- 1 . There are no springs or
seeps identified in the excess spoil area.

There are no historical underground mining operations in the proposed excess spoil area.
There are also no future underground operations proposed.

There are no rock chimneys or drainage blankets proposed.

A stability analysis including strength parameters, pore pressures and long-term seepage
conditions is presented together with all supporting data in Appendix 5-1.

Neither rock-toe buttresses nor key-way cuts are required under R645-301-535.112 or
R645-301 -53 5. I I 3.

l*lo valley fills or head-of-hollow fills are proposed.

No durable rock fills are proposed.

No disposal of waste on prsexisting benches is planned
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The excess spoil structure and fill above approximate original contour are the only
alternative specifications proposed. A geotechnical analysis has been completed for this
proposal and can be viewed in Appendix 5- 1 . All other mined areas will be restored to
approximate original contour.

73s Coal Mine Waste

Areas designated for disposal of coal mine waste and coal mine waste structures will be
constructed and maintained to comply with R645-30L-746.

No structures for the disposal of coal mine waste are planned.

736 Noncoal Mine Waste

Noncoal mine waste will be stored and final disposal of noncoal mine waste will comply
with R645-301-747

Noncoal mine wa^ste, including but not limited to grease, lubricants, paints, flammable
liquids, garbage, machinery, lurnber and other cornbustible materials generated during coal
mining and reclamation operations will be temporarily stored in a controlled manner. Final
disposal of noncoal mine wastes will consist of removal from theproject area and
transportation to a State-approved solid waste disposal area.

Only sizing of the coal is proposed. This process will not produce any waste.

At no time will any noncoal mine waste be deposited in a refuse pile or impounding
structure, nor will any excavation for a noncoal mine waste disposal site be located
within eight feet of any coal outcrop or coal storage area.

Notwithstanding any other provision to the R645 Ruleso any noncoal mine waste defined
as "hazardous" under 3001 of the Resource Conservation and Recovery Act (RCRA)
(Pub. L.94-580, as amended) and 40 CFR Part 261 will be handled in accordance with
the requirements of Subtitle C of RCRA and any implementing regulations.

Debris, acid-forming, toxic-forming materials and materials constituting a fire hazard will
be identified and disposed of in accordance with R645-301-528.330, R645-301-537.200,
R645-30 1 -542.7 40, R645-3 0 I -553. I 00 through R645-30 I -5 53.600, R645-3 0 l -553.900,
and R645-301 -747. Appropriate measures will be implemented to preclude sustained
combustion of such materials.

Plans do not include using dams, embankments or other impoundments for disposal of
coal, overburden, excess spoil or coal mine waste.

738 Temporarli Casing and Sealing of Wells
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Wells constructed for monitoring groundwater conditions in the proposed Coal Hollow
Mine permit and adjacent atea, including exploration holes and boreholes used for water
wells or monitoring wells, will be designed to prevent contamination of groundwater and
surface-water resources and to protect the hydrologic balance. A diagram depicting
typical monitoring well construction methods is shown in Drawing 7-1 l. Monitoring
wells will include a protective hydraulic seal immediately above the screened interval, an

annular seal pluggrng the borehole above the hydraulic seal to near the ground surface,
and a concrete surface seal extending from the top of the hydraulic seal to the ground
surface which is sloped away from the well casing to prevent the entrance of surface
flows into the borehole area. Well casings will protrude above the grorurd surface a
sufficient height so as to minimize the potential for the entrance of surface water or other
material into the well. A steel surface protector with a locking cover will be installed at
monitoring wells to prevent access by unauthorized personnel. Where there is potential
for damage to monitoring wells, the wells will be protected through the use of barricades,
fences, or other protective devices. These protective devices will be periodically
inspected and maintained in good operating conditions. Monitoring wells will be locked
in a closed position between uses.

When no longer needed for monitoring or other use approved by the Division upon a finding
of no adverse environmental or health and safety effects, or unless approved for transfer as a

water well under R645-30l-731 . I 00 through R645-30l-731 .522 and R645-301-73 1 .800,
each well will be capped, sealed, backfilled, or otherwise properly managed, as required by
the Division in accordance with R645-301-529.400, R645-301-631.100, and R645-301-748.
Permanent closure measures will be designed to prevent access to the mine workings by
people, livestock, fish and wildlife, machinery and to keep acid or other toxic drainage from
entering ground or surface waters.

If a water well is exposed by coal mining and reclamation operations, it will be permanently
closed unless otherwise managed in a manner approved by the Division.

Permanent closure and abandonment of water wells greater than 30 feet in depth will be in
accordance with the requirements of "Administrative Rules for Water Well Drillers", State

of Utah, Division of Water Rights or other applicable state regulations. Abandonment of
wells will be performed by a licensed water well driller. The wells to be abandoned will be
completely filled using neat cement grout, sand cement grout, unhydrated bentonite, or
bentonite grout, or other materials approved by the Utah State Engineer's office.
Alternatively, the well may be abandoned using a different procedure upon approval from
the Utah State Engineer's office.

Abandonment materials will be introduced at the bottom of the well or required sealing
interval and placed progressively upward to the top of the well. The casing will be severed a

minimum of 2 feet below the ground sr.rface. A minimum of 2 feet of compacted native
material will be placed above the abandoned well upon completion.

Within 30 days of the completion of well abandonment procedures, a report will be
submitted to the State Engineer by the responsible licensed driller grving data related to the
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abandonment of the well. This shall include the name of the licensed driller or other
person(s) performing abandonment procedures, nirme of well owner at the time of
abandonment, the address or location of the well by section, township, and range,
abandonment materials and equipment used, water right or file number covering the well,
the final disposition of the well, and the date of completion.

Exploration holes and boreholes will be backfilled, plugged, cased, capped, sealed, or
otherwise managed to prevent acid or toxic contamination of water resources and to
minimize disturbance to the prevailing hydrologic balance. Exploration holes and boreholes
will be managed to ensure the safety of people, livestock, fish and wildlife, and machinery.

If any exploration boreholes are to be used as monitoring wells or water wells, these will
meet the provisions of R645-301-731

Boreholes will be backfilled to within I foot of the land sr:rface with concrete or other
materials approved by the Division as necessary to prevent contamination of groundwater or
surface-water resources or to protect the prevailing hydrologic balance. The upper
approximately 1 foot will be backfilled with native materials to facilitate reclamation (see
Drawing 6-1 1). Exploration holes and boreholes that may be uncovered during mining and
reclamation activities will be permanently closed unless approved for water monitoring or
othenvise managed in a manner approved by the Division.
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Sedimentation Impoundment Capacities
Structure Storage Required

(acift)
Design Storage*

(aclft)
Percent of

requirement
Additional

Storase (aclft)
1 2.6 3.1 119 0.5
2 1.7 2.3 135 0.6
J 6.3 7.7 r22 1.4
4 5.7 7.5 r32 1.8

1B 0.5 0.8 160 0.3

Structure I is arectangularimpoundment approximately 136 feet longby 81 feet wide
and 9 feet in depth. This impoundment will control storm water run off from the
facilities area. The impoundment will be constructed with a 24" drop pipe spillway in
order to prevent any oil sheens that may occur from discharging. This impoundment will
be incised into the existing ground. Part of the excavated material will be utilized to
constnrct an embankment on the down grade side to provide a minimum of 4 feet
freeboard. This pond will control storm water from a watershed of approxim ately 27
acres. The cleanout and spillway elevation are 691 I ' and 6920' , respectively. The top of
the embankment is at elevation 6924'. Details for the design can be viewed on Drawing
5-28.

Structure I B is a small rectangular impoundment that is approximately 40 feet long by 20
feet wide. This impoundment will control storm water run off from the facilities access
road system. The impoundment will be constructed with a24" drop pipe spillway in
order to prevent any oil sheens that may occur from discharging. This impoundment will
be incised into the existing ground. Part of the excavated material will be utilized to
construct an embankment on the down grade side to provide a minimum of 2 feet
freeboard. This pond will control storm water from a watershed of approximately 5
acres. The cleanout and spillway elevation are 6894' and 6906', respectively. The top of
the embankment is at elevation 6908'. Details for the design can be viewed on Drawing
5-288.

Structure 2 is a rectangular impoundment approximately 188 feet long by 36 feet wide
and 9 feet in depth. This impoundment will control storm water runoff from the
disturbed areas immediately south of Lower Robinson Creek. The impoundment will be
constructed with a24" drop pipe spillway. Part of the excavated material will be utilized
to construct an embankment on the down grade side to provide a minimum 3 feet
freeboard. This pond will control storm water runoff from a watershed of approximately
74 acres. The cleanout and spillwayelevation are 6891' and 6900', respectively. Top of
the embankment is at elevation 6903'. Details for the design canbe viewed onDrawing
5-29.

Structure 3 is a valley fill impoundment that will impound an area approximately 484 feet
long by 229 feet wide and 9 feet deep. The fill for the impoundment will be constructed
from an excavation 198 feet wide by 229 feet long and 8 feet deep. The embankment
will be constructed in 2 foot lifts utilizinga dozer. The top of the embankment will be a
minimum 12 feet wide. The spillway will be an open channel that will have vegetated
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742.221.32

742.221.33

742.221.34

The sedimentation ponds are designed to provide detention for a 100
year, 24 hour duration storm event. Calculations for this design can
be viewed in Appendix 5-2. This design standard is expected to keep
discharges from the structure at a minimum and allow adequate
settlement time to meet Utah and federal effluent limitations. In the
event it becomes necessary to decant water to satisSr the required
storage volumes, ACD will use a 4" gasoline driven pump to decant
excess water. Water will be required to remain in the pond for a
minimum of 24 hours prior to the beginning of decant operations and
be discharged through the discharge point approved under UPEDES
permit No. UTG04027 following all applicable monitoring protocol
under this permit.

The sedimentation ponds are designed for a t 00 year, 24 hour storm
event which significantly exceeds a l0 year, 24 hour precipitation
event. The 100 year, 24 hour event in the Alton area is 3.1 inches of
precipitation. The 10 year, 24 hour precipitation event in this same
location is approximately 2.0 inches of precipitation. The design
standard used for the Coal Hollow prdect is 155% of the
precipitation for the required "design evenf'.

Each pond will be constructed with an emergency spillway, should
the capacities of the ponds ever be exceeded. These spillways will
provide a nondestructive route for storm water discharge, though the
capacities of the ponds are not expected to be exceeded. The design
capacities of the ponds are expected to contain each storm event and
therefore will provide sufficient detention time to meet Utah and
federal effluent limitations. The following is a description of each
spillway:

Impoundments 3 and 4 will be constructed with open channel
spillways. These spillways are designed to discharge a 24 hour
duration, 100 year storm event evsn though they are not expected
to be used during normal operations. They will have rip-rap min.
6" to minimize erosion and spillway slopes will not exceed 3h:1v.
Drawing 5-32 provides the details for the open channel spillways.

Impoundments l, I B and 2 will be constructed with a drop pipe
spillway system. Storm water and snow melt that occurs within
the associated watersheds will be routed to these impoundments to
contain sediment. These impoundments will have the drop-pipe
spillways installed which will allow removal of any oil sheens that
may result from parking lots, primary roads or maintenance
activities by using absorbent materials to remove the sheen. The
drop-pipe spillways are 24" drameter pipes that are vertical in the
impoundment. These pipes have a metal cover over the end. This
cover is recessed over the pipe by at least an inch, with a gap
between the cover and the pipe. This leaves a route for water to

10/12/2009
06/16/2011

Chapter 7 7-78



discharge once the impoundment is full but prevents debris or
pollutants located on the water surface from discharging. This
system was chosen for these two impoundments based on their
locations in relation to the facilities and primary roads. This
discharge system will be constructed for precautionary measures
only since pollutants are not expected in the impoundments during
normal operations.

742.221.35 Regular inspections of the sediment pond system during construction
and operations will identify any deficiencies that could cause short
circuiting. Design standards for the system will ensure proper
functioning during extrerne storm events which makes it highly
unlikely that issues related to short circuiting could occur during
normal operations.

742.221.36 Surveys of the pond system will be conducted at least annually.
These surueys will be compared against the required "design event"
capacity for each pond. Sediment removal will occur as needed to
maintain the required capacity.

742.221.37 Geologic conditions in the areas where sediment ponds will be
constructed are suitable to the proposed use. Excessive settling of the
ponds is not expected based on the high clay content of the soils.
Embankments will be constructed in maximum two foot lifts to
promote compaction during the construction process, reducing
settling during operations. Supporting data for compaction can be
viewed in Appendix 5-1.

742.221.38 Any sod, large roots, and/or frozen soil will beremoved from
sedimentation ponds. No coal processing will be conducted as part of
the Coal Hollow Project; therefore wastes from this type of process
will not be present.

742.221.39 Embankments will be constructed in maximum two foot lifts to
promote compaction during the construction process, reducing
settling during operations. Supporting data for this compaction
method can be viewed in Appendix 5-1.

742.222

742.223

Sedimentation ponds for the Coal Hollow Project do not meet the size or
other qualifying standard for MSHA, 30 CFR 77.216(a).

Each sedimentation pond will be constructed with a spillway that will
function as both the emergency and principle spillway. Each of these
spillways will safely discharge a25 yoffi, 6 hour precipitation event. The
following table summarizes the spillway discharge designs in relation to
the 25 y€tr, 6 hour precipitation event:

1011212009
06/16/2011

Chapter 7 7-79



Sediment Impoundment - Spillway Flow Capacities
Impoundment Required Spillway Discharge (cfs) Designed Spillway Discharse (cfs)

1 30.4 37.4
2 0.8 30.s
3 2.8 I 1.s
4 2.4 I 1.5

1B 6.06 23.9

The drop pipe spillways for impoundments lo 18 and 2 will be of
nonerodible construction. The open channel spillways for impoundments
3 and 4 will be rip-rap min. 6" and are designed to carry short-term,
infrequent flows at non erosive velocities where sustained flows are not
expected.

742.224 Either the requirernents of 742.223.I or 742.223.2 will be met for each
sediment impoundment.

742.225 No exceptions to the sediment pond location guidance are requested

742.230 Other Treatment Facilities

If other treatment facilities become necessary, they will be designed to treat the lO-year,
24-hour precipitation event unless a lesser design event is approved by the Division based
on terrain, climate, other site-specific conditions and a demonstration by the operator that
the effluent limitations of R645-301 -751will be met.

No other treatment facilities are planned for the Coal Hollow Project.

742.240 Exemptions

Not Applicable

Diversior.r-s

General Requirements

742.311 There are no flows from mined areas that have been abandoned prior to
May 3, 1978 at the Coal Hollow Project. Diversions at the Coal Hollow
Project are planned to minimize water from disturbed areas from directly
discharging into drainages without first being treated and to also prevent
water from upland, adjacent areas from entering the project area. Four
temporary diversion ditches are planned and one temporary diversion of
Lower Robinson Creek. Two diversions will be primarily used to route
water from upland, undisturbed areas away from the planned disturbed
areas. Diversion ditch 2 has been split to minimize the amount of water
from upland routed to Pond 2 (see drawing 5-34), 28 will route water
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from upland to Lower Robinson Creek and 24' will route water from
disturbed area to Pond 2. Diversion ditch 4 is planned to direct water
from disturbed areas into sediment impoundment Pond 4. The
temporary diversion of Lower Robinson Creek is for maximum recovsry
of coal and will route flows around the mining area. Each temporary
diversion has been designed to only carry runoff from areas that will or
potentially could be affected by the mining operations, except Lower
Robinson Creek diversion which will carry intermittent flows from the
upstream watershed. Diversion locations were selected to generally
carry runoff to the drainage paths that the precipitation would originally
follow. These parameters were followed in the designs to minimize
impacts to the overall hydrological balance within the permit and
adjacent areas. Diversions will not be used to route water into
underground mines. Specific design parameters are discussed in the
following sections (R645- 301 -7 423 l2.l to 7 42.3 I 4).

742.312 Each diversion was designed to ensure stability and to
minimize erosion. ln order to accomplish this standard, the diversions
were each designed for peak flows during a 100 yotr, 24 hour storm
event. The following summarizes the steps used:

The channel sizing for the four proposed temporary diversion ditches
has been evaluated using the TR-55 method to determine peak flows and
the Manning's Equation (ME) to determine appropriate dimensions.
The TR-55 method of analysis is the same method used to size
impoundments and was utilized in this case to provide a peak flow for
each diversion during a 100 y€ffi, 24 hour storm event. This peak flow
was then input into the ME to determine an appropriate open channel
design for minimizing the effects of erosion during peak flows. Similar
to the impoundment sizing, the Carlson Software Hydrology module
was utilized to perform these calculations. The ditch locations, designs
and cross sections can be viewed on Drawings 5-33 and 5-34.

The following table summarizes the inputs and results for each diversion
based on flows during a 100 year,24 hour storm event:

10l12t2AAg
06/16/2011

Diversion Ditch Summary
Ditch tBase

(ft)
Manning's

n
Average

Slope (%)
Peak Flow

(cfs)
Flow

Depth (ft)
Velocity

(fps)
Freeboard

(ft)
1 3.0 0.020 2.8 14.8 0.5 6.8 0.3
2 2.5 0.020 3.5 6.9 0.4 6.0 0.3
.,
J 4.5 0.020 2.4 16.7 0.5 6.3 0.3
4 5.0 0.020 1.8 19.8 0.6 5.4 0.3

*All side slopes are 2h: 1v
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As shown in the above table, flow depths will be shallow, flow velocity
will be manageable for temporary flow conditions and sufficient
freeboard will be present during a flood event. These conditions will
provide diversion stability, protection against flooding and prevent to the
extent possible additional contributions of suspended solids to
streamflow outside the permit area. These diversions are designed to
comply with all applicable local, Utah and federal laws and regulations.
Further details related to the temporary diversion designs can be viewed
in Appendix 5-2.

Based on the size of the watershed for Lower Robinson Creek, a different
method of analysis was used than the method used for the other
diversions. The HEC-I program was used for this analysis and extra
erosion protection has been included as part of the design. The channel
was desigled to safely handle the flows from a 100 year, 6 hour storm
event. This diversion will be further discussed in section742.320
Diversion of Perennial and Intermittent Streams.

742.313 The four temporary diversions will be reclaimed when they are no longer
necessary. This will occur once final reclamation is determined to be
sufficient within the prdect area and the sediment impoundments are no
longer needed. This is anticipated to occur in the fourth year of
operations.

The Lower Robinson Creek temporary diversion will be constructed in a
responsible manner. This diversion will experience some erosion during
flood events but erosion rates are expected to be generally less than
those in the original channel above and below the diversion. The
detailed design for this diversion can be viewed in Drawings 5-20 and
21. Calculations related to this diversion design can be viewed in
Appendix 5-3.

742320 Diversion of Perennial and Intermittent streams.

742.321 Temporary diversion of one intermittent stream is planned for the Coal
Hollow Project. The planned diversion is in a length of the stream that

ffiJT,T*ff il":::ffiTi:#fJ'*:ffi iJ#:J,X';:"#f,*i-T;*:,
of the project area. The diversion would provide mining in an area that is
22 acres and contains approximately 400,000 tons of recoverable coal.
Without this diversion, most of this area could not be mined.

742.322 The original unmodified channel immediately upstream and downstream
from the Lower Robinson Creek diversion has excessive erosion and is not
in stable condition. The channel has incised deeply and has developed
into a channel that has a capacity significantly greater than any anticipated
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storm events. Since these conditions are not desirable for the area, the
diversion design instead has dimensions that are suitable to pass a 100
year, 6 hour storm event in compliance with R645-301-742.323.

742.323 The temporary Lower Robinson Creek diversion has been designed to
safely pass a 100 year, 6 hour storm event. The watershed for this
drainage is 3.64 square miles andhas apeak flow of 83.5 cubic feetper
second during a 100 yoffi, 6 hour event. Minimum dimensions for
carrying this flow was found to be a channel that has the following
dimensions:

Bottom width: 2 feet
Side slopes: 3h:lv
Minimum slope height 3 feet (1 foot freeboard added)

Details related to the design calculations are provided in Appendix 5-3.
Rip-rap will be appropriately placed to minimize erosion of the channel.

Cross sections of the channel design are shown in Drawing 5-21. As
shown in the drawing, all sections of the diversions exceed the minimum
design standard. A plan view of the diversion design can be viewed in
Drawing 5-20.

742.324 Design of the Lower Robinson Creek Diversion has been certified by a
qualifi ed registered professional engineer.

742.330 Diversion of Mi$cellaneous Flows.

742.323
As part of the reclamation process, Lower Robinson Creek will be
reconstructed to its approximate original location. The design for this
reconstruction is shown on Drawings 5-20,4, and 5-21A. This design
includes considerable improvements to the channel compared to the
channel's culrent condition. The current condition is such that less than
25% of the channel within the disturbed area has a flood plain present and
most of the slopes are near the angle of repose with fair to poor vegetative
cover. The reconstructed sides of the channel for the entire length
reconstructed. Sharp corners in the original alignment have been rounded
to sinuous curve shapes and rip-rap will be installed in the bottom section
of the channel to minimize erosion. The flood plain will be seeded and
covered with erosion matting to control erosion until natural vegetative
condition can be attained.

742.331 Diversion of miscellaneous flows is planned using four diversion ditches.
Two diversions will be primarily used to route runoff from upland,
undisturbed areas away from the planned disturbed areas. Diversion ditch
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2 has been split to minimize the amount of water from upland routed to
Pond 2 (see drawing 5-34), 2B will route water from upland to Lower
Robinson Creek and2A will route water from disturbed area to Pond 2.
Diversion ditch 4 is planned to direct water from disturbed areas into
sediment impoundment Pond 4. The locations of these diversions along
with the associated watersheds can be viewed on Drawings 5-27,5-33 and
5-34. Calculations related to the diversions can be viewed in Appendix 5-
2.

742.332 Each diversion was designed for stability and to minimize erosion. In
order to accomplish this standard, the diversions were each designed for
peak flows during a 100 y€tr, 24 hour storm event. The following
summarizes the steps used:

The channel sizing for the four proposed temporury diversion ditches has
been evaluated using the TR-55 method to determine peak flows and the
Manning's Equation (ME) to determine appropriate dimensions. The TR-
55 method of analysis is the same method used to size impoundments and
was utilized in this case to provide a peak flow for each diversion during a
100 year, 24 hour storm event. This peak flow was then input into the
ME to determine an appropriate open channel design for minimizing the
effects of erosion during peak flows. Similar to the impoundment sizing,
the Carlson Software Hydrology module was utilized to perform these
calculations. The ditch locations, designs and cross sections can be viewed
on Drawings 5-33 and 5-34.

The following table summarizes the inputs and results for each diversion
based on peak flows during a 100 year,24hour storm event:

*All side slopes are 2h: 1v

As shown in the above table, flow depths will be shallow, flow velocity
will be manageable for temporary flow conditions and sufficient
freeboard will be present during a flood event. These conditions will
provide diversion stability, protection against flooding and prevent to the
extent possible additional contributions of suspended solids to stream
flow outside the permit area. These diversions are designed to comply
with all applicable local, Utah and federal laws and regulations. Further
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Diversion Ditch Summary
Ditch *Base

(ft)
Manning's

n
Average

Slope (%)
Peak Flow

(cfs)
Flow

Depth (ft)
Velocity

(fus)
Freeboard

(ft)
I 3.0 0.020 2.8 14.8 0.5 6.8 0.3
2 2.5 0.020 3.5 6.9 0.4 6.0 0.3
a
J 4.5 0.020 2.4 t6.7 0.5 6.3 0.3
4 5.0 0.020 1.8 19.8 0.6 5.4 0.3
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742.4A0

742.4t0

details related to the temporary diversion designs can be viewed in
Appendix 5-2.

742.333 All four miscellaneous flow diversions planned for the project are
temporary and will be reclaimed when no longer neeessary for sediment
and storm water control. Therefore, the channels must safely pass the
peak runoff from aZ year,6 hour event. As previously described, these
diversions have been designed to pass a 100 year, 24 hour storm event
which significantly exceeds this required design standard. Precipitation
from a I 00 year, 24 hour storm event for this area is 3. 1 inches while
precipitation for the 2 y€ffi, 6 hour event is less than I inch.

Road Draipaee

All Roads

742.411 To ensure environmental protection and safety appropriate for the
planned duration and use, limits have been incorporated in the road
designs for the Coal Hollow Project. These limits are applied to
drainage control and culvert placemenVsizing. These limits take into
consideration the type and size of equipment planned for the operation.
The following is a description of roads along with the design limits and
standards that will be incorporated into construction:

Two primary Mine Haul roads are planned within the permit area. The
first road extends from the coal unloading area to the first series of pits
along the west side of the property. This road will be utilized for access
to pits 1 through l5 (pits shown on Drawing 5-10). This road will be
approximately 2,600 feet in length and will be utilized mainly during the
first two years of mining. There will be three culverts installed along this
road all sized for a 100 year, 6 hour storm event. The first culvert will
be across a tributary of Lower Robinson Creek and will be a 36 inch
comrgated steel pipe. The second culvert is the main crossing over
Lower Robinson Creek and is a 96 inch comrgated steel pipe. Both of
these culverts have been sized based on analysis of the Lower Robinson
Creek watershed. This analysis can be viewed in Appendix 5-3. The
third culvert is a crossing over a diversion ditch that will route warer
mainly from disturbed areas along the south side of Lower Robinson
Creek to a sediment impoundment. This culvert will be a24 inch
cornrgated steel pipe.

The second road extends from an intersection with the first road, located
just south of the Lower Robinson Creek crossing, and proceeds south to
approximately pit 25. This road is approximately 2,500 feet in length
and will be used forthe south pits 16 through 30. There is one culvert
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crossing along this road to cross a diversion ditch. This culvert will be a
24 inch culvert.

The following specifications apply to these two Primary Mine Haul
roads:

1) Roads will be approximately 80' in width
2) Approximately aTYo crown
3) Approximately one foot deep cut ditches along shoulders for
controlling storm water
4) I 8" of crushed rock or gravel for road surfacing
5) Cut and fill slopes of 1.5h:lv
6) Minimum fill over each culvert will be 2 times diameter of
culvert
7) Berms placed as necessary along fills

The ancillary roads will have similar specifications except surfacing will
occur only as needed and may be narowed to a 40 foot road width.

The location and details for all these roads can be viewed on Drawings
5-3 and 5-22 through 5-24.

In addition to the two primary Mine Haul roads, the road located within
the facilities area is also classified as a primary road. This road is
planned to be 24 feet wide with 24 inches of compacted sub base and I
inches of compacted 1 inch minus gravel as surfacing. This road system
will have six culverts and selectively located berms to appropriately
route water to the two sediment impoundments for the facilities area.
The location of these culverts and berms is shown on Drawing 5-3. This
road is referred to as "Facilities Roadway'' and more details are
described in 527.200 along with Drawings 5-22A and 5-228.

The ramps, benches and equipment travel paths within the active surface
mining area are temporary in nature and will be relocated frequently as

mining progresses. These temporary travelways are considered part of
the pit due to their short term use, and are not individually designed nor
engineered. They will be built and maintained to facilitate safe and
efficient mine and reclamation operations.

A11 roads will be maintained on an as needed basis using motor graders,
water trucks for dust suppression, and other equipment as necessary.
Crushed stone and/or gravel will be used as a surface course for primary
roads outside the active mining area, and may be used as needed for
ramps and travelways within the pit. Should the roads be damaged by a
catastrophic event, such as an earthquake or a flood, repairs will be
made as soon as possible after the damage has occurred or the road will
be closed and reclaimed.
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Cut and fill slopes along the primary roads will be minimal and are not
expected to cause significant erosion. The water from roads in the
project area will not directly discharge to drainages outside the project
area without first being treated by flowing through a sediment
impoundment. In locations where there are culvert crossings (i.e. Lower
Robinson Creek), the fills slopes will be stabilizedby utilizing standard
methods such as grass matting or straw wattles.

742.4t2 No roads will be located in the channel of an intermittent orperennial
stream.

742.413 Primary roads constructed utilized during mining operations have been
designed and located to route runoff from the roads to the sediment
impoundment system. By routing the runoff to this system,
sedimentation and flooding downstream resulting from the roads will be
minimized. All other roads located within the active mining area will
also follow this standard and runoff from the roads will not be directlv
discharged to drainages outside the permit area.

742.420 Primarv Roads

742.421 To minimize erosion, primary roads will be constructed with a rock
surface with minimal cut and fill slopes. These roads are located in the
most practicable, stable areas within the permit boundary and mostly
outside of the designed pits. These locations can be reviewed on
Drawing 5-22 through 5-22G. Further descriptions of these roads can be
viewed in Section742.423.l and 742.11I.

742.422 There are no stream fords by primary roads at the Coal Hollow
Project.

Drainage Control742.423

. 742.423.1 Two primary Mine Haul roads are planned within the permit area. The
first road extends from the coal unloading area to the first series of pits along the west
side of the property. This road will be utilized for access to pits I through 15 (pits
shown on Drawing 5-10). This road will be approximately 2,600 feet in length and
will be utilized mainly during the first two years of mining. There will be three
culverts installed along this road all sized for a 100 year , 24 hour storm event. The
first culvert will be across a tributary of Lower Robinson Creek and will be a 36 inch
comrgated steel pipe. The second culvert is the main crossing ovsr Lower Robinson
Creek and is ag6 inch com:gated steel pipe. Both of these culverts have been sized
based on analysis of the Lower Robinson Creek watershed. This analysis can be
viewed in Appendix A5-3. The third culvert is crossing over a diversion ditch that
will route water mainly from disturbed areas along the south side of Lower Robinson
Creek to a sediment impoundment. This culvert will be a 24 inch comrgated steel
pipe.
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The second road extends from an intersection with the first road, located just south of
the Lower Robinson Creek crossing, and proceeds south to approximately pit 25.
This road is approximately 2,500 feet in length and will be used for the south pits 16
through 30. There is one culvert crossing along this road to cross a diversion ditch.
This culvert will be a 24 inch culvert sized for maximum anticipated flows in the
diversion.

The following specifications apply to these Primary mine haul roads:
1) Roads will be approximately 80' in width
2) Approximately aTVo crown
3) Approxirnately one foot deep cut ditches along shoulders for controlling storm
water
4) 18" of crushed rock or gravel for road surfacing
5) Cut and fill slopes of 1.5 h:lv
6) Minimum fill over each culvert will be 2 times diameter of culvert
7) Berms placed as necessary along fills

The location and details for Primary Mine Haul roads can be viewed on Drawings 5-3
and 5-22 and 5-23.

In addition to the two roads primary Mine Haul roads, the road located within the
facilities area is also classified as a primary road. This road is planned to be 24 feet
wide with 24 inches of compacted sub base and I inches of compacted 1 inch minus
gravel as surfacing. This road system will have four culverts and selectively located
berms appropriately placed to route water to the two sediment impoundments for the
facilities atea. The location of these culverts and berms is shown on Drawing 5-3.
This road is referred to as "Facilities Roadway'' and more details are described in
527.200 along with Drawings 5-224 and 5-228.

In addition to the primary roads that will be present during active mining, four
additional roads are planned to exist postmining and are also classified as primary
roads for this reason.

Roads that will remain postmining are the following:
Road to Water Well with details shown on Drawing 5-22D
Road to east C. Burton Pugh property with details shown on Drawing
5-22C
County Road 136 (K3900) with details on Drawing5-22E, 5-22F and
5-22G. This County road will be reconstructed within the permit area by
Kane County. This reconstruction will occur concuffently with the final
stage of reclamation as scheduled on Drawing 5-38 and is expected to be
completed by the end of Year 4.
Road to Swapp Ranch (same specification as the water well Road)

The location of these roads is shown on Drawings 5-35 and 5-37 along with the post
mining topography. With the exception of the County Road, each road will be graded
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to complement the surrounding topography and drainages. Details for these roads are

provided in the above referenced drawings.

County Road 136 will have a cut ditch on the up gradient side of the road as

appropriate. The culvert located at the crossing of Lower Robinson Creek will
remain. One culvert will be added at Station 2l+66 as shown on Drawing 5-22E.
For funher details related to reestablishment of County Road 136, refer Drawings 5-

22 throlgh 5-22G and 5-35.

742.423.2 Drainage pipes and culverts will be constructed on a minimum 2%
grade to avoid plugging. Minimum fil1 over culverts will be 2 times
the diameter of the culvert itself to avoid collapsing. Grades going in
and out of each culvert will be similar to the grade of the culvert itself
to avoid erosion at the inlet and outlet.

742.423.3 Drainage ditches have been designed to pass a 100 year 24 hour storm
event which will prevent uncontrolled drainage over the road surface
and embankment. The watersheds associated with drainage in the
project area are each relatively small (less than 400 acres) and are not
expected to sustain flows that would cary significant debris through
the project area. Therefore, trash racks and debris basins are not
expected to be necessary at the Coal Hollow Project.

742.423.4 One natural intermittent stream channel is planned to be diverted. This
channel is referred to as Lower Robinson Creek and this diversion will
be temporary. A section of this stream runs across an area that is
planned for mining.

The Lower Robinson Creek diversion has been designed to safely pass

a 100 y€tr, 6 hour storm event. The watershed for this drainage is
3.64 square miles and has a peak flow of 83.5 cubic feet per second

during a 100 year, 6 hour event. Minimum dimensions for carrying
this flow were found to be a channel that has the following
dimensions:

Bottom width: 2 feet
Side slopes:3h:lv
Minimum slope height: 3 feet (1 foot freeboard added)

Details related for the design calculations are provided in Appendix 5-

3. Rip-rap will be appropriately placed to minimize erosion of the

channel.

Cross sections of the channel design are shown in Drawing 5-21. As
shown in the drawing, all sections of the diversions exceed the

minimum design standard. A plan view of the diversion design can be

viewed in Drawing 5-20. This diversion design is in accordance with
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743

R645-30 1-731 . 1 00 through R645-30 I-731.522, R645-301.600, R645-
301 -73 1.800, R645-301-7 42.300, and R645-301 -75 l.

Design of the Lower Robinson Creek Diversion has been certified by a
qualifi ed registered professional engineer.

742.423.5 All stream crossings areplanned to be culverts designed to pass the
100 year, 6 hour storm event. There are no plans to use fords as
stream crossings.

IMPOUNDMENTS

743. 1 00 General Requirements

Five temporary impoundments are planned at the Coal Hollow Project. Design for these
structures are shown in Drawings 5-28 through 5-32. These impoundments do not meet
the criteria for Class B or C dams as specified in the U.S. Deparlment of Agriculture,
Natural Resources Conservation Service Technical Release 60.

743.110 None of the impoundments meet the criteria of MSHA, 30 CFR 77.216(a).

743.120 A professional engineer experienced in the design and construction of
impoundments with assistance from a geotechnical expert has used current, prudent,
engineering practices to design the proposed impoundments.

The plans have been certified and a detailed geotechnical analysis has been provided in
Appendix 5-1. The certifications, drawings and cross sections can be viewed in
Drawings 5-25 through 5-31 and Appendices 5-1 and 5-2.

Each impoundment is designed with a minimum freeboard of 2 feet. Based on the size of
the impoundments and the relatively small size of the associated watersheds, this amount
of freeboard will be sufficient to prevent overtopping from waves and/or storm events.
These impoundments do no meet the criteria for Class B or C dams.

743.130

Each impoundment will be constructed with a spillway that will function as both the
emergency and principle spillway. Each of these spillways will safely discharge a25
year, 6 hour precipitation event. The following table summarizes the spillway discharge
designs in relation to the 25 year,6 hour precipitation event:

10/12/2009
06/16/2011

Sediment Impoundment - Spillwav Flow Capacities
Impoundment Required Spillway Discharge (cfs) Designed Spillway Discharge (cfs)

I 30.4 37.4
2 0.8 30.5
J 2.8 I 1.5
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4 2.4 1 1.5
1B 6.06 23.9

The drop pipe spillways forimpoundments 1, lEl and 2 will be ofnonerodible
construction. The open channel spillways for impoundments 3 and 4 will be grass lined
and are designed to carry short-term, infrequent flows at non erosive velocities where
sustained flows are not expected.

The impoundments at the Coal Hollow project do not meet the criteria for either Class B
or C dams or MSHA CFR 77.216 (a).

743.140

A professional engineer or specialist experienced in the construction of impoundments
will inspect impoundments. Inspections will be made regularly during construction, upon
completion of construction, and at least yearly until removal of the structure or release of
the perfoilnance bond. The qualified registered professional engineer will promptly, after
each inspection, provide to the Division, a certified report that the impoundment has been
constructed and maintained as designed and in accordance with the approved plan and the
R645 Rules. The report will include discussion of any appearances of instability,
structural weakness or other hazardous conditions, depth and elevation of any impounded
waters, existing storage capacity, fltry existing or required monitoring procedures and
instrumentation and any other aspects of the structure affecting stability. A copy of the
report will be retained at or near the mine site.

The MRP does not contemplate construction of any impoundments meeting the NRCS
Class B or C criteria for dams in TR-60, or the size or other criteria of 30 CFR Sec.
77.216.

743.2Q0

No permanent impoundments are planned.

743.300

Design capacities for spillways exceed the 25 y€tr, 6 hour event. The design capacities
are provided in the table located in section R645-301-743.130.

744 DISCIIARGE STRUCTURES

744. 1 00

Each pond will be constructed with an emergency spillway, should the capacities of the
ponds ever be exceeded. These spillways will provide a nondestructive route for storm
water discharge, though the capacities of the ponds are not expected to be exceeded. The
design capacities of the ponds are expected to contain each storm event and therefore will
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of the fiIl; and adequately cover or treat excess spoil that is acid- and toxic-forming with
nonacid nontoxic material to control the impact on surface and ground water is
accordance with R645-301-731.300 and to minimize adverse effects on plant growth and
the approved postmining land use.

If the disposal area contains springs, natural or manmade water courses or wet weather
seeps, the fill design will include diversions and underdrains as necessary to control
erosion, prevent water infiltration into the fill and ensure stability.

Details of proposed excess spoil disposal plans are presented in Chapter 5, Section 535 of
this MRP and are summarized below.

A geotechnical analysis has been completed for the proposed excess spoil structure. This
analysis estimates the long-term safety factor to be 1.6 to 1.? based on the proposed
design. Following proper construction practices of building the structure in maximum
four foot lifts and meeting 85% compaction based on the standard Procter will ensr,pe that
the structure will be stable under all conditions of construction. This constnrction will
occur only in the designated excess spoil area as shown on Drawing 5-3 and 5-35. The
fill will be placed with end dump haul trucks and lifts will be constructed using dozers.
High precision GPS systems will be regularly utilized to check grades and appropriate lift
thickness. The geotechnical analysis for this structure can be viewed in Appendix 5-1.

The excess spoil is planned to be placed in an area where natural grades range from 0 to
5%. This is one of the most moderately sloping locations in the Permit Area. Stability of
this structure is estimated to be 1.6 to 1.7 based on theAppendix 5-1.

Geotechnical borings were completed in the foundation of the proposed disposal area.
Laboratory analysis of these borings has also been completed. Details of this analysis
can be viewed in Appendix 5-1.

Permanent slopes for the proposed excess spoil will not exceed 3h:1v (33 percent),
therefore no keyway cuts have been proposed in the design. Appendix 5-l details the
stability analysis for the proposed structure.

Excess spoil will not be disposed of in underground mine workings.

Horizontal lifts will not exceed four feet in thickness unless otherwise approved by the
Division. The lifts will be concurrently compacted to meet 85% of the standard Procter.
The geotechnical analysis (Appendix 5-l), provides information showing that these
construction standards will provide mass stability and will prevent mass movement
during and after construction. The excess spoil will be graded to provide drainage similar
to original flow patterns. Topsoil and subsoil as designated in Chapter 2 will be
removed and separated from other materials prior to placement of spoil.

A description of the character of the bedrock and any adverse geologic conditions in
presented in Appendix 5-1.
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Appendix 7-11,

Petersen Hydrologic, LLC hydrologic investigation
of mine-water inflows and re-evaluation of sediment

pond network



PETERSEN HvoRoLoGIG

13 June 20Il

Mr. Kirk Nicholes
Alton Coal Development, LLC
Coal Hollow Mine
463 North 100 West. Suite I

Cedar City, Utah 84720

Kirk,

At your request we have performed trnro hydrologic investigations at the Alton Coal
Development, LLC Coal Hollow Mine. These investigations include

l) An investigation of pit mine-water inflows at the Alton Coal Development, LLC
Coal Hollow Mine, and

2) An evaluation of the design criteria of the sediment pond network to determine
the ponds' adequacy to treat surface waters, mine waters, and groundwater inflow
waters with adequate retention time.

These items are addressed herein in response to specific requests made by the Utah
Division of Oi[, Gas and Mining.

The purpose of this letter report is to summarize the findings of these two investigations.

Please feel free to contact me should you have any questions in this regard.

Sincerelv.

Erik C. Petersen, P.G.
Princ ipal Hydrogeo logi st
Utah PG #s373615-2250

2695 N. 600 E. LEHI, UrAH 84043 (80 1) 766*4006
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INVESTIGATION OF PIT MINB.WATER
INFLOWS AT THE COAL HOLLOW MINE

Overview

A previous investigation of groundwater and surface-water systems in the Coal Hollow

Mine area was performed by Petersen Hydrologic, LLC (2008) prior to the

commencement of mining activities at the Coal Hollow Mine. As a part of that

investigation, projections of likely groundwater inflow rates into the future mine pit areas

from the overburden were provided.

As the mine pits at the Coal Hollow Mine have been developed, as anticipated, various

groundwater inflows to the pits have occurred. The purpose of this investigation is to

evaluate the nature and magnitude of these recent inflows. Additionally, the Division of
Oil, Gas and Mining has requested that TableT-9 (pit mine-water inflow estimates) be

updated as part of this investigation.

Mine Inflow Projections

The overburden atthe Coal Hollow Mine consists of Tropic Shale bedrock (a marine

shale unit) overlain by unconsolidated alluvial sediments (Petersen Hydrologic, 200S).

Within proposed mining areas, the thickness of the alluvial layer ranges from a few to

about 40 feet. The Tropic Shale bedrock lies directly on top of the underlying coal seam.

The thickness of the Tropic Shale overburden, intervening between the top of the coal

seam and the base of the alluvial deposits, ranges from a few feet to more than 150 feet in

the Coal Hollow Mine permit area.

Based on the hydrogeologic characteristics of competent Tropic Shale bedrock, it was

previously determined that the water transmitting potential of the unit was very poor.

Accordingly, appreciable inflows to mine pit areas from the Tropic Shale bedrock were

not anticipated (Petersen Hydrologic, 2008).

2695 N. 600 E. Lenl, UrAH 84049 (80 t ) 766.4006
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The alluvial sediments present in the Coal Hollow Mine area show considerable spatial

variability in composition. In most areas, the alluvial sediments encountered in drill

holes and exposed in outcrop consist of silty, clayey material with varying amounts of
fine-grained sands. Generally, these types of alluvial sediments are of relatively low

permeability. In other areas, where the fraction of clay and silt is lower, alluvial

materials are more permeable.

As part of the previous investigationo in order to provide estimates of likely future

groundwater inflow rates into the mine pit areas, a characterization of the physical

properties (including information on the hydraulic conductivity, saturated thickness, and

hydraulic gradients in the alluvial groundwater systems) was performed. The alluvial

groundwater inflow estimates were then determined using Darcy's Law, which may be

expressed as

Q: KIA,

Where

Q: discharge rate

K : hydraulic conductivity

I = hydraulic gradient

A : cross-sectional area

Values for each parameter utilized in these calculations were obtained as follows:

. Hydraulic conductivity values were determined from the results of slug testing of

wells in and around the proposed mining areas. It should be noted that values of

hydraulic conductivity determined from slug testing methods are generally

considered as order-of-magnitude approximations. The values of hydraulic

conductivity obtained from the slug testing results were generally in good

2695 N. 600 E. LEHI, UrAH 84043 (80 l) 766-4006
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agreement with published values for typical ranges of hydraulic conductivity for

the sediment types identified in the area (Freeze and Cherry, 1979).

o Hydraulic gradients in the area were evaluated using monitoring well water level

information and surveyed well locations and elevations. As a conservative

estimate, a hydraulic gradient of 0.10 was used for all calculations.

I Determinations of cross-sectional area were made using monitoring well water

level information and geologic information obtained during drilling activities.

Using the saturated unit thickness information, a cross-sectional area for a given

length of highwall to be evaluated could be determined.

The results of these groundwater inflow estimates are presented in Table 7-9 of the Coal

Hollow Mine Mining and Reclamation Plan (MRP). As noted in the MRP, it is

acknowledged that the inflow estimates are approximate, and are intended for general

purposes only.

Methods of Study

As part of this investigation, an initial site visit to the Coal Hollow Mine (Pit #1 area) was

made during mid-February 201 l. An additional visit to the mine site (Pit #2 area) was

made in early June 201 l. During these site visits, observations of hydrogeologic

conditions in the pit highwall and surrounding areas were made. The mine pit and

surrounding areas were also photographed during these visits.

During the June 201I site visit, alluvial groundwater discharge rates in the mine area

were measured. Discharge measurements were performed using a calibrated container

and a stopwatch. The measurements were performed by damming and diverting the

discharge stream to be measured through a length of plastic pipe. Using an appropriately

sized container, time-to-fill measurements were performed at least 3 times at each

2695 N. 600 E. Lenr, UrAH 84048 (80 | ) 766-4006
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location. An average time-to-fill value was used to calculate the reported discharge

measurement.

The locations of the mine pit groundwater discharge measurement sites and the alluvial

drainage trench starting and ending locations were determined in the field using a

handheld GPS. These locations were then plotted on a USGS topographic base map as

shown in Figure 1. Also shown on Figure I are the locations of Coal Hollow Mine

monitoring well locations, the mine pit locations, and a projection of the approximate

extent of the fluvial channel identified during mining operations.

Climatic Conditions

During the period of the initial stripping of topsoil and the excavation of the initial mine

pit areas during late 2010, the mine area experienced extremely wet climatic conditions.

Precipitation data collected at the Coal Hollow Weather Station during this period

indicate that during the month of December 2010 alone, the mine area received 10.29

inches of precipitation (which represents roughly two-thirds of the average annual

precipitation for the year). It is also noteworthy that during the 48-hour period from

December 19, 2010 2:00 pm to December 21,2010 2:00 pm, the mine area experienced

both the l0-year, 24-hour storm event (on the lgtn) immediately followed by the 100-

year, 24-hour storm event (on the 20tn). The total precipitation received at the mine site

during this 48-hour period was 6.37 inches. Appreciable rain, snow, and snowmelt

events continued to occur in the subsequent months resulting in very wet ground

conditions at the mine site during early 201 l.

2695 N. 600 E. LeHr, UrAH A4O43 (80 r ) 76+4006
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Description of Mine Pit Inflow Characteristics

Tropic Shale

As anticipated, no appreciable groundwater inflows to the mine pits from the Tropic

Shale bedrock have been observed to date at the Coal Hollow Mine.

Alluvial Groundwater

Inflows of groundwater from shallow alluvial sediments were observed by mine

personnel during the initial excavations of the Coal Hollow Mine pit areas during late

2010 and early 2011. It was noted that most of the alluvial groundwater inflow appeared

to originate from shallow, near-surface unconsolidated sediments west of the Pit #1 area

(personal communication, Larry Johnson). It appeared to the mine personnel that the

shallow groundwater encountered in the pit areas was water that had recharged during

periods of copious precipitation on the surrounding areas that had recently been stripped

of the typically clayey soil cover, thus exposing the underlying unconsolidated sediments.

When, as part of this investigation, the mine pit site was visited in June 2011, alluvial

groundwater inflows from areas to the west had become minimal. It was observed that,

as anticipated, only minimal amounts of groundwater was seeping from the silty, clayey

alluvium exposed in most of the pit highwall areas (See photograph section). However,

during mining operations in the Pit 1 and Pit 2 areas, a buried fluvial channel system in

the alluvial deposits was encountered (see Figure I for an approximate projection of the

local extents of the buried fluvial channel; also see the Photograph Section at the end of

this report). The fluvial channel deposits consist of silty, sandy, and gravelly sediments

with appreciably higher permeability than the silty, clayey alluvial sediments encountered

in the vicinity of the C0, C6, and CB monitoring wells (See Figure I and Photograph

Section). Due to the higher hydraulic conductivity of the sediments associated with the

fluvial channel, higher rates of groundwater inflow to the mine pit areas occurred relative

to the clayey, silty alluvium present in the surrounding alluvial sediments.

2695 N. 600 E. Lenr, UrAH 44043 (80 r ) 766-4006
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Pit Mine-Water Inflow Measurements

On 2 June 2011, an inventory of the pit mine-water inflows in the Coal Hollow Mine

active mining area (Pit 2) was performed. At the time of the inventory, the excavation of

Pit#2 was only partially completed and the length of the exposed highwall was estimated

to be about 600 feet. The results of this inventory are summarized in below.

Tropic Shale

No measurable discharge was observed from the Tropic Shale bedrock exposed in the

mine pit areas.

Clayey, silty alluvium

Only minor seepage and zones of wetness were observed in the silty, clayey alluvium

exposed in the mine pit areas. No measurable discharge was observed during the 2 June

201 I site visit and flow inventorv. The total flow from this unit is estimated to be less

than I gpm.

Fluvial channel alluvium

At the time of the 2 June 201I inventory, most alluvial groundwater from the buried

fluvial channel system intercepted by the Pit 2 mine workings was being routed through

two drainage channels to a common sump location (see Photograph Section). The

discharges measured from these two channels were 2.6 gpm and 2.9 gpm for the northern

and southern channels, respectively, for a combined discharge of 5.5 gpm. Some

additional diffuse seepage along the exposed base of the fluvial channel north of the

current extent of the Pit#2 highwall was also occurring (expressed at the surface

primarily as a damp/wet excavated face).

Up-gradient allavial water

ln an attempt to dewater the alluvial sediments up-gradient of the Pit 2 area, a north-south

trending alluvial drainage intercept channel was constructed. The channel was excavated

to a depth of approximately l5 feet below the local pre-mining land surface and was

2695 N. 600 E. LrHr, UTAH 84043 (80 t ) 766-4006
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approximately 870 feet in length. The discharge flowing through this intercept trench

was measured at I 3.4 gpm.

Smirl Coal Seam

At the time of the 2 June 201I pit mine-water inflow inventory, only minimal quantities

of water were believed to be seeping from the coal seam into the pit floor. Measurable,

discrete discharges from the coal seam into the pit area were not observed. However, a

small impoundment of water was present at the bottom of the pit area (see Photograph

Section). This small impoundment likely contained alluvial groundwater from seepage

out of the adjacent fluvial channel system in addition to water weeping from the coal

seam. The total discharge from the coal seam was estimated to be less than I or 2 gpm at

the time of the inventory. It should be noted that mine personnel indicate that typically

when the coal seam is first excavated, somewhat higher flows have occurred from the

coal seam (personal communication, Larry Johnson).

Miscellaneoas Inflows

An isolated discharge of approximately 2 gpm was observed diffilsely seeping onto the

mine floor at the southwestern corner of Pit #2. This flow seeped from the pit floor from

the adjadent, now backfilled Pit #1 area located immediately west of Pit #2. It should be

noted that the mine floor of the currently mined Pit#2 is an extension of the Pit #l floor

and is topographically below and down-dip stratigraphically of the adjacent previously

mined Pit #l mine floor.

Revisions to Estimates of Groundwater Inflow Rates (Table 7-9)

Previously provided estimates of groundwater inflow rates into the Coal Hollow Mine

workings (See AppendixT-l and Table 7-9 in the Coal Hollow Mine MRP) were based

on the hydrogeologic conditions encountered in nearby monitoring wells. However, no

monitoring well was completed in the alluvial fluvial channel deposits that have been

intercepted by the Pit #l and Pit#2 mine workings subsequent to the initial investigation.

2695 N. 600 E. Lem, UrAH A4O43, (80 r ) 766.4006
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Accordingly, the groundwater inflow rate estimates provided in Table 7-9 have been

updated to reflect the conditions in the fluvial channel system.

Based on the length of the alluvial drainage channel (870 feet) and the measured

discharge of 13.4 gpm, a value of 1.5 gpm per 100 lineal feet of the exposed channel is

calculated. It should be noted that it is unclear whether the entire thickness of the alluvial

system is exposed in the walls of the excavated alluvial drainage channel. Additionally,

it should be noted that alluvial sediments present in the intercept trench include materials

other than the fluvial channel sediments. Accordingly, the 1.5 gpm per 100 linear feet

inflow estimate should be considered as a composite discharge from all alluvial types

present.

It should also be noted that the values listed in Table 7-9 are reported as alluvial

groundwater inflow rates per 100 lineal feet of mine opening, oriented perpendicular to

the groundwater flow direction. In other words, the values reported represent the

volumes of water flowing from the upgradient area into the mine void. The discharges

measured in the alluvial drainage channels likely include both upgradient groundwater

flow intercepted by the trench as well as water being removed from storage (draining)

from the saturated down-gradient side of the trench. Accordingly, the 13.4 gpm likely

overestimates the quantity of flow that would actually flow into the mine pit over a

corresponding length and thickness of highwall (i.e. at the highwall face, there could

obviously be no release of water from storage in down-gradient locations),

The two alluvial trenches constructed in the interior of the fluvial channel system (see

Figure 1) are likely primarily removing water in storage in the channel system and

discharge at modest flow rates.

The inflow estimate previously reported for the clayey alluvium unit in Table 7-9 of the

Coal Hollow Mine MRP (which is present in most locations in the Pit #l and Pit#z

highwalls) is considered acceptable. The reported value for this unit (<l gpm per 100

lineal feet of highwall) is in good agreement with the observed lack of appreciable

2695 N. 600 E. LeHr, UrAH 84043 (80 | ) 766-4006
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drainage from that unit where it was exposed and observed in the mine Pit #l and pit#z

highwalls.

It should be noted that the alluvial groundwater inflow into Pit#2 measured on 2 June

2011 (which was during the high-flow period following a very wet winter) was onty 5.5

BPm, (with some additional diffuse seepage where the channel was excavated and

exposed at the surface north of the 600-foot length of exposed highwall). Given the

approximately 600-foot length of highwall exposed, this equates to a discharge on the

order of <1 gpm per 100 linear feet of pit face exposed, which is not inconsistent with the

previously estimated pit inflows in this area (See Table 7-9 inthe Coat Hollow Mine

MRP). As indicated in the Coal Hollow Mine MRP (Section 723.333) it was anticipated

that the rates of pit mine-water inflows would be variable and would likely range from a

few tens of gallons per minute in dryer areas and where the mine open pit areas are small,

to several hundreds of gallons per minute in wetter areas and where the mine open pit

areas are large (see MRP section 728.333). It was also anticipated that if the mine

workings were to rapidly expose large areas of water-bearing, coarse-grained sediments,

appreciably greater inflows could potentially occur.

26gE N. 600 E. LEHI, UrAH 84048 (80r) 7664006
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SEDIMENT POND DESIGN CRITERIA EVALUATION

0verview

As described in the Coal Hollow Mine MRP, five sediment ponds have been constructed

within the mine permit area. The Division of Oil, Gas and Mining has requested that

Alton Coal Development, LLC (ACD) reevaluate the 'odesign criteria of all sediment

ponds to account for excess groundwater that is being encountered at the site". The

findings of our investigation in this regard are presented in the following sections ofthis

report.

Sediment Pond Design

The Utah Coa[ Mining Rules require that such sediment ponds be designed to contain the

lO-year, 24-hour precipitation event. However, as a conservative measure, the Coal

Hollow Mine sediment ponds were designed to contain the 1O0-year, 24-hour

precipitation event. An additional capacity of at least 15% was included in the pond

design specifications to allow for temporarily diminished capacity resulting from

standing water or sediment accumulation or in the pond between pond cleanouts. As

indicated in Section742.22l.33 of the Coal Hollow Mine MRP, these conservative

design estimates have resulted in sediment pond storage capacities that are at least 155%

of the required oodesign event" (See Section 747..221.33 in the Coal Hollow Mine MRP).

Spillways were also included in the structure designs to provide a non-destructive route

for discharge should these capacities ever be exceeded. The ponds were designed to keep

discharges from the structure at a minimum and allow adequate settlement time to meet

Utah and Federal effluent limitations (see Coal Hollow Mine MRP, Section 742.221.31)

As described above, the sediment ponds were designed to provide detention of the runoff

from the "design event" with a substantial additional reserve capacity (sized to 155% of

the l0-year, 24-hour requirement). However, although a UPDES permit that allows for

the discharge of mine gror,rndwater from Pond 3 and Pond 4 (See Drawing 5-3 in the Coal

2695 N. 600 E. LEHI, UrAH 84043 (80 | ) 766-4006
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Hollow Mine MRP for pond locations) was obtained, the pond designs apparently did not

explicitly contemplate the storage of groundwater.

As part of this investigation, the procedures used by ACD personnel to determine

appropriate storage volumes for sediment ponds were reviewed and evaluated. A

discussion of the procedures used by ACD personnel to perform the sediment pond

analysis is provided in the Coa[ Hollow Mine MRP, Appendix 5-2. The watershed

analyses from which the appropriate sediment pond capacities were evaluated mainly

using the TR-55 method. This method is widely used for evaluating small watersheds.

To assist with the calculations and mapping, Carlson 2007 Hydrology software was used

in the evaluation. The watershed analysis included determinations of runoff flow paths,

watershed boundaries, length and average grade for the longest flow lines, runoff curve

number classification, time of concentration and peak discharge. Information from that

analysis was then utilized for sediment structure sizing.

Having reviewed the methodologies and assumptions used in the sediment pond design

analysis, it appears that the methodologies utilized and the calculation results are

reasonable and the resulting ponds design capacities are more than adequate to contain

the lO-year, 24-hour precipitation event as required by the Utah Coal Mining Rules.

Handling of Excess Groundwater

As described above, the sediment ponds were designed to contain the runoff from the

10O-year, 24-hour precipitation event with a substantial additional reserve capacity

(which equates to a storage capacity of approximately l55Yo of the l0-year,24-hour

precipitation event requirement). However, although a UPDES permit that allows for the

discharge of mine groundwater from Pond 3 and Pond 4 was obtained (See Drawing 5-3

in the Coal Hollow Mine MRP for pond locations), the pond designs apparently did not

explicitly contemplate the storage or discharge of groundwater from the mine. The

reason for this design assumption was because the Coal Hollow Mine MRP envisioned

the diversion of alluvial groundwater that would likely be encountered in the mine

highwalls away from the mine workings without allowing it to flow into the mine pit

2695 N. 600 E. LEHI, UTAH 8,4C,48 (80I ) 766-4006
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areas. Smaller quantities of groundwater (nuisance water) that might potentially be

encountered elsewhere in the mine pits would primarily be managed within the pit areas

without the need to discharge large quantities of water from the mine workings (although

a UPDES permit to discharge such water from Pond 3 or Pond 4 if necessary was

obtained). Accordingly, discharge of appreciable quantities of mine waters was not

anticipated. As indicated in the Coal Hollow Mine MRP (Section 728.332):

Where possible, groundwater that will be encountered in alluvial sediments along

the margins of mine pit areas will be routed through pipes, ditches or other

conveyance methods awayfrom mining areos via gravity drainage so as to

prevent or minimize the potential for interaction with sediments disturbed by

mining operations (including contact with the mined coal seam).

The pumping and discharging of mine waterfrom mine pits at the proposed Coal

Hollow Mine permit orea is not anticipated. The impoundment of substantial

quantities of water within the mine pits would likely result in degradation of
groundwater quality and is also not compatible with the proposed surface mining

technique (the coal extraction operations occur at the bottom of the mine pit and

thus they cannot be performed inflooded mine pits). As discussed above, the only

likelyforeseeable source of appreciable quantities of groundwater is from the

alluvial groundwater systems overlying the low-permeability Tropic Shale in

proposed mining areas. Where this alluvial groundwater is encountered in

mining oreils, it will be diverted away from mine workings prior to signtficant

interaction with sediments in disturbed areas. Any discharge _from the mine pits

that does occur will be regulated under a Utah UPDES discharge permit.

As indicated in the Coal Hollow Mine MRP (section 728.333):

In the unanticipated event that excessive quantities of water were to flow into the

mine pits by any mechanism, the water would be pumpedfrom the pits using a

srtitable pump and piping equipment that will be located on-site at the Coal

2695 N. 600 E. Lrnl, UTAH A4O4g (80r) 76S4006
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Hollow Mine for such a contingency. Such water would be managed

appropriately as required by all applicable State and Federal regulalions.

As noted previously in this report, very large amounts of precipitation were received at

the Coal Hollow Mine area during the winter of 2010-2011. The amount of precipitation

received on 19 December2010 equaled the lO-year,24-hour storm event. Incredibly, the

amount of precipitation received on the following day (20 December 2010) exceeded the

100-year, 24-hour storm event. [n response to this and subsequent precipitation and

snowmelt runoff events, appreciable quantities of water were routed to the sediment

ponds. During the winter of 2010-2011, modest amounts of mine groundwater were also

routed to Pond 3 and some discharge from the pond subsequently occurred. This

discharge occuffed under the approved UPDES discharge permit. It is considered likely

that under a more normal seasonal precipitation regime, gravity discharge from Pond 3

would likely not have occurred (some water is routinely pumped and witl likely continue

to be pumped from the mine sediment ponds for use in dust suppression activities).

In preparation for the dewatering of up-gradient alluvial groundwaters that may be

encountered near mine pit areas via gravity flow through pipes, ditches, or other

conveyance mechanisms (as described in the Coal Hollow Mine MRP), discussions in

that regard have been had with personnel from the Utah Division of Water Quality and

the Utah Division of Oil, Gas and Mining. During these discussions, the plans for the

diverting of shallow groundwaters away from mine workings and the routing of those

uncontaminated alluvial groundwaters to discharge points under a UPDES permit as

described in the Coal Hollow Mine MRP were discussed. Pending final written

authorization from the Utah Division of Water Quality, these plans will be implemented.

Accordingly, these uncontaminated alluvial groundwaters will not be routed to the

sediment ponds. Therefore, under this water management plan (as previously described

in the Coal Hollow Mine MRP) there should be no need to redesign and reconstruct the

existing sediment ponds to account for any storage of appreciable quantities of excess

groundwater in the ponds.

2695 N. 600 E. LeHr, UTAH 84043 (80 r ) 766-4006
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As described above, the sediment ponds have been designed to contain at least 155% of

the required maximum runoff event. Accordingly, there would currently be a designed

storage capacity in the ponds that considerably exceeds the minimum design requirement.

Consequently, under more normal climatic conditions, appreciable quantities of

groundwater could likely be routed to the existing sediment ponds while maintaining the

minimum storage capacity required by the Utah Coal Mining Rules.

Accordingly, it is my professional opinion that the existing pond network meets or

exceeds the minimum requirements of the Utah Coal Mining Rules. Therefore,

construction of new sediment ponds or the addition of additional capacity to the existing

ponds at the Coal Hollow Mine is not necessary at this time.
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Figure 1 Locations of mine pit inflow measurements at the Coal Hollow Mine.



Photograph Section



Pit # I highwall, February 201 l, note lack of discharge from overburden exposed in
highwall and water pooling on pit floor (likely sourced from fluvial channel drainage and
minor weeping from coal seam).



Pit #1 south and east highwalls, February 201 l', note lack of discharge from overburden.



Pit #l Highwall, February 2011, note seepage from southern margin of fluvial channel in
center of photo.



Pit #l floor area

alluvial seepage
left in photo.

February 2011, note
from fluvial channel

pool of water which is
(discharge from fluvial

likely derived largely from
channel is apparent at far



Pit#2 highwall, June 2011, note lack of discharge from overburden.



Area north of Pit #2 highwall, June 201 l, note two alluvial drainage trenches at right of
photo and diffuse seepage from saturated alluvial sediments at center of photo.



Area north of Pit #2 extent, June 2011, note fluvial channel deposits in trench walls.



T

South (upper) end of alluvial drainage intercept trench, June 201 1.



Southwest corner of Pit #2. June 2011, note minor seepage from mine floor of Pit # l.



Northern extent of Pit #2 highwall, June 2011, showing southernmost extent of fluvial
channel in Pit #2 with associated dampness of alluvial sediments.
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UPEDS Permit ]r{o. UTG040027



State of Utah
JONM. HIJNTSIIIAN,IR

Gmernor

GARY HERBMT
Lieutenant Governor

Department of
Enviromnental Quality

William J, Sirclair
Acttng Executive Director

DMSTON OF WArER QUALmY
Walter L. Baker, P.E.

Direclor

April 23,2A09

CERTTI'IEI} MATL
(Return Receipt requested)

Chris McCourt, Manager
Alton Coal Development, LLC
463 Nprth l00 West, Suite I
Cedar City, UT 84720

Dear Mr. McCourt:

Subject: UPDES Coal Mine General Perrnit Coverage No. UTG040027 for the

Enc'.sed,- . #: ffi H:ffi1;::,;:#ff-_-_ *DES) Genera,
Permit No. UTG040000 for the above referenced facility. Coverage under this general permit for
your facility is referred to as application number UTG04002?. The conditions and requirements
ofthepermit are effective as of May 1,2009. Copies of EPA fonn 3320-1, DischargeMonitoring
Reports (Dt"R) forrts, for reporting and self-rnonitoring requirements as specified in the permit,
are available upon request. As a reminder, DMR forms are due in our offrce by the 28th of each
month following each monthly monitoring period.

A fee schedule was included in the Utah Department of Environmental Qualtty Budget
appropriation request at the direction of the Legislature and in accordance with Utah Code
a:rnotated 19-l-201, The fee schedule, as approved by the legislafi:re, includes aprescribed fee
for speciflrc lndr:suial Categories. The prescribed fee for this general permit, UpUES General
Permit for Coal Mine Facilities, is $1,800.00 for a five-year period from Muy 1,.2008 to April 30,
2013. A prorated arnount of $1,440.00 has been appropriated for your permit coverage from May
1, 2009 to April 30, 2013 and a separate invoice had been included herein. Therefore, please
remit $1,440.00 within 30 days from receipt of this letter to:

Department of Environmental Quality
Division of Water Qualify
Atbr: Nicole Carrell
P.O. Box 144870
Salt Lake City, UT 84114-4870

Please be sure to include the invoice number with you rernittajrce.

288 North 1460 West. Salt Lake Cily, UT .

Mailing Address: P,O. Box 144870. Salt Lake City, UT B4l t4-48?0
Telephone (801) 538-6t46. Fa:r {80U 53S,6016 . TD.D. (S0l) S3644t4

w*v.rht1.atah.gov
kinted oo 100% recyclcd pepcr
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AIso, as the State agency charged with the administration of issuing UPDES permits, we are

continuously looking for ways to impiove our quality of service to you. In an effort to improve
the State UPDES pennitting process, we are asking for your input. $ince our customer permittee

base is limited, yotr input is important to us. Please take a few moments to complete the euclosed

questionnaire and return it in the postage paid, self-addressed retun envelope. The results will be

used to improve our quality and responsiveness to our permittees and give us feed back on
customer satisfaction. We will address any issues you identiff on an ongoing basis.

If you have any questions with regards to this mattet, please contact JeffStudenka of this office at

(S0U 538-67?9 or by e-mail at istudenka@.utah.goy.

Sincerely,

V/4"

Qian Zhan5, P.E., EPA Regron VIII (w/ Encl.)
David Blodgett, SW Utah Public Health {w/ Encl.)
John Chartier, SW District Engineer (w/ Encl.)
Daron Haddoclg Utah Division of Oil Gas & Mining (w/ Encl.)
Jim Karpowilz, Utah Division of 

'Wildlife 
Resources

Nathan Damall, U.S. Fish & Wildlife Services

Mike Herkimer, Manager
UPDES IES Section

MFVJS/mc

Enclosures

F:\rvp\GP-Coal Mines\Alton Coal\2009PermitlnvCov.ltr.doc



Permit No, UTG040tl27
Minqr Industrial

STATEOFUTAII
DIVISION OF WATER QUALITY

DEPARTMENT OF ENVIRONMENITAL QUAIJTY
SALTI-AKE CITY, UTAH

AUTIIORZATION TO DISCI{ARGE IJNDER TI{E

UIAH POLLUTAI.IT DISCHARGE ELIMINATION SYSTEM' (uPpEs)

GENERAL PERMIT FOR COAL MINING

In conplimce wilh provisions ofthe Wah.Water Qrality Act, Title 19, Clrqter 5, Wah Code Anwtted
("UU9 I 953, as uunfuil (the'Act'),

Alton Coel Developmeat, LLC - Coal Hollow Project

as identified in the application No. UTGM0027 is autlrorized to disoharge fiom the Coal Hollow Project

^ out&lls to receiving wnlers naned:

It
Lowcr Robinron Cleck rnrl Sink Velley Warlon tributaricr to Krnab Creek ald the Colorado River

' in accodsrce with discharge points, efflueot limitdions, monitoring requiremens and other conditions as set
foffi l€r€in"

This permit shall become effective on May l, 2009.

This permit and the authorization to discharge shall expire at midrright, April 30, 2013.

Signed this 23'd day of April, 2009

Acting Executive Secretary
Utah Water Quatity Board
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PART I

Permit No. UTGfr40fr27

EFFLI,EI\M LIMITATIONS AND MONTTORING REQUIREMENTS

Criteria for Inclusion in the General Permit for Coal Mining

This General perrrit shall apply only to the discharge of treated wastewater from:

Coal mining operations either new or existing in Utah which include or will include in part, or in whole,
alkaline mine water drainage, storm water runofffrom coal preparation plant associated areas, active
mining areas, and post mining areas until the perfonnance bond is released. The total dissolved solids
(TDS) are limited to a concentation of 500 mgl[, at all discharge points, or one ton per day as a surn frorn
all discharges.

Notice of Intent for a General Permit for Coal Mining

Any facility which desires cor'eragc underthis general permit for coal mining and meets the requirements
ofPart I.A. may be issued general permit coverage by submitting a notice of intent (NOI) to the Division
of'Water Quality.

The NOI shall include:

A completed Environmental Protection Agency Application (EPA Form 3510-1) or equivalent
information.

Location and identification number (such as 001, 002, etc.) of each existing discharge and/or
proposed discharge poin{s). This includes the latitude and longitude to the nearest 15 seconds
and the anrrre of the receiving water(s).

A description of the source of the wastewater for each discharge point.

A descrffion of the treatment given or proposed for the wastewater at each discharge point and if
nec€ssary a justification of why no treatment is required.

Flow characteristics for each discharge point such as whether flow is or will be eontinuous or
intermittent and indicate projected and/or actual average and maximlrm flows in gallons per day
(gpd), or million gallons per day (MGD).

Data for each discharge point for the following parameters:

A.

B.

l.

2.

3.

4.

5.

6.

a-

b.

c.
d.
e.

f,

Biochemical demand (BOD5).
Chemical oxygen dernand (COD).
Total organic carbon (TOC).
Total suspended solids (TSS).
Flow.
Ammonia (as N).
Oil and giease.

Terrperahre.
pH.
Total dissolved solids (TDS).
Total ilon and metals, cyanide, phenols located inTable III of UAC R3I7-8-3.12.
For discharge(s) of mine water or mine water and mine water mixed with surface runoff
one acute whole efficiency toxicity test (tffET) using two species and full dilution series

E.
h.
i.
j,
k.
l.
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(five dilutions pius a conhol). Sediment pond discharges which have only zurface runoff
do not require WET tests.

m. Date and time of sampling for each parameter.
n. Date and time of analysis for each parameter.

o. Utah certified laboratory which has completed the analysis for each pararneter.

For each discharge point the presence or absence of any toxic an#or priority pollutants as listed nTable
II, UAC R3T7.8.3.13.

Description ofDischarge Pgin(s). 
,

The authorization to discharge provided'under this permit is limited to those outfalls specifically
designated belou' as discharge locations. Discharges at any location not authorized under a {,JPDES
pennit is a violation of thelct and may be subject to penalties under thelcf. Knowingly dischalging
from an unauthorized location or failing to report an unauthorized discharge may be zubject to crirninal
penalties as provided under theAct.

Oudall Number

001

00 lB

002

003

004

Location of Discharge Point(s)

Storm water runofffrom sediment pond #l to Lower Robinson
Creelq Latitude 37" 24' 13" N, Longitude L12"77' 13"'W.

Storm water runofffrom sediment pond #18 to Lower Robinson
creelg Latitude 37o 24' I l" N, Longitude 11227' 16"w.

Storm water runofffrom sediment pond #}to Lower Robinson
Creelc" Latitude 37" 24' 10" N, Longitude 71227' 16"Y.

Gtound water and storm water runofffrom sediment pond #3to
Los'er Robinson Creelg Latitude 37" 23' 5l' N, Longifirde
112027'53"W.

Ground water and storm water runofffrom sediment pond #4 to
Sink Valley'Wash, Latitude 37" 23? 01r' N, Longitude
112"27'03'W.

D. Narrative Standard.

It shall be unlawful, and aviolation of this permit, for the permittee to discharge orplace any waste or
other substance in such a way as will be or may become offensive such as unnatural deposits, floating
dehris, oil, scum or other nuisances suoh as color, odor or taste, or cause conditions which produce
undesirable aquatic life or which produce objectionable tastes in edible aquatic organisms; or result in
concenfrations or combinations of substances which produce undesirable physiological responses in
desirable resident fish, or other desirable aquatic life, or undesirable human health effects, as determined
by bioassay or other tests performed in accordance with standard procedures.

Specifrc Lim i tatierns and S el f-m o n i torin e Re qu i rem ents.

1. Effective irnmediately *d lasting the duration of this permit, the permittee is authorized to
discharge from Outfalls 001, 0018, 002, 003, and 004. Such discharges shall be limited and
monitored by the pennittee as specifred below:

E.



Effluent
Characteristics
Flow, gpd or MGD
Oil & Grease, mglL
Total IrorL mg/L

Discharge Limitations I
Average Daily

30-Dav 7-Da.y Maximum
N/A N/A NA
N/A N/A 10 c/
N/A N/A I.O
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Monitorin g Requirements
Measurement Sample

_ft€qUency Typ"

Total Suspended Solids, mg/L Z5 35 70
Total Dissolved Solids, mgll 500 d/ N/A NA Monthly Grab e/

The pH shall not be less than 6.5 standard units nor greater than 9.0 standard units in any sample and shall
be monitored monthly by a grab sample.

There shall be no visible sheen or floating solids or visible foam in other than fface amounts.

There shall be no discharge of sanitary wastes or process water from coal preparation plants.

N.A. - Not Applicabte.

d See Definitions, Part V.Afor definition of terms.

bt For intermittent discharge, the duration of the discharge shall also be reported.

al Ha visual sheen for oil and/or grease is observed, or there is another reason to believe oil
and/or grease rnay be present in the discharge, then a grab sample must be taken
immediately and the results shall not exceed l0 mg/L.

If each outfall snnnot achieve a 30-day average of 500 mgll, then the permittee is limited
to one ton (2000 lbs) per day as a sutrl from all outfalls.

These samples may also be a composite sample.

Samples taken in compliance with the monitoring requirements specified above shall be taken at
the following location(s): in the final effluent before mixing with any receivirg waters.

Any discharge or increase in the volume of a discharge caused by precipitation within any 24
hor,r period less than or equal to the 10-year, Z4-hour precipitation event (or snowrnelt of
equivalentvolume) at outfall(s) (from approved decant procedures only) may comply with the
following limitations instead of the otherwise applicable limitations for TSS in Part I.E"l:

d/

el

Monthly
Monthly
Monthly
Monthly

Dailv Maximum

0.5 mlll

Mehsured bf
Visual/Grab
Grab e/
Grab e/

2.

3.

Effl u ent Characteristics

Settleable Solids

4.

In additionto the monitoring requirements specified under Part I.E.l all effluent samples

collected during storm water discharge events shall also be analped for settleable solids.
Such analyses shall be conducted monthly by grab samples.

Any discharge or increase in the volume of a discharge caused by precipitation within any 24
hour period greater than the lO-year, 24 hour precipitation event (or snowmelt of equivalent
volume) at ouffall(s) from sedimentation ponds may cornply with the following limitations
instead of the otherwise applicable limitations:
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The pH shall not be less than 6,5 standard units nor greater than 9.0 standard units.
However as stated in Part I.E.3, all effluent samples collected during storm-water

. discharge events shall be analyzed for settleable solids and parameters identified under
Part I.E.1.

5. The operator shall have the burden of proof that the discharge or increase in discharge was caused

by the applicable precipitation event described in Parts I.E.3 and 4. The alternate limitations in
Parts I.E.3 and 4 shall not apply to treatnent systems that treat underground mine water only.

6. Additional monitoring shall be required for facilities that discharge into waters or watersheds on
the Utah 303{d) list of impaired waters. These facilities shall be required to monitor for the

pollutant(s) that cause the irnpairment for these waters. The Division of Water Quality will
incorporate any additional sampling requirements for parameters of concern,

S-tonn Water Requircments. It has heen determined thet the aforementioned permittee has a regulated

storm water discharge as per UAC R317-8-3.9., therefore, the following permit conditions governing

storm water discharges apply.

1. Coveraee ofThis Section.

a. Discharges Cove.red Under This Section. The requirements listed under this section shall
apply to storur water discharges from this perrrified facility, subjectto effluent
Iimitations listed in Pavt I.E. of this pennit.

l) Site Coverage. Storm water discharges from the following po*ions of this
permitted facility may be eligible for this permifl haul roads (nonpublic roads on
which coal or coal refuse is conveyed), access roads (nonpublic roads providing
light vehiculnr traffic within tho facility property and to public roadways),

railroad spurs, sidings, and internal haulage lines (rail lines used for hauling coal

withinthe facility properfy and to offsite commercial railroad lines or loading
areas), conveyor belts, chutes, and aerial trarnway haulage areas (areas under and

around coal or refuse conveyor areas, including transfer stations), equipment
storage and maintenance yards, coal handling buildings and struchres, ild
inactive coal mines and related afeas (abandoned and other inactive mines, reftse
disposal sites and other mining-related areas on private lands).

2. P.rohibitionofNo,n-stormlVaterDischarges.

a. The following non-stonn water discharges may be authorized by this permit provided the

non-storm water component of the discharge is in compliance with this section; frre
fighting activities; fire hydrant flushings; potable water sources including waterline
flushings; drinking fountain water; irrigation drainage, la;wn watering; routine extemal
building washdown water where detergents or other compounds have not been used in
the process; pavement washwaters where spills or leaks of toxic or hazardous materials

iinctuding oils and fuels) have not occrured (unless all spilled material has been

rernoved) and where detergents are not used; air conditioning condensate;

uncontrtminated compressor condensate; uncontaminated springs; uncontaminated ground

water; and foundation or fcoting drains where flows are not contaminated with process

materials such as solvents.
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Storm Water Pollution Prevention Plan Requirements. Most of the active coal mining-related
areas, described in paragraph l. above, are subject to sediment and erosion contol regulations of
the U.S. Offrce of Surface Mining (OSM) that enforces t}re Surface Mining Control and
Reclamation Act (SMCRA). OSM has granted authority to the Utah Division of Oil Gas and
Mining (DOGM) to implement SMCRA through State SMCRA regulations. AII SMCRA
requirements regarding control of erosion, siltation and other pollutants resulting from storm
water runoff, including road dust resulting from erosion, shall be primary requiremdnts of the
pollution prevention plan and shall be included in the contents of the plan directly, or by
reference. lVhere determined to be appropriate for protection of water quahly, additional
sedimentation and erosion conhols rnay be waranted.

a. Contents of Plan. The plan shall include at a minimurn, the foltowing items:

l) Pollution Prevention Team. Eash plan shall identiff a specific individual or
individuals within the facility organization &s members of a storrr water
Pollution Prevention Team that are responsible for developing the storm water
pollution prevention plan and assisting the facility manager in its
implementation, 4aintenance, and revision. The plan shall clearly identifii the
responsibilities of lach team member. The activiiies and responsibilities of the
team shall address all aspects of the facility's storm water pollution prevention
plan.

2) Description of Potential Pollut'ant Sources. Each plan shall provide a description
of potential sources that may reasonably be expected to add significant anounts
of pollutants to storm water discharges or that may result in the discharge of
pollutants durin$ dry weather from separate storm sswers draining the facility.
Each plan shall identify all activities and significant materials that may
potentially be significant pollutant sources. Each plan shall include, at a
minimum:

Deadlines forPlan heparation and Complianoe
The permittee shall prepare, implement and/or update a plan in
compliance with the provisions of this section within 270 days of the
effective date ofthis permit.

Keeping Plans Current

The permittee shall amend the plan whenever there is a change in design,
conshuction, operation, or mainte,nance, that has a significant effect on
the potential for the discharge of pollutants to the waters of the State or if
the storm water pollution prevention plan proves to be ineffective in
eliminating or significantly minimizing pollutants from sourcos
identified by the plan, or in otherwise achieving the general objectives of
controlling pollutants in stonn water discharges associated with the
activities at the mine.

Drainage.

(l) A site ffiep, such as a drainage map required for SMCRA permit
applications, that indicate drainage areas and storm water
outfalls. These shall include but not be limited to the following:

a)

b)

c)



(a)
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Drainage direstion and discharge points from all
applicable mining-related areas described in paragraph
1.a(1). (Site Coverage) above, including culvert and
sump discharges from roads and rail beds and also from
equipment and maintenance areas subjectto storm runoff
of fuel,luhricants and other potentially harmful liquids.

Location of each existing erosion and sedimentation
control strucfirre or other control measures for reducing
pollutants in storm water runoff.

Receiving streams or other surface water bodies.

Locations exposed to precipitation that contain acidic
spoil, refilse or unreclaimed distrirbed areas.

Locations where major spills or leaks of toxic or
hazardous pollutants have occurred.

Locations where liquid storage tanks containing
potential pollutants, such as caustics, hydraulic fluids
and lubricants, are exposed to precipitation.

Locations where fueling stations, vehicle and equipment
maintenance areas are exposed to precipitation.

(c)

(d)

(e)

(f)

(h) Locations of outfalls and the types of discharges
contained in the drainage areas of the oudalls.

(2) For each area of the facility that generates storm water'
discharges associated with the mining-related activity with a
reasonable potential for iontaining significant arnounts of
pollutants, a prediction of the direction of flow, and an
identification of the types of pollutants that are likely to be
present in storm water discharges associated with the activity.
Factors to consider include the toxicity of the pollutant; quantrty
of chemicals used, produced or discharged; the likelihood of
contast with storrn water; and history of significant leaks or
spills of toxic or hazardous pollutants. Flows wittr a significant
potential for causing erosion shall be identified.

Inventory ofExposed Materials. An inventory ofthe types of mpterials
handled at the site that potentially may be exposed to precipitation. Such
inventory shall include a narative description of significant materials
that have been handled, treated, stored or disposed in a inarrner to allow
sxposure to storm water method and location of onsite storage or
disposal; materials management practices ernployed to minimize contact
of materials with storm water runoffa description of existing sf,'r.rctural
and nonstructural control measlnes to reduce pollutants in storm water
runoff; and a description of any treatment the storm water receivss.

Spills and kaks. A list of significant spills and leaks of toxic or

(b)

(e)

d)

e)
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hazardous pollutants that occurred at areas that are exposed to
precipitation or that othenvise drain to a stonn water conveyance at the
facilify beginning 3 years priorto the effective date of this permit, Such
list shall be updated as appropriate during the term of the permit.

D Sampling Data. A summary of any existing discharge sampling data
describing pollutants in storm water discharges from the portions of the
fasility covered by this permit, including a summary of dny sarnpling
data collected during the term of this permit.

g) Risk Identification and Sumrnary of Potential Pollutant Sources. A
nanative description of the potential pollutant sources from the following

- .activities: truck taffic on haul roads and resulting generation of
sediment subject to runoff and dust generation; firel or other liquid
storage; pressure lines containing slurry, hydraulic fluid or other
potential hannful liquids; and loading or temporary storage of acidic
refuse or spoil. Specific potential pollutants shall be identified where
known.

M$.asures and Conhols, The permittee.shall develop a description of storm water
management control* appropriate for the facility and irnplement such controls.
The appropriateness and priorities of controls in a plan shall reflect identified
pote,ntial sources of pollutants at the permitted facility. The description of storm
water managernent controls shall address the follorring minimum components,
including a schedule for implementing such controls.

Good Housekeepins. Good housekeeping requires the maintenance of
ateas.that may contribute pollutants to storm water discharges in a clean,
order$ rnanner. These are practices that would minimize the generation
of pollutants at the source cr before it would be necossary to employ
sediment ponds or other control measures at the discharge outlets.
Where applicable, such measures or other equivalent measures would
include the following: sweepers and covered storage to minirnize dust
generation and storm runoff; conservation ofvegetation where possible
to minimize erosion; watering ofhaul roads to minimize dust ge,neration;
collection,'removal, and proper disposal of waste oils and other fluids
resulting from vehicle and equipmeut maintenance; or other equivale,lrt
measures.

Preventive Maintenance. A preventive maintenance program shall
involve timely inspection and maintenance of storm water management
devices as well as inspecting and testing facility equipment and systems
to uncover conditions that could oause brehkdowns or failures resulting
in discharges of pollutants to surface waters, and ensrrring appropriate
maintenance of such equipment and systems. lVhere applicable, such
measure-s would include tlre following: removal and propcr disposal of
settled solids in catch basins to allow sufficient retention capacity;
periodic replacement of siltation control measures subject to
deterioration such as straw bales; inspections of storage tar:ks and
pressure lines for fuels, lubricants, hydraulic fluid or slurry to prevent
leaks due to deterioration or faulty connections; or other equivalent
measures-

a)

b)
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Spill Prevention and Response Procedures. Areas where potential spills
that can contribute pollutants to storm water discharges can occur, and
their eccompanying drainage points shall be identifi.ed clearly in the
storm water pollution prevention plan. Where appropriate, specifying
material handling procedures, storage requirements, and use of
equipment such as diversion valves in the plan should be considered.
Prosedures for cleaning up spills shall be identified in the plan and made
available to the appropriate personnel. The necessary equipment to
implement a clean up shall be available to personnel.

Insnections. In addition to or as part of the comprehensive site
evaluation required under paragraph 3.a.(4) of this section, qualified
facility personnel shall be identified to inspect designated areas of the
facility at appropriate intervals specified in the plan. The following shall
be included in the plan:

(1) Active-Mining-Relatedjreas and Those-Inactive Areas Under
SMCRA Bond Authoriry* The plan shall require quarter$
inspections by the facility personnel for areas of the faciliry
covered by pollution prevention plan requiremenE. This
inspection interval corresponds with the quarterly inspections for
the entire facility required to be provided by SMCRA authority
inspectors for all mining+elated areas under SMCRA authority,
including sediment and erosion control measures- Inspections by
the facilityrepresentative may be done at the same time as the
mandatory inspections performed by SMCRA inspectors.
Records of inspections ofthe SMCRA authoritv facility
rellresentative shall be maintained.

@ Inactive Mining-Related Areas,Ngt Under SMCRA Bond. Tbe
plan shall require annual inspections by the facilip
representative excep in situations referred to in paragraph
3,a.(aXd) below.

(3) Inspection Records, The plan shall require that inspecfion
records of the facility representative and those of the SMCRA
authority inspector shall be maintained. A set of tracking or
follow-up procedures shall be used to ensure that appropriate
actions are taken in response to the inspections.

Employ.ee Training. Employee training programs shall inforrr personnel
responsible for implementing activities identified in the storm water
pollution prevention plan or otherwise responsible for stonn water
management at all levels of rdsponsibility of the components and goals

of the storm water pollution prwention plan. Training should address

topics such as spill response, good housekeeping and material
management practices. The pollution prevention plan shall identiff
periodic dates for such training.

Record keeping and Internal Reporring Procedures. A description of
incidonts (such as spills, or other discharges) along with other

d)

e)

t0
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inforuration describing the qualrty and quantity of storm water discharges
shall be included in the plan required under this part. Inspections and
maintenance activities shall be documentgd and records of such activities
shall be incorporated into the plan.

g) Non-storm Wgter Discharees.

Certifrcation- The plan shall include a certification that the
discharge has been tested or evaluated forthe presence of non-
stonn water discharges such as drainage from underground
portions of inactive mines or floor drains from maintenance or
coal handling buildings. The certification shall include the
identification of potential significant sources of non-storm water
discharges at the site, a description of the results of any test
and/or evaluation, a description of the evaluation criteria or
testing method used, the date of any testing and/or evaluation,
and the onsite drainage points that were direct$ obserued during
the test. Certifications shall be signed in accordance with Part
w.G.4. of this permit.

(2) Excgptions. .Except for flows from fire fighting activities,
authorized sources of non-storm water listed in Pan I.F.2.a. that
are combined with storm water discharges associated with
industrial activity must be identified in the plan. The plan shall
identiff and ensure the implementation of appropriate pollution
prevention measures for ttre non-storm water component(s) of
the discharge.

(3) Failure to Ce-rtift. If the perrrittee is unable to provide the
certification required (testing or other evaluation for non-storm
water discharges), the Executive Secretary must be notifred
within 180 days after the effective date of this pennit- If the
failure tocertiff is caused by the inability to perform adequate
tests or evaluations, such notification shall describe: the
procedure of any test conducted for the presence ofnon-storm
water discharges; the results of such test or other relevant
observations; potential sources of non-storm water to the storm
discharge lines; and why adequate tests for such stonn discharge
lines were not feasible. Non-storm water dischargeb to waters of
the State that are not authorized by a UPDES permit are
unlavrfirl, and must be terminated.

Sediment and Erosion Control. The plan shall identify areas that, due to
topography, activities, or other factors, have a high potential for
significant soil erosion, and identifu structural, vegetative, an#or
stabilization measures to be used to limit erosion and reduce sediment
concenhations in storm water discharges. As indicated in paragraph
I.F.3. above, SMCRA requirements regarding sediment and erosion
conh'ol measures are primary requirements of the pollution prevention
plan for mining-related areas subject to SMCRA authority. The
following sediment and ercsion control rneasures or other equivalent
measures, should be included in the plan where reasonable and

(1)

h)

ll
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appropriate for all areas subject to storm water runoff:

(l) $tabilization Measurps. Int€rim and permanent stabilization
measures to minimize erosion and lessen amount of sfuctural
sediment control measures needed, including: mature vegetatlon. preservation; temporary seeding; permanent seeding and
planting; temporary mulehing matting, and netting; sod
stabilization; vegetative buffer strips; temporary chemical mulch,
soil binders, ffid soil palliatives; nonacidic road surfacing
material; and protective trees,

(2) Structural Measures. Stnrct.ural rneasures to lessen erosion and
reduce sediment discharges, including: silt fences; earth dikes;
straw dikes; gradient terraces; drainage swales; sediment traps;
pipe slope drains; porous rock check dams; sedirnentation ponds;
riprap channel protection; capplng of contaminated sources; and
physical/chemical treaffient of stonn water.

i) Manage.ment of Floq. The plan shall contain a narrative consideration of
the appropriateness oftraditional storm water management practices
(other than those as sedirnent and erosion control measures listed above)
used to manage storm water runoff in a mantter that reduces pollutants in
storm waterrunofffrom the site. The plan shall provide that the
measures, which the permittee determines to be reasonable and
appropriate, shall be implemented and maintained. Appropriate
measures may include: discharge diversions; drainage/storm water
conveyances; runoff dispersion; sediment control and collection;
vegetation/soil stabilization; capp ing of contamin ated sources; treatmenfi
or other equivalent measures

Cornprehensive Site Compliance Ey4luation- Qualified personnel shall conduct
site compliance evaluations at intervals specified in the plan, but in no case less
than once ayear. Such evaluations shall provide:

a) Areas contributing to a storm water discharge associated with coal
mining-related areas shall be visually inspected for evidence of or the
potential for, pollutants entering the drainage system. These areas
include haul and access roads; railroad spurs, sidings, and internal
haulage lines; conveyor belts, chutes and aerial famways; equipment
storage and maintenance yards; coal handling buildings and shuctures;
and inactive rnines and related areas. Measures to reduce pollutant
loadings shall be evaluated to deterrnine whether they are adequate and
properly implemdnted in accordance with the tenns of the permit or
whether additional control measures are needed. Struchrral storm water
management nreasures, sediment and erosion control measures, ffid other
structural pollution prevention measures, as indicated in paragraphs
3.a.(3Xh) and 3.a.(3)(i) above and where identified in the plail, shatl be
observed to ensure that they are operating correctly. A visueil evaluation
of any equipment needed to implement the plan, zuch as spill response
equipment, shall be made.

b) Based on the results of the evaluation, the description of potential

72



PART I
Permit No.II[G04002?

pollutant sources identified in the plan, in accordance with paragraph
3.a.(2) of this section, and pollution prevention measures and controls
identified in the plan, in accordance with paragraph 3.a.(3) of this
sectiono shall he revised as appropriate within 2 weeks of zuch evaluation
and shall provide for implernentation of any changes to the plan in a
timely rnanner. For inactive mines, zuch revisions may be extended to a
maximum of 12 weeks afterthe evaluation.

A report summarizing the scops of the evaluation, personnel making the
evaluation, the date(s) of the evaluation, major observations relating to
the implementation of the storm water pollution prevention plan, and
actions taken in accordance with paragraph 3.a.(4[b) above shall be
made and retained as part of the storm water pollution prevention plan
for at least 3 years after the date of the evaluation. The report shall
identiff any incidents of noncompliance. where a report does not
identiff any incidents of noncompliance, the report shall contain a
certification that the facility is in compliance with the storm water
pollution prevention plan and this perrnit. The report shall be signed in
accordance with Part IV.G.4, (Signatory Requirements) of this permit.

$/here compliance evaluation schedules overlap with inspections
required under 3.a.(3Xd), the compliance evaluation.may he conducted in
place of one such inspection. lVhere annual site cornpliance evaluations
are shawn in the plan to be impractical for inactive mining sites due to
the remote location and inaccessibility of the site, site inspections
required under this part.shall be conducted at appropriate interuals
specified in tho plan, bu! in no case less than once in 3 years.

Numeric EffiuentLimitations. There are no additional numeric effluent limitations beyond those
described in Part I.E. of this permit.

Monitoring and Reporting Requirements.

a. BenchmarkAnalytical'Monitorine Roquiroments. The permittee mnst monitor their
storrn water discharges associated Erith industrial activity at least quarterly (4 times per
year) during years 2 and 4 of the pennit cycle except as provided in paragraphs 5.a.(3)
(Sampling Waiver), S.a.(a) (Reprdsentative Discharge), and 5.a.(5) (Alternative
Certification). The permittee is required to monitortheir storm water discharges for the
pollutants of concern listed in Table E. below. Reports must be made in accordance wiflr
5.b. @eporting). In addition to the parameters listed in Table E. below, the pennittee
must provide the date and duration (in hours) of the storrr event(s) sampled; rainfall
measurcments or estimates (in inches) of the storm event that generated the sarnpled
runoffi, the duration between the storm event sarnpled and the end of the previous
measurable (greater than 0.1 inch rainfall) storm event; and an estimate of the total
volume (in gallons) of the discharge sampled.

. The results of benchmark monitoring are primarily for the permittee's use to deterrnine
the overall effectiveness of the SWPPP in contolling the discharge of pollutants to
receiving waters. Benchmark values are not viewed as perrrit limitations. An exceedence
of a benchmark value does not, in and of itself, constitute a violation ofthis permit.
While exceedences of a benchrnark value does not automatically indicate a violation of a
water quality standard has occu:red, it does signal ttrat modifications to the SWPPP or

c)

d)

4.
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more specific pollution prevention controls may be necessary.

Monitorine Periods. The permittee shall monitor samples collected during the
sampling periods of: January through March, April ttuough June, July through
September, and October through December during the second and fourth years of
this permit cycle.

Sample Tlpe. A minimum of one grab sample shatl be taken. All such samples
shall be collected from the discharge resulting frorn a storm eventthat is greater
than 0.1 inches in magnitude and that occurs at least 72 hours from the
previously measurable (greater than 0.1 inch rainfall) storm event. The required
?Z-hour storm event interval is waived where the prec,eding measurable storm
event did not result in a measurable discharge from the facility. The required 72-
hour storm event interval may also be waived where the per:nittce documents
ttnt less than a ?Z-hour interval is representative for local storm events during the
sesson when sampling is being conducted. The grab sample shall be taken
during the first 30 minutes of the discharge. ffthe collection of a grab sample
during the fust 30 minutes is impracticable, a grab sample can be taken druing
the first hour of the discharge, ffid the discharger shall zubmit vdth the
monitoring report a description of why a grab sample during the first 30 minutes

. was impracticable. If storm water discharges associated with industrial activity
commingle with process or nonprocess water, then where practicable pennittees
rnust attempt to sample the storm water discharge before it mixes with the non-
storm water discharge.

Sampling Waiver.

a) Adverse Conditions. If the permittee is unable to collect samples within
a specified sampling period due to adverse slimatic conditions, thus a
substitute sample shall be collected from a separate qualifuing event in
the next monitoring period and the data zubmitted along with the data for
the routine sample in that period. Adverse weather conditions that may
prohibit the collection of saurples include weather conditions that create
dangerous conditions for personnel (such as local flooding, high winds,
hurricanes, tornadoes, electrical storms, etc,) or otherwise make the
collection of a sample impracticable (dtought, extended frozen
conditions, etc.).

b) Low Concentration Waiver. When the average concentration for a
pollutant calculated from all monitoring data collected from an ouffall
during the second year monitoring is less than the coffesponding value
for that pollutant listed in Table E. under the column Monitoring Cut4ff
Concentration, the permittee may waive monitoring and repcrting
requirements for the fourthyear monitoring period, The permittee

z)

3)

Table E.
irements for Coal Facilities

Pollutants of Concern Cut-Off Concentration
Total Recoverable Aluminum 0.?5 melt,
Total Recoverable hon 1.0 mq/L
Total Susnended Solids 100 msll,
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must submit to the Executive Secretary, in lieu of the monitoring dafa, a

certification that there has not been a significant change in industial
activity or the pollution prevention mensuras in area of the facility that
drains to the outfall for which sampliog was waived.

c) Inactive and Unstaffed Site. If the permittee is unable to conduct
' quarterly chemical storrr water sampling at an inactive and unstaffed

site, the operator-of the facilrty may exercise a waiver of the monitoring
requirements as long as the facilityremains inactive and unstaffed.
The permittee must submit to the Executive Secretary, in lieu of
monitoring data, a certification statement on the Storm $fater Discharge
Monitoring Report (SWDMR) stating that the site is inactive and
unstaffed so that collecting a sample during a qualifying event is not
possible.

Reprcsentative Discharee. If the permittee has two or more outfalls that, based
on a conside,ration of indusnial activity, significantmaterials, and managernent
practices and activitias within the area drained by the outfalf discharge
substantially identical effluents, the permittee may test the effluent'of one of such
cutfalls and report that the quantitative data also applies to the substantially
identical outfall(s) provided thatthe permittee includes in the storm water
pollution prevention plan a description of the location of the outfalls and explains
in detail why the outfalls are expected to dissharge substantially identical
effluents. In addition, for each outfall that the permittee believes is
representative, an estimate ofthe size of the drainage area (in square'feet) and an
estimate of the runofiflcoefficient of the drainage area [e.g., low (under 40
percent), medium (40 to 65 percent), or high (above 65 percent! shall be
provided in tlre plan. The permittee shall include the description of the location
of the ouffalls, explanation of why outf,alls are expected to discharge substantially
identical effluents, and estimate ofthe size of the drainage area and runoff
coefficient with the SWDMR

Alternative Certification. The Permittee is not subjectto the monitoring
requirements of this section provided that certification is made for a given outfall
or on a pollutant-by-pollutant basis in lieu of monitoring reports required under
paragraph b. below, under penalty of law, signed in accordance with Part IV.G.4.
(Signatory Requirernents)- The Certification shall state that material handling
equipment or activities' raw materials, intormediate producfs, final products,
waste rnaterials, by-products, industrial machinery or operations, or significant
materials from past industrial activity that are located in areas of tle facility
within the drainage area of the outfall are not presently exposed to storm water
and are not expected to be exposed to storm water for the certification period,
Such certification must be retained in the storm water pollution prevention plan,
and submitted to DWQ in accordance with Part II.D. of this permit. In the case

of certifuing that a pollutant is not present, the permittee must submit the
certification along with the monitoring reports required under paragraph b.
below. If the permittee cannot certify for au entire period, they must submit the
date exposure was eliminated and any monitoring required up until that date.
This certification option is not applicable to compliance monitoring requirements
associated with effl uent limitations.

Reportins. The permittee shall submit monitoring restrlts for each ouffall associated with
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industrial activity [or a certification in accordance with Sections (3), (4), or (5) aboveJ
obtained during the second year reporting period, on Storm 'Water Discharge Monitoring
Report (SUIDMR) form(s) postmarked no lator than the 3 tst day of the following March.
Monitoring results [or a certification in accordance with Sections (3), (4), or (5) aboveJ

obtained during the fourth year reporting period shall be submitted on SWDMR form(s)
postnarked no later than the 3lst day of the following March. For each outfall, one
signed SWDMR form must be submitted to the Executive Secretary per storm event
sampled. Sigued copies of SWDMfu, or said cerffications, shall be submitted to the
Execu[ive Secretary at the address listed in Part tr.D. of the permit.

Visu.al Examination of Storm Water Oualitv. The perrnittee shatl perforrr and document
a visual examination of a representative storm water discharge atthe following
frequencies: quarterly for active areas imder SMCRA bond located in areas with average
annual precipitation over 20 inches; semi-annually for inactive areas under SMCRA
boncl, and active areas under SMCRA bond located in areas with average annual
precipitation of 20 inches or less; visual examinations are not required at inactive areas
not under SMCRA bond.

Visual Monitoring Periods. Examinations shall be conducted in each ofthe
following periods for the purposes of visually inspecting storm water runoffor
snow melt: Quarterly-January through March; April through fune; Julythrough
September; and october throu gh December. Semi-anmrally-January through
June and Julythrough December.

Sample and,Data Collection. Examinations shall be made of samples collected
within the first 60 minutEs (or as soon thereafter as practical, but not to exseed
two hours) of when the n:noffor snowrnelt begins discharging. The
examinations shall document observations of color, odor, clarity, floatin$ solids,
settled solids, suspended solids, foam, oil sheen, and other obvious indicators of
storm water pollution. The examination must be conducted in a well-lit area. No
analytical tests are required to be performed on the samples. All such samples
shall be collected from the discharge resulting from a storm event that is greater
than 0.1 inches in magnitude and fhat occurs at least 72 hourc frorn the
previously measurable (greater than 0.1 inch rainfal$ storm event. Where
practicable, the snmc individual will carry out the collection and examination of
discharges for the life of the permit.

Visua.lr$tonn Water Discharge Examination Reports. Visual examination reports
must be maintained onsite in the pollution prevention plan. The report shall
include the examination date and time, examination personnel, the nature of the
discharge (i.e., runoffor snow melt), visual quality of the storm water discharge
(including observations of color, odor, clarity, floating solids, settled solids,
suspended solids, foam, oil sheen, and other obvious indicators of storrn water
pollution), and probable sources of any obseled storrn water contamination.

1)

2)

3)
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MONITORING, RECORDING AT-ID REPORTING REQUIREMENTS

Representative Sampling. Samples taken in compliance with the rnonitor{ng requirements established
under Pwt f shall be collected from the effluent stream prior to discharge into the receiving waters.
Samples and measurements shall be representative of the volume and nahrre of the monitored discharge.
Sludge samples shall be collected at a location representative offie quality of sludge immediately prior to
the use-dis:posal practice.

Monitorinq Procedures. Monitoring must be conducted according to test procedures approved under {Jtah
Administrative Code ('UAC") RJIT-2-10, unless other test procedures have been specified in this permit

Penalties for Tampering. Thez{ct provides that any penion who falsifies, tampers with, or knowingly
renders inaccurate, fltry monitoring device or method required to be maintained under this perrrit shall,
upon conviction, be punished by a fine of not mors than $10,000 per violafion, or by imprisonment for
not more than six months per violation, or by both.

Reportins-of Monitoring Results. Monitoring results obtained during the previous month shall be
summarized for each month and reported monthly on a Discharge Monitoring Report Form (EPA No.
3320-1), post-marked no later than the 28th day of the month following the conpleted reporting period.
The frst report for the MAy 2009 monitoring period is due on J_unc 28,2009. ffno discharge occurs
during the reporting period, "no dischargeu shall be reported. I*gible copies ofttrese, and all other
reports including whole effluenttoxicity $ruD test reports required herein, shall be signed and certified
in accordance with the requiroments of Signatory Requirements (see Part IY.q, and submitted to the
Director, Division of Water Quality at the following addre.ss:

original to: Deparhent of Environmental Quality
Division of Water Quality
288 North 1460 West
PO Box 144870

alt Lake City, Utah 841144870

Compliance Schedules, Reports of compliance or noncornpliance wffi, or any progress reports on,
interim and final requirements contained in any Compliance Schedule of this perrmit shall be submitted no
later than 14 days following each scheclule date.

Additional Monitoring by the Permittee. If the permittee monitors any parameter more frequenflythan
required by this permit, using test procedures approved under UAC R317-2-10 or as otherwise specified in
this perrrit, the results ofthis monitoring shall be included in the calculation and reporting of the data
submitted in the DMR. Such increased frequency shall also be indicated. Only those parameters required
by the permit need to hs reported.

Recods Contents. Records of monitoriug information shall include:

B.

C.

D.

E.

F.

G.

1.

2.
3.
4.
5.
6.

The date, exact placg and time of sampling or measurements:
The individual(s) who performed the sampling or measurements;
The date(s) and time(s) analyses were performed;
The individual(s) who performed the analyses;
The analytical techniques or methodsused; and,
The results of such analyses.
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Retention of Records. The permittee shall retain records of irll monitoring information, including all
calibration and maintenance records and all original strip chart recordings for continuous monitoring
insffumentation, copies of all reports required by this permit, and records of all data used to complete the
application forthis perrnit, for a period of at least three years from the date of the sample, measurement,
report or application. This period may be extended by request of the Execirtive Secretary at any time. A
copy of this IJPDES permit must be maintained on site during the duration of activity at the permitted
location.

Twentv-four Hour Notice of Noncomnliance Reportin g

l. The permittee shall (orally) report any-noncompliance which may seriously endanger health or
environment as soon as possible, but no later than twenty-fout Q4j hours from the tirne the
permittee first became aware of circumstances. The report shatl be made to the Division of Water
Quality, (801) 538-6146,or24 houranswering service (801) 536-4123.

The following occuffences ofnoncompliance shall be reported bytelephone (801) 536-4123 as
soon as possible but no laterthan 24 hourt frorn the time the permittee becomes alvare of the
circumstances:

Any noncompliance which may endanger health or the environmenfi

Any unanticipated bypass which exceeds any effluent limitation in the permit (See Parf
III.G, Bypass of Treatment Facilities.);

Any upset which exceeds any effluent limitation in the pennit (See Parf W.H, Upset
Conditions.); or,

Violation of a maximum daily discharge limitation for any of the pollutants listed in the
permit.

A written submission shall also be provided within five days of the time that the permittee
becornes aware ofthe circumstances. The written submission shall contain:

A deseription ofthe noncompliance and ie cause;

The period ofnoncompliance, including exact dates and times;

The estimated time noncompliance is expected to continue if it has not been conected;
and,

Ste'ps taken or planned to reduce, eliminate, and prevent reoccuffence of the
n0ncompliance.

e. Steps taken, f *y, to mitigate the adverse impacts on the environment and human health
during the noncompliance period.

The Executive Secretary may waive the writkn report on a case-by-case basis if the oral report
has been received within 24 hours by the Division of Water Quality, (801) 538-6146.

Reports shall be submitted to the addresses tn Part ILD, Reporting of Monrtoring Resutts.

2.

b.

d.

3.

b.

d.

4.

5.
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OtherNoncompliance Renq,lrling. Insknces of noncompliance not required to be reported u'ithin 24 hours
shall be reported at the time thatmonitoring reports for Part II.D are submitted. The reports shall contain
the information listed inPart ILL3.

Inspection and Enfu'v. The permittee shall allow the Executive Secretary, or an authorized representative,
upon the prtsentation of credentials and other documents as may be required by law, to:

l.

2.

3.

4.

Enter upon the permittee's premises where a regulated facility or activity is located or conducted"
or where records must be kept under the conditions of the permi{

Have access to and copy, at reasonable fimes, any records that must be kept under the conditions
ofthis permit;

Inspect at reasonable times any facilities, equipment (includingmonitoring and control
equipment), practices, or operations regulated or required under this permifi and,

Sample or monitor at teasonable times, for the purpose of assuring pennit compliance or as
otherwise authorized by the Act, any substances or parameters at any location.

l9
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COMPLIANCE RES PONSIB ILITIES

Duty to Comply- The permittee must complywith all conditions of this permit. Anypermit
noncompliance constitutes a violation of the Act and is grounds for enforcement action; for pennit
termination, revocation and reissuance, or modification; or for denial of a permit renewal application.
The permittee shall give advance notice to the Executive Secretary of any planned changes in the
permitted facility or activity vrhich may result in noncompliance with permit requirements.

Penalties for Violations of Permit Canditions. The.r{cf provides that any person who violates a permit
condition implementing provisions of the Act is subjectto a civil penalty not to exceed $10,000 per day of
such violation. Any person who willfully or negligently violates perrnit conditions of the Act is subject to
a fine not exceeding $25,000 per day of violation; Any person convicted under UCA I9-5-l I5(Z) a
second time shall be punished by a fine not exceeding $50,000 per day. Except as provided al Part III.G,
Bypass of Treannent Fadlities and Pwt IILH, Upset Conditions, nothing in this permit shatl be construed
to reliEve the permittee of the civil or criminal penalties for noncornpliance.

Need to Halt or Reduce Activity not a Defense. It shall not be a defense for a permittee in an enforcement
action that it would have been neccssaryto halt or reduce the permitted activity in order to maintain
compliance with the conditions ofthis permit.

Duty to Mitigate. The permittee shall take all reasonable steps to minimize or prevent any discharge in
violation ofthis pennit which has a reasonable likelihood of adversely affecting human health or the
environment.

Proper Operation and Maintenancq. The permittee shall at all times properly operate and rnaintain all
facilities and systems of treatuent and control (and related appurtenances) which are installed or used by
the permittee to achieve compliance with the conditions of this permit. Proper operafion and maintenancs
also includes adequate laboratory controls and quality assurance procedures. This provision requires the
operation of back-up or auxiliary facilities or similar systerns which are installed by a permittee only
when the operation is necessaryto achieve compliance with the conditions ofthe permit,

Removed Substances. Collected screening, grit, solids, sludges, or other pollutants removed in the course
of treatment shall be buried ordisposed of in such a manner so as to prevent any pollutant from entering
any waters of the state or creating a health hazard. Sludge/digister supernatant and filter backwash shall
not directly enter either the final effIuent or waters of the state by any other direct route.

B,)?ass of Trealnent Fac,ilities.

1. Blpdss Not Exceedins Limitations- The perrnittee may allow any bypass to occur which does not
caruie effluent limitations to be exceeded, but only if it also is for essential maintenance to assure
effficient operation. These hypasses are not subjectto parts 2. and 3. ofthis section.

2. Prohibition ofBypass.

a. Bypass is prohibited, and the Executive Secretary may taken enforcement action against a
permittee for bypass, unless:

(1) Bypass wa$ unavoidable to prevent loss of human life, personal injury, or severe
property damage;
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(2) There were no feasible alternatives to b;ryass, such as the use of auxiliary
treatment facilities, retention of unfreated wastes, or maintenance during nonnal
periods of equipment downtime. This condition is not satisfied if adequate
backup equipment should have been installed in the exercise of reasonable
engineering judgement to prevent a bypass which occurrEd during normal periods
of equipment downtime or preventive rnaintenance, and

(3) The permittee submitted notices as required under section G.3.

The executive Secretary rnay approve an anticipated bypass, after considering its adverse
effects, if the Executive $ecretary determines that it will meetthe thee conditions listed
in sections G.2a. (1), (2) and (3).

Anticipatecl bypass. Except as provided above in section G.2. and below in section G.
3.b, if the permittee knows in advance of the need for a bypass, it shall submit prior
notice, at laast ninety days before the date of bypass. The prior notice shall include the
following unless otherwise waived by the Executive Secretary:

b.

3.

(1)

(2)

(3)

(4)

(5)

Evaluation of alternative to bypass, including cost-benefit analysis containing an
assessment of anticipated resource darnages:

A specific b1ryass plan describing the work to be perforrred including scheduled
dates and times. The permittee must notrfr the Executive Secretary in advance of
any changes to the bypass schedule;

Description of specifio m€asures to be taken to minimize environmental and
public health impacts;

A notification plan suffrcient to alert all downstrearn users, the publio and others
reasonably expected to be impacted by the bypass;

A water quality assessment plan to include sufficient monitoling of the receiving
water before, during and following the bypass to enable evaluation of public
health risks and environmental impacts; and

b.

(6) Any additional information requested bythe Executive Secretary.

Emergency Blpass. lVhere ninety days advance notice is not possible, the permittee
must notiff the Executive Secretary, and the Director of the Department of Natural
Resources, as soon as it becomes as'are of the need to blpass and provide to the
Executive Secretary the information in section G.3.a.(1) through (O to the extent
practicable

Unanticipated bypass. The permittee shall sr.rbmit notice of an unanticipated bypass to
the Executive Secretary as required under Part II.I., Twenty Four Hour Reporting. The
permittee shall also imrnediately notifu the Director of the Department of Natural
Resources, the public and downstream users and shall implement measures to minimize
impacts to public health and environment to thE extent practicable,
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H. Upset Conditions.

Effect of an upset. An upset constitutes an affirmative defense to an action brought for
noncompliance with technology based permit effiuent limitations if the requirements of paragraph
2. of this section are met. Executive Secretart's administrative determination regarding a claim
of upset cannot be judiciously challenged by the permittee until such time as an action is initiated
for noncompliance.

Conditions necessary for a demonstration of upset. A permittee who wishes to establish the
affirmative defense of upset shall demousfratq through properly signed, contemporaneous
operating logs, or otherrelevant widence that:

a. An upset occured and that the permittee can identiff the cause(s) of the upse{

b. The pennitted facility was at the time being properly operated;

c. The permittee submitterl notice of the upset as required under Part II.! Twenty-four Hour
Nofice of Noncompliance Reportingi ffid,

d. The permittee cotrplied with any rcmedial measures required under Part III.D, Duty to
Mitigate.

Burden of proof. In any enforcement proceeding, the permittee seeking to establish the
occurrence ofan upset has the burden ofproof.

Toxic Pollutants- The permittee shall comply with effluent standards or prohibitions established under
Section 307(a) of TIte Water Quality Act of 1987 for toxic pollutants within the time pruvided in the
regulations that establish those standards or prohibitions, even ifthe permit has not yet been modified to
incorporate tle req uirement

ChangBs in Diqchatge of Toxic Substances. Notification shall be provided to the Executive Secretary as
soon as the permittee knows ofl or has reason to believe:

l. That any activitlt has occurred or will occur which would result in the discharge, on a routine or
frequent basis, of any toxic pollutant which is not limited in tlrc permit, if that discharge will
exceed fte highest of the following "notifi.cation levels":

a. One hundred micrograms per liter (100 ug&);

b. Two hundred micrograms per liter (200 ug/L) for acrolein and acrylonitile; five hundred
nricrograms per liter (500 ugll-) for 2,4-dinitrophenol and for Z-methyl-4,5-
dinitophenol; and one milligram per liter (l mgll,) for antimony;

c. Five (5) times the rnaximum concenffation value reported forthat pollutant in the permit
application in accardance with UAC R.317-8-3.4(7) or {10); or,

d. The level established by the Executive Secretary in accordance with UAC R317-8-4.2(6).

2. That any activity has occurred or will occur which would result in any discharge, on a non-
routine or infrequent basis, of a toxic pollutant which is not limited in the permit, if that discharge
will exceed the highest of the following "notification levels":

I,

?,.

3.

I.

J.
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a. Five hundred micrograms per liter (500 ug/L);

b. One mitligram per liter (l mgll) for antimony:

c. Ten (10) times the maximum concentration value reported for that pollutant in thE permi{
application in accardance with UAC RJIT-E-1.4(g); or,

d. level established by the Executive Secretary in accordance with tlAC R3I7-B-4.2(6).

Indushial Pretreatment. Any wastewaters discharged to the sanitary sewer, either as a direct discharge or
as a hauled waste, are subject to Federal, State and local prefreatment regulations. Pursuant to $ection 30?
of The lTater Quality Act of l987,the permittee shall comply with all applicable federal General
Pretreahnent Regulations promulgated at 40 CFR 4A7,lhe State Pretreatnent Requirements at tlAC
R3174-8, ild any specific local discharge limitations developed by the Pubticly Owned Treatment
lVorks (POTW) accepting the wastewaters.

In addition, in accordance with 40 CFrt affi.12(p)(I),thepermittee must notiff the POT$fl, the EpA
Regional Waste Management Director, and the State hazardous waste authorities, in writing, if they
discharge any subshncE into a POTW which if otherwise disposed of.would be considered a hazardous
waste under 40 CFR 261 . This notification must include the name of the hazardous waste, the EPA
hazardous waste number, and the tlpe of discharge (continuous or batch).

t
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GEI{ERAL RE QI]IREMENTS

Planned Changes. The permittee shall give notice to the Executive Secretary as soon as possible of any
planned plrysical alterations or additions to the permitted facility. Notice is required only when the
alteration or addition could significantly change the nature or increase tle quantity of pollutants
discharged. This notification applies to pollutants which are not subject to effluent limitations in the
perrrit. In addition, if there are any planned substaatial changes to the permittee's existing sludge
facilities or their manner of operation or to current sludge management practices of storage and disposal,
the permittee shall give notice to the Executive Secretary of any planned changes at least 30 days prior to
their implementation-

Anticioated Noncompliance. The perrrittee shall give advance notice to the Executive Secretary of any
planned.change$ in the permitted facility or activity which may result in noncompliance with permit
requirements.

PermitAetionq. This permit may be modified revoked and reissued, or terrninated for cause. The filing
of a request by the permittee for a permit modification, revocation and reissuance, or termination, or a
nofification of planned changes or anticipated noncompliance, does not stay any permit condifion.

Duty to Reapply. If the permittee wishes to continue an activity regulated by tlis pennit after the
expirhtion date of this permit, the permittee shall apply for and obtain a new permit. The application shall
be submitted at least 180 days before the expiration date of this permit.

Duty to Provide Irrformation- The permittee shall furnish to the Executive Secretary, within a reasonable
time, any inforrration which the Executive Secretary may request to deterrrine whether cause exists for
modiffing, revoking and reissuing, or terminatlng this permi! or to determine compliance with this
permit. The permittee shall also funrish to the Exeeutive Secretary, upotr reques! copies of records
required to be kept by this permit.

Other Infcirmation. 'When 
the permittee becomes aware that it failed to submit any relevant facts in a

pennit application, or submitted incorrect information in a permit application or any repoft to the
Executive Secretary, it shall promptly submitFuch facts or information.

Signatory Re+uireJnents. AII applic*tio*, reports or information submitted to the Executive Secretary
shall be signed and certified.

L All perrnit applications shall be signed by either a principal executive officer or ralking elected
official

2. All reports required by the permit and other information requested by the Executive Secretary
shall be signed by a person described above or by a duly authorized representative of that person.
A person is a duly authorized representative only if

a. The authorization is made in writing by a person described above and suhmitted to ttre
Executive Secretary, 4[d,

b. The authorization specifies either an individual or a position having responsibility for the
overal] operation of the regulated facility, such as the position of plant manager,
superintendent, position of equivalent responsibitity, or ar individual or position having
overall responsibility for environmental matters. (A duly authorized representative may
thus be either a named individual or any individual occupying a named position.)

B.

C.

D.

E.

F.

G.
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Changes to authorization. If an authorization under paragraph IV.G.2 is no longer accurate
because a different individual or position has responsibility for the overall operation of the
faciliry, a new authorization satisfying the requirements of paragraph IV.G.t must be sgbmitted to
the Executive Secretary prior to or together with any reports, information, or applications to be
signed by an authorized representative.

Certification. Any person signing a document under this section shall rnake the following
certification:

''I ceni$ under penalty of law that this document and all
attachments were prepared under my direction or
supervision in accordance with a system designed to
assure that qualified personnel properly gather and
evaluate the inforrration submitted. Based on my
inqurry of the person or persons who manage the system,
or those persons directly responsible for gathering the
infonnation, the information submitted is, to the best of
my knowledge and belief truq accurate, and complete.
I am aware that there are significant penalties for
submitting false infonnation, including the possibility of
fine and irnprisonment for knowing violations.',

Penalties for Falsification pf Reports. The lcf provides that any person who knouringty makes any false
statement, representation, or certification in any record or other document submitted or rcquired to be
maintained under this permiq including monitoring reports or reports of compliance or oon"o*pliance
shall, upon conviction be punished by a fine of not more than 91,0,000.00 peiviolation, or by
imprisonment for not more than six months per violation, or by both.

Availabilitt of Reports. Except for data determined to be confidential under UAC Ril1-g-j.I,all reports
prepared in accordance with the temrs of this permit shall be avhilable for public inspection at the offrr*
of Executive Secretary. As required by the Act, permit applicatioou, prrmitr and effl-uent data shall not be
cons idered confi denti al

Oil and Hazardous Substance Liabilit-v. Nothing in this pennit shall be construed to preclude the
permifiee of any legal action or relieve the permittee from any responsibilities, liabilities, or penalties to
which the permittee is or may be subject under tha Act.

Prope4v Rights. The issuance of this permit does not convey any properfy rights of any sort, or any
exclusive privileges, nor does it authorize any injury to private proper[y or any invasion of personai
rights, nor any infringement of federal, state or local la;ws orregulations.

Severabili{v. The provisions of this permit are severablq and if any provisions of this permi! or the
application of any provision of this permit to any circumstance, is held invatid, the appiication of such
provision to other circunrstances, and the remainder of this permit, shall not be affecied thereby.

Transfers. This permit may be automatically transferred to a new permittee if

l. The current permittee notifies the Executive Secretary at least 20 days in advance of the proposed
transfer date:

4.

t
H.

I.

L.

J.

K.

M.
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2. The notice includes a written agreement between the existing and new pennittees containing a
specific date for transfer of perrrit responsibility, coverage, and liability between them; and,

3. The Executive Secretary does not notiff the existing permittee and the proposed new permittee of
his or her intent to modiff, or revoke and reissue the permit. If this notice is not received, the
transfer is effective on the date specified in the agreement mentioned in paragraph 2 above.

State Laws. Nothing in this permit shall be construed to preclude the institution of any legal action or
relieve the perrrittee from any responsibilities, liabilities, or pcnalties established pursuant to any
applicable state law or regulation under authority preserved by UCA 19-5-117.

Water Ogialitv-Reopener Provision. This permit may be reopened and modified (following proper
administmtive procedures) to include the appropriate effluent limitations and compliance schedule, if
necessary, if one or more of the following events occurs:

1. 'Water 
Qualrty Standards forthe receiving water(s) to which the permittee discharges are

modified in such amanner as to require different effluent limits than contained in ttris permit.

2, A final wasteload allocation is developed and approved by the State and/or EPA for incorporation
in this permit.

3. A revision to the current Tf/ater Qualrty Management PIan is approved and adopted which calls
for different effluent lirnitations than contained in this permit.

Toxicitv Limitation-Reopener Provision. This perrnit may be reopened and modified (following proF€tr

administrative procedures) to include whole effluenttoxicity (\IET) testing a TVET limitation, a
compliance schedule, a compliance date, additional or modified numerical limitations, or any other
conditions related to the control of toxicants if toxicity is detected during the life of this pennit.

F:\wp\CP-Cool Mine$Alton Coalt2009GenCoalPcrmit.doc

N.

o.
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*tossARY oF 
'ERMS

A. Definitions.

l.

2.

The '3Fdai (and monthly) average" is the arithmetic average of all samples collected during a
consecutive 30-day period or calendar month, whichever is applicable. The calendar month shall
be used for purposes of reporting self-monitoring data on discharge monitoring report forms.

The n?-day (and weekly) averagE" is the arithrnetic average of all samples collected during a
consecutive 7-day period or calendar weelg whichever is applicable. The ?-day and weekly
averages are applicable only to those effluent characteristics for which there are 7-day average
effluent limitations. The calendar week which begins on Sunday and ends on Saturday, shall be
used for purposes of reporting self- monitoring data on discharge monitoring report forms,
Weekly averages shall be'calculated for all calendar weeks with Saturdays in the month. If a
calendarweek overlaps two months (i-e., the Sunday is in one month and the Saturday in the
following month), the weekly avsrags calculated for that calendar week shall be included in the
data for the month that contains the Saturday.

"Daily Maxirnumn ("Daily Max.") is the maximum value allowable io *y single sample or
instantaneou s measurement.

"Composite samples" shall be flow proportioned. The composite sample shall, as a minimum,
contain at least four (4) samples collecttrd over the composite sample period. Unless otherqrise
specified the time between the collection of the first sample and ttre last sample shall not be less
than six (6) hours nor mors than'Z4 hours. Acceptable methods for preparation of composite
samples are as follows:

a. Constant time interval between samples, sample volume proportional to flow rate at time
of sampling;

b. Constant time interual between samples, sample volume proportional to total flow
(volume) since last sample. For the first sample, the flow rate at the time the sample was
collected may be used;

c. Constant sample volume, time interval between samples proportional to flow (i.e., sample
taken every "X" gallons of flow); and,

d- Continuous collection of sample, with sample collection rate proportional to flow rate.

A ugrabu sarnple, for monitoring requirements, is defined as a single "dip and take" sample
collected'at a representative point in the discharge stream.

An "instanhneous" mei$urement, for monitoring requirements, is defined as a single reading,
obsenration, or msasllrement.

"IJpset" means an exceptional incident in which there is unintentional and temporary
noncompliance with technology-based permit effluent limitations because of factors beyond the
reasonable control of the permittee. An upset does not include noncompliance to the extent
caused by operational elror, improperly designed treatment facilities, inadequate treatnent
facilities, lack of preventive maintenance, or careless or improper operation.

f.

4.

5.

6,

7.
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18.
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"B;rpass" means the intentional diversion of waste streams frorn any ponion of a heafinent
facility.

"severe property damage" means substantial physical damage to property, damage to the
treatment facilities which causes them to become inoperable, or substantial and permanent loss of
natural resources which can reasonably be expected to occur in the absenoe of a bypass. Severe
property damage does not mean economic loss caused by delays in production.

"Executive Secretary" means Executive Secretary of the Utah Water Quality Board.

'fEPA'r means the United States Environme,lrtal Protection Agency.

"Act" means the "Utah Water fuality Act" .

"Best Management Practices" ("Bi#s") means schedules of activities, prohibitions of practices,
maintenance procedures, and other malragement practices to prevent or reduce the pollution of
waters of the State. BIuIPs also inslude treahnent requirements, operating procedures, and
practices to control plant site runoff, spillage or leaks, sludge or waste diiposal, or drainage from
raw material storage.

"Coal pile runofF' means the rainfall runofffrom or ttunugh any coal storage pile.

ttCWAlt means The Federal l|rater Pollution Control Act, as amended, by The Clean Water Act of
1987.

"Point Source" means any discenrible, confined, and discrete conveyance, including but not
limited to, any pipe, ditch, chamel, fi:nnel, conduit, well, discrete fissurc, container, rolling stock,
concentrated animal feeding operatipn, Iandfill leachate collection system, vessel or other floating
craft from which pollutants are or may be discharges. This term does not include return flows
from irrigated agriculnne or agriculture stonn water runoff.

"Significant spills" includes, but is not limited to: releases of oil or hazardous substances in
excess of reportable quantities under Section 3// of the Clean ll/aterlcf (see 40CFR I IA.I0 and
40 CFR f 17.21) or Section J0? of the CERCIA (see 40 CFR 302-4),

"Storm \ilater" means storm water runoff, snow melt runofl and surface runoffand drainage.

"'Vfa*ste pile" means any noncontainerized accumulation of solid, nonflowing waste that is used
for treatment or storage.

"l0-year,Z4-hour precipitation event''means the murimum Z4-hour precipitation event with a
probable reoccurence interval of once in l0 years. This information is available inWeather
Bureau Technical Paper no. 40, May 1,96L and NOAA Atlas 2, 7973 for the I I Westem States,.
and may be obtained from the National Climatic center of the Environmental Data Selice,
National Oceanic and Atmospheric Administration, U,S- Departonent of Commerce.

The term "coal preparation planf' means a facility where coal is crushed, screened, sized and
cleaned, dried, or otherwise prepared and loaded for transit to a consuming facility.

The term "coal preparation plant associated ar€as" means the coal preparation plant yards,
immediate access roads, coal refuse piles, and coal storage piles and facilities.

13.

20.

22.
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