






White Seismograph Data Analysis V11 - Version 11.1.0.90

File: 3763201605170958012.dtb

Number: 012

Date and Time: 5/17/2016 9:58:00 AM

SN: 3763

Seismic Trigger: 0.0250 in/sec

Air Trigger: 142 dBL

Sample Rate: 1024

Duration: 9 Seconds

Pre-Trigger: 0.5 Second

Seismic Range: 2.50 in/s

Acoustic Range: 142 dBL

Gain: 2.0x

Voltage: 6.40

Radial: 0.0300 in/sec @ 15.0 Hz (0.3467 sec)

Vertical: 0.0300 in/sec @ 39.3 Hz (0.0342 sec)

Transverse: 0.0250 in/sec @ 7.3 Hz (0.8359 sec)

Acoustic: 116 dBL  @ 25.6 Hz (1.2793 sec)

Last Calibration Date: 7/18/2014

Duration: -0.500 s To: 9.000 s

Acoustic Scale: 126 dBL

Seismic Scale: 0.200 in/sec (0.0500 in/sec/div)

Time Intervals: 1.00 sec
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Radial: 5.50 Hz (Amp = 4.79)

Vertical: 31.56 Hz (Amp = 3.11)

Transverse: 3.00 Hz (Amp = 7.79)

Acoustic: 1.19 Hz (Amp = 22.05)

Range: 1 to 100 Hz

Acoustic Scale: 22.05

Seismic Scale: 7.79
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Blast Info

		Site Information						Crew

		Company		Southwest Energy LLC				Blaster In Charge		Matt Raddon

		Site Name		Lehi Mag Site				License Number		326		Utah

		Address		11269 W 5600 N				Signature

		City		Lehi  

		State 		UT

		Zip Code		84083				Crew		VBronson		JBerendzen		JZogg		JNielson

								Workplace Inspection?		yes

		Customer Information						Safety Meeting?		yes

		Customer  		Alton Coal

		Operation		Coal Hollow Mine

		Address		2060 South Alton Road

		City		Alton  

		State 		UT

		Zip Code		84710

		County		Kane



		Blast Information

		Blast Date		5/17/16

		Blast Time		11:00		am

		Blast Type		Coal

		Blast Number 		1

		Blast Location		Area 1 NPL 0201

		Rock Geology		Coal

		Rock Density		60		lb/cft



		Weather

		Weather Conditions		overcast

		Temperature		65		degrees F

		Wind Velocity		3		MPH

		Wind Direction		NW





Pattern Info

		Pattern										Blast Summary								Diagram

		Number of Holes		79								Total Holes		79

		Rows		12								Total Drill Footage		1185		ft

		Holes/Row		6								Total Lbs of Explosives		4580		lbs

		Diameter		7 7/8		in						Volume		11236		cyd

		Burden		16		ft						Powder Factor		0.41		lbs/cyd

		Spacing		16		ft

		Bench Height 		15		ft

		Depth 		15		ft

		Subdrill 		0		ft



		Loading

		Stemming Height		11		ft

		Stemming Material		cuttings

		Explosive Product		Fortel Plus 5x30

		Explosive Density		1.25		g/cc

		Charges Per Hole		2

		Decks		0

		Length of Deck		0

		Decking Material		n/a

		Product		Size		Quantity		Density (g/cc)		Lbs/hole

		Fortel Plus		5x30		150		1.25		60

		Pentex MP 		1 lb		80				1

		Product		Delay (ms)		Length (ft)		Quantity (units)

		Exel Handidet		25/500		50		80

		Exel Conectadet		42		30		80

		Exel Lead in Line		0		2000		1 roll





Seismograph

		Structure Data

		Critical Structure		Pond Dam

		Distance		2433		ft

		Direction 		SW

		Minimum Delay Interval		8		ms

		Maximum Charges per Delay		3

		Trigger?		NO

		Peak Particle Velocity		no trigger

		Peak Overpressure		no trigger

		Instrument Information

		Name		White Industrial Seismology

		Model		MS II-2G

		Serial #		3762

		Company		Southwest Energy

		Operator		Jberendzen

		Location		N 37⁰ 25.520'

				W 112⁰ 29.016'

		Distance From Blast		2640		ft

		Direction From Blast		SW

		Note		On Pond Dam

		Readout Data

				In/sec		Hz

		Radial		n/a		n/a

		Vertical		n/a		n/a

		Transverse		n/a		n/a
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